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NOTE

This document was prepared under the sponsorship of the National
Aeronautics and Space Administration. Neither the United States Gov-
ernment nor any person acting on behalf of the United States Govern-
ment assumes any liability resulting from the use of the information
contained in this document, or warrants that such use will be free from

pri.vately owned rights.
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FOREWORD

The Administrator of the National Aeronautics and Space Administration has estab-
lished a technology utilization program for "the rapid dissemination of information .... on
technological developments .... which appear to be useful for general industrial applica-
tion." From a variety of sources, including NASA Research Centers and NASA contractors,
space-related technology is collected and screened; and that which has potential industrial
use is made generally available. Information from the nation's space program is thus made
available to American industry, including the latest developments in materials, management
systems, processes, products, techniques and analytical and design procedures.

: This publication is .: part of a series of bibliographic publications intended to serve
both scientific and technical personnel and the libraries and librarians who support them.

THE D 1R ECTOR, Technology Utilization Division

National Aeronautics and Space Admh_istration
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INTRODUCTION

This bibliography is designed to assess and identify the current literature on the appli-
cations and uses of various welding methods.

The purpose of this series of publications is to provide industry with summarizing in-

formation on innovations contained in NASA and other space technology literature.

The bibliographies are intended to indicate the wealth of new information and new

technology available from the collections of the National Aeronautics and Space Adminis-

tration. |t is the purpose of the Technology Utilization Bibliographies to select and list

available information of special interest to the industrial user.

The format for this series has therefore been designed to permit a variety of forms of

utilization. The bound volume provides for circulation among personnel who would be most

likely to benefit from the material. At the same time, it serves as a permanent record for

library filing and reference.

h
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AVAILABILITY OF DOCUMENTS

N-accession numbers, e.g., N63-12345, identify technical reports which have been
announced by NASA in Scientific and Technical Aerospace Reports (STAR). or its prede-
cessor Technical Publications Announcements (TPA). They can normally be purchased from
the following sales agency:

Clearinghouse for Federal Scientific and Technical Information, Springfield,
Virginia 22 !5 !

(formerly: Office of Technical Services, U. S. Department of Commerce)

Qualified requesters, e.g., NASA contractors, may also address inquiries abeut tech-
nical reports to: NASA Scientific and Technical Information Facility, P. O. Box 33, College
Park, Maryland, 20740.

A-accession numbers, e.g., A63-12345, identify published journal articles and books
which have been announced in International Aerospace Abstracts (IAA). a journal published
by the American Institute of Aeronautics and Astronautics. Articles are available for exami-
nation in those libraries that maintain sets of scientific and technical journals, and, in some
instances, reprints may be obtained from the journal offices. Inquiries concerning books
should be addressed to the publisher.

Abbreviations that frequently appear in the citations describing the references are
listed below:

Abbreviation Full Mean;ng

CFSTI Clearinghouse for Federal Scientific and Technical In-
formation

OTS Office of Tec.hnical Services

ph Photostat. Full size copies of the document are available
in photostatic form

mi Microfiche. Copies of the document are available in
microfilm form

MF Microfiche. See mi

HC Hardcopy. See ph
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WELDING METiIODS

with indexes FEBRUARY 1966

1962 for detecting cracks and for evalbahng the size of the bonded ea.For crack inspection, a single pulse-echo (trunsmitter-receiver) trans-
ducer would be used. tn the absence of intern I discontinmties, the
normal inter{ace ,Jnd back reflection of the acoustic energy, is shown

T PA E NT R I E S bytwo pips on the oscllJo:,copescreen. A crack would be indicated by
an additional pip, which would fail kgtween the other two. _/ith suf-
ficient resolution, both the size and location of the crack car_ be esti-
mated. For bond quality evaluation, two transducers wouid be usea.
The pip size associated with the reL.eiving transducer would be
standardized under controlled condition'- for a good bond area. In

N62-13546 Mis'_il_and Space Systems Div., Douglas Aircraft Co., the case o[ a bond area smaller than the one used for standardizo-
Inc., Santa Maraca, Calif. tion, _.ssenergy would be transmitted, and consequently, the received
MOTOR C/LSE FABRICATION FROM WIDE CLOSE-TOLERANCE pip would be reduced in size. Further development work and evalua-

STEELSHEETS. [Covering period Dec. 1961-Apr. 196_.] "ion will be required to substantiate the validity and practicality of
Bernard B. Moss. May 1962. 34 p. these inspection techniques. (P.F.E.)
(Contract AF 33(600)-39653)

(ASD-TR-62-7-787) N62-14939 DuPont de Nemours (E. I.) and Co. Savannah River
Six missilemotor casesof the second stage Hike-Zeus configuratio, Lab., Aiken, S.C.

were manufactured by roll-and-weld fabrication methods. In these cases A POWER SUPPLY FOR AN ELECTRON BEAM WELDER.
the processingtechnique of resistanceseam welding heat treated com- Harold S. Sanders. June 1962. 12 p. 1 ref.
ponentswas employed All six satisfactorily met the proof test at a (Contract AT(07-2)-l)
theoretical hoopstressof 237,000 psi. (AuthorAbstract) (DP-731) OTS: $0.50.

A high voltage supply for an electron beam welder was con-
strutted from a surplusOak Ridge Alpha I calulron power supply• An

N6 :-13632 Battelle Memorial Inst.,Columbus, Ohio. Hectron gun ,,ith horizonta! and vertical position adjustment was
CAUSES OF MICROFLAWS IN HIGH-STRENGTH WELD METALS, constructedant, ms:ailed in a rebuilt dry box. (Auth,.r Abstract)
THEIR EFFECTS, AND METHODS OF ELIMINAI"ING THEM. Final

Report. N62-15279. Battelle Memorial Inst., Columbus, Ohio.
M. D. Randall, R. E. Monroe, and P. J. Rieppel. July 31, 1£61. INVESTIGATION TO DETERMINE CAUSES OF FISSURING IN
68p. 13 refs. STAINLESS STEEL AND NICKEL-BASE-ALLOY WELD METALS.

(Contract DA-33-019-ORD-3402) [Final] Technical Documentary Report [7 Nov. 1960 to 31 Dec
(WAL TF 542.4/1 ) 1961 ].

Welds are deposited m Jir-melted and vacuum-melted300M steel J. N. Cordea, R. M. Dvans, and D. C. Martin. Wright-PaTterson
by the inert-gas-shlelded,tungsten-arc,and electron-beam welding proc- A_B, Ohio, Diredorate of Materials and Processes,June 1962. .58 p.
asses.Tension,bend, and impact testswere made of these weldments 5 rats.

and base plates. Extensivemetallographic examination and supplemen- (C_ntract AF 33(616)-7702)
tory studies were made It was determined that (1) microdefects con (ASD-TDR-62-317)
causelaw-load fmlure, (2) thesedefects occur at temperatures near the This report summarize, _e first year's work in a long-term re-
alloy solidustemperature and are chemistrycontrolled, (3) microsegre- search pro,gram being conducted to investigate causesof hssuring in
gation of sulfur,phosphorus,and siliconoccursin these welds, (4) silicon Type 310 stainless steel and Inconel alloy weld metals. Character-
lowers elevated-temperature ductility and promotes hot cracking, and i_ticsof fissures in welds in hot-tension specimenswere studied and
(5) grain-boundary liquahon of heat-affected zones occurs, materials examined were: (I) Inccnel and Type 310 stainless steel

(Author Abstract) welds made from :ommercial electrodes, (2) hot-to, sion specimens
made from commercially available Inconel and Type 310 stainless

N62-142BB Aeroprojects, Inc., West Chester, Pa. steel materials, (3) hot-tension specimensmade from alloys prepared
ULTRASONIC WELDING OF REFRACTORY METALS. Progress with electrolytic grades of iron, chromium, c,nd nickel. All fissureswere
Report No. 8, for the Period 1 Aor. through 31 May 1962. intergranular or interdendritic. In hot-tension specimens, they were
Harold L. McKaig, Jr. July 19, 1962. 3 p. 2 rats. usually oriented perpendicular to the tensile axis. The onset of fissur-
(Contract NOw 61-0410-c) ing corresponded to a drop in hot duchlity and h_t strength at high

The objective was to develop a nondestructive weld inspechon :_mperatures. Commercial _;loys having high impurity concentrations
method since crack formation occurs when joining refractory metals o'-ays had lower hot-tensile properties than high-purity vacuu.'n-
by both conventional and ultrasomc methods. A surface-wave mspec- melted alloys• When controlled amounts of carbon, silica% and sulfur
tion method, based on Lamb wave propagation, appears promising were added to vacuum-melted heats of Type 310 stainless steel, their
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N62-15384

hot-tensile propert;e, opprou_._J those of the commercial alloys. The tee aged condition. Special welding techn,ques we,e not effect.re ,n
occurrence of intergraP.ul_,r f;ssurin9 was attributed to increased enhancing the aged weld metal tensile prope_'es. Cold rolhng offer
amount_ of grain-be,',ndory s,:greaotic._ in the specimen:. Electron- weldmn provided improved tensde properties in the as-rolled and the
probe ana!yse, and metallo_raph,c examinations of the groin rolled and acj_.dconcl.!ion%depend,ng on the desirer slrenglh. Aging
bo, ndarie': verified th,s eff(d. Test re,.ults showed that large t,'eu;ment c" 800 _ F provided _mproved properties, either as the com-
amo_':,wsof grain-boundary segregation occurred ",vhen {_; the art;I- plete isothermal age or as the first stage in a duplex (800" to 100G" F)
::_' .._..p,;._;tyconcentration in the alloy was high, and (2) large g:ains age. Useful weld metal tensile properties were obtoine_l over a wide
were forJ_ed in the mlcrostrudures at ,he high temperatures, strength range, but the weld metal properties are still considerably

(Author Abstrad) deficient to those of t"e bose metal. The physical metallurgy of the
oc;ing and duplex aging reactions was substantiated indirectly _y
electron m_croscopy and elastic -_odulus measurements. Ag,ng is

" N62-15384 Homihon Standard D;_'=.U=,ited Aircraft Carp_. Wind- apparently due to precipitation of u.,and (_ phases, and _' disappears
sor Locks.Conn. ,n the earl) stages o9post-age annealing (100C F . Author
HIGH-VOL1AGE ELECTRON BE._M WELDING Of AEROSPACE

COEedPONEN1'S" _i62-17661 Star.ford Rese_rch Inst. Pou;ler Lobs_, Menlo Park.
Hor'v A. Hokonson. N.'r. Sac. of Auto.motlve Enginr_ers. ',1962
5 r. P,e_ented ol the SA[. Naliunol Aeronautic ?Aeehng, N.Y.. Apr. Ca|"f"
3-6. 1962. EXPLOSIVE WELDING
:SAE Paper _i4B_ Donald E. Davenport Detroit, Am. Sac. of Tool Gnd Mfg. Engr.,

High-voffage electron beam welding is discussedfor a variety of 1962 17 p 4 ref_ For Presentation at the Creative Mfg. Seminars,
aerospace applicol,o_,s. The.-e include repair welding, welding of 1961-1962
min,ature eledron,c comporen:s, anti welding o{ st-ucturol hardware. (ASTME Paper-SP62-77) Available from Am. Sac. of Tool and Mfg
The spar,fir prrKedure for each opplicotion is pr_._ented. Particular Engr., 10700 Puritan Ave.. Oat,oft 38, Mich.
emphasis is placed on the contrlb;_tion of the characteristics of the The general principles of explo__vev,elding are presented based
process (low energy i.-,put, high-p_rity •'aiding er,vironment, and on work with the t.,I-AI v_eld. Shear tests and peel tests of lhe welds
precisecontrollabihty) to the :,u_.cessof e_ch application, ind*ccte |_'ot they can be stronger than the parent metal. Photo-

{Author Abstract} microg,._phs of a wide variety of other metals w'._ich have been
explosively welded include coppe:, steel, titanium, niobium, molyb-
denum, and tantalum. Exammatio_ of severo! of the copper welds

N62-15390 Alloyd ElectronicsCorp.. Cambridge. Mass. indicate_ evide,_ceof a,:¢usionat the interface. Author
ELECTRON BEAM WELDING TECHNIQUES AS APPLIED 1"O AERO-
SPACE S1'RUCItJRES.
Robert Bokish. N.Y., So_. of Aute,.mo_;veEngineers, i lOo21. 1i p.
17 rels. Presented at the SAE _4otionol Ae:onaunc Meer,::q. N.Y.,

"t_Pr"3"6' ' 962" 1963(SAE Paper 514A)
This paper discusses ale:Iron beams and their generation,

sourcesfor elec,ron beam information and manufacturers of elec,ron STAR ENTRIES
_-_eomwelding machines, tooling for electron beam welding, occom-
p;ishmenls with electron beams in ioining aerospace materials, and
the future oi electron beams in -velding technology. (Author Abstract)

N6.?--10102 Defense Metals Information Center. 8atte!le Memorial
Inst., Columbus,Ohio

N62-16273 Aeroprojects, Inc.. West Chester, Po. BEC1.RON-BIEAM WELDING OF TUNGSTEN
DEVELOPMENT Of ULli_ASONIC WELDING EQUIPMENT FOR

R. F. Monroe and R. M. Evans May 21. 196.'2 19 p 3 refs
REFRACTORY METALS. Interim Technical Prc<jre,_s Report, (ContradAF33(616)-7747)
Feb. Ihrough Aug. 1962. (DMIC-MEMO- 152)
Nicholas Maropis. Wright-Potterson AFB, Ohio, Manufaduring Reported progresson the.electron-beam welding of commercially
Technology Lab., May 1962. 37 p. 28 refs. pure tuncslen indicates that sound crock-free welds can be made if
(Contract AF 33(600)-43026) the weld i> not restrained during welding. Although the data are
(ASD-TR-7-888 (111)) not all consistent,welds which are s,._oothand hove minimum fusion

The requirements established during Phase I tar a heavy-duly and heat-affected zone width s_ould be the strongest and most
ultrasonic welding system are being a,',alvzed, and associated du,:tile. Tensile strengthsare equivalent to the bose metal near the
development problemsore being resolved. High-power ceramic trans- recrystolGzation temperature but are appreciably lower at room
d,cer assembGes,powerforce progroming elements, and switching temperature. Theductile-to-brittle transilion temperatur,.-sfor electron-
devices for a motor-alternotc,r power source are being assembled beam-welded tungstenore above that of the base metal. The impact
and experimentally evaluated. Current information on refractory resistance of elec' _n-beam-welded tungsten is very low. Electron-
metal d_velopments affecting the ultrasonic weldability of such beam welding of tungsten ports should be thoroughly evaluated on
material, as well as data on candidate welding tip ma;erla:,,, is production prototypes before specifying ,tsuse. 8.J.C.
being accumulated and studied. (Author Abstract)

N63-10704 Thompson Romo Wooldrid.ae, Inc., Ing!ewood, Calif.

N62-17264 Armour ResearchFoundation, Chicago, III. INVESTIGATION Of WELDING OF COMMERCIAL COtUMBIUM

INVESTIGATION OF HEAl' TREATMENT AND WELDING CHAR- AI2.OY$ Final Repc,rt {16 Jan. 1961-15 Jan. 1962]
AC1,'ERIS1.1CSOF B-120 VCA TITANIUM ALLOY SHEET, I>ART li J.M. Gerken and J. M. Foulkner Wrlght-Patterson AFB, Ohio,
(Final Report) Directorate of Materials and Processes,May 1962 148 p 20 refs
John F. Rudy Aug. 30, 1962 b2 p 8 refs {Contract AF 33(61.6)-7796)
(Contract NOw 60-03.51 -c) (ASD-TDR-62-292)
(ARF-22t ; S) An investigot;,_nwas made of the welding characteristicsof th,ee

Studies or, heat 1teeth.ant and welding technique were con- commercial columu,um base alloys, FS82, D31, c,nd F48. Tungsten

tinued in an effort Io improve the tensile properties of B-120 VCA in inert gas, electron beam, spot, and flash buff welding methods were

2
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N63-20426

included in this inve;tigation. The effect of the welding variables' uniform decrease +n shear st.enqth occurred a,_e, e_posure at

lravel speed, shielding gas composition and purity, fillet metal odd(- 900 ° F for 100 hrs but an anomalous increase m strength Occurred

lions, preheat and post heat were studied. Thermal cycles were meat- after exposure of 1000 his Author

ured ;,-. the fusion zone and heat-affected zone ef TIC ',velds to help

explain m,=,'honicol properties and microstruc_ure on the basis of N63-15862 Nat,anal Aeronautt_:s a._d Space Adm,mstrahon

physical metallurgy of each alloy. The effect of welding on oil alloys Marshall Space Fh% ,t Center Hun',_;,vdle Ala

w_s to increase the ductile to b, ittle transition temperature. The APPLICATIONS NOTES: SELFCTED WELDING TECH-

eleCron beam welding process consistently produced more c,uctile NIQUES

welds than the TIG process. Author Washmgton NASA Apt 1963 31 p
INASASP 5011 GPO $030

N63-10774 Eutope,.=n Atomic Energy Community, Brussels (Bel Tools and techn,ques developed by the George C Marshall
Space Flight Center for the welding at alu.'-,l=nul;_ piate_, and sheets

gium)
are deserve.ted A seam tracker device and peollmit; conlroi ui.t

-:LECTMONBEAM WELDING OF SINTERED ALUMINIUM proved effective m welding heavv-gage aluminum Two segmented

M. Meuleman.;, D. Tytgat, J. Van Audenhove (CEN), J. Briolo, and backup bars provide most of 'f'e back bar funchons A special

P. Jehensc, n (Euratom) Centre d'l_tude de I'Energie Nuclea;re. MoI v_Jct-.,,'n ty,,_,eb_cl, t,p I_, tac,I,tate_-- ,epa,,__ ,n nn,m_lly ,_e_a_le

(P_elgiun,), Oct. 1962 22 p 20 _efs locations Tape reta,ns and shapes the molten unded)ead w,lhoirt

(Contracts Euratom 0_1 -b0-40RG-B and 022-61-7 aRC-B) weld contammahon and proves useful foe backup tasks Hand++ l,tt+p

(EUR-39.e) Available from Belgian American F-'+nk and 1['rust Co., tools for fusion welding hold workpieces in near pedect ahnement

N.Y.,account No. 121.86:30 Belg. Ft. Ahnen,ent of large-d:ame:er cylinders is ma,ntained b'v direct

The high ga._ content of ,_ormol SAP (sintered aluminum prod- current straight-polard'; TIC) lark welding Guide trps are developed

ucts) caused two phenomena which limited the possibilities of welding for feeding fiber wire when wehbng with rnert gas processes Im

by electron beam bombardment: Ca) ionization and (b) metallic proved method o| electric arc spot welding utilizes the sigma

prolections. Resulting porosity in the welded zone has been observed, technique h b A

High temperature testing under pressure has been used to verify the

quality of the welds. Use of external pressure on the tube during weld- N63-16204 Battelle Memorial Inst ('c, lumbus Ohio

ing leads to high-qu,Jlity closures equa I to or superior to other types DEVELOPMENT OF PROCEDURES ; OR WELDING 2-INCH-

of weids because of the very high, localized heating. Eleclron beam THICK TITANIUM-ALLOY PLATE Final Report

welding con be systematically used as a quality test for gas content V_.' J Lewis G b Faulkner and O C Martin July 31 1962 42 p
in the moteliol. Author S re.%

(Contract NOw-60-0390-ct

Procedures were developed for weldmq 2 mch thick titanium

Nb3-12583 Defense. _V,etols Information Center, Boffe;ie /_emonal alloyplale, re A-70_ Ti-SAI-2 5,P,n T. __,A:4"v" unO ll-aV-11Cr 3At

Ins_. Columbus. Ohio al!cys Res..'t." show that heavy tltamum-a!loy plates ca. be sails

JOiNiNG OF NICKEL-BASE AllOYS factordy welded pray,dad that they are adequately protected from

R. M_ Evans De,:. 20. t962 77 p 60 refs weld contamination and tha_ the composlhons of the Idler wire and

(Contract AF 33{616)-7747_ base plate are properly cant:oiled A controlled atmosphere weld

(DMIC-181) mg chamber was used to provide protect=on for the welds How-

The key to the success of many devices lho! ore to be used in ever. slmdar results can be expected m open air welding operat,ons

corro_,ive or high-lemperature environments Is often an ¢;b,hty to ;f adequate shielding methods are developed for prr.tec;.r,,j welds

properly weld the nickel-bose alloys. AIIoy_ such as Monel. !nconel. from contamma_lon N E A

etc., that do not depend upon relatively complex metollurg+col

reactions to obtain their desirable properties ore not d,ff;cutt +o weld N63-16322 Hamilton Standard Dlv. United Aircraft Carp.
if proper procedures ore used. AIIoy_ ,i,cn ore relolive_y new IRen_" Windsor Locks. Conn

41, Hastelloy .0.-233, Ineoo.el X, etc.) and do depend on complex ELECTRON BEAM WELDING OF AEROSPACE MATERIALS

metalh, rgicol reactions to develop their useful properties present IFinal Report|
rnony ioining problems. 1his report covers in a general way the cn-

Wdham I Kern and Lawrence E Lubm Wrlghl+Patlerson AFB.
terra for the sur.cessful fabncction of several alloys which fo{I ,n

Ohio. Directorate of Materla:s and Processes. Feb 1963 191 p
each category. Fusion welding, resistance weldmg, and brc,zmg ore 6 refs
covered. The welding of dissimilar nickel-base-alloy combinohon_ and

(Contract AF 33(657)-7763)
repair welding ore also discussed. Author

(ASD-TDR-63-132)

High-voltage electron-beam weld_qg techniques capable of

N63-15402 Naval Air Material Cenler Aeronautical Materials producmg butt welds of ophm ,m strength and ductddy were devel-

L.tb. Pndadelphla. Pa aped for B120VCA titanium D6AC steel molybdenum-05%

INVESTIGATION OF SPOT WELDING CHARACTERISTICS titanium to tungsten, and berylhum Welds were produced rn

OF TITANIUM ALLOYS malenal thicknesses of 0 125 mch for the B120VCA btamum

Edward F Deesmg Nov 28. 1961 24 p 0290 mch and 0090 inch for the D6AC steel. 0 100 rock and

(NAMC-AML-1319) 0050 mch. and 0005 inch far the molybdenum-05% titanium

The fatigue strength of multiple spot.welded lairs in 0G0-1n welded to tungsten, and 0040 inch for the berylhum The effects

thick sheet materl:,l of the btamum alloys 4A 1-3Mo.IV. 16V-2 5A I. of thermal treatments (aging and heat treating) were mvesbgaled

and 6A1-4V were determined The fatigue strength of the three in the B120VCA and D6AC by welding and testing a va,lety of

alloys was found to be 8 to 10% of the static strength of the spot- weld-thermal treatment con;blnatmns Results of the metal-

welded iomt The z,!;ha-beta alloy 4A1-3Mo-IV had the highest Iographlc and mechanical property mveshgat_ons of the electron

fatigue strength, tire 16V-2 5A 1. all beta alloy, the lowest Data beam welds were compared with base-metal properties and with

are also presented on the elevated+temperature strength of spot published data for other iOlnlng techniques Author

welds and the effect of exposure to elevated temperature on room-

temperature strength of spot welds in the 4At-aMo-lV a'loy A N63-20426 Battelle Memorlal Inst. Columbus. Otuo De-

uniform decrease in shear strength was notect with increase in lense Metals ,nformatlon Center

temperature At an exposure temperature of 600' F. Ihe 4A1-3Mo- WELDABILITY STUDIES OF THREF CO.R,qM_RCIAL COLUM-

1V alloy retained =Is strength up 'o 250+hrs e_posure time A _RI.UM P,A,._E ALLOYS

3
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N63-22320

P /* Kamr£,e_ and R E Monroe June 17 1963 22 p N63-23470 AP_O;_tolect. _. Inc Wesl Chester Pa

IContract AF 33Jb161-7747) ULTP, ASONIC WELDING OF SELECTrL_ REFRACTORY

'OMIC Memo 169) MFTALS AND ALLOYS Final Renoil

A group of columbDu'n-base alloys _s being considered June 1963 102 p 35 re=,.;

frDr add,hen to the Departmenl of Defense Refractory Metals (Contract NOw-61 0410-c)

Sheet Rolhng Program Good weldabd_ty is one of the re- IRes R_,p! 63 54_

qulrements fOr inclusion of alIPys in this program Two at]oys ;nvc_t.gat,ons with "hm g._jes of molybdenum 0 6°o

rurienlly under cons_dgratlon .'*re B 66 produced by Westmg- r'tdn=ufn alloy mob_um 10% t=tamum -10% molybdenum

house Electric Corporahon. and FS 85. produced by Fanstee; alloy and tungsten showed that these mater,als a;e sus-

Metallurgical Corporalion A thir& alloy. C-129. produced by cephble to ultrasonic welding, and that the strength dt:cay

,_ Wah Chan band submiltedby Boeeng A,rplane Company was of such ultrason,c welds ar 2000 F as not appreciably greater
also included m this evaluatiul, _amples of these thzee alloys than that of the parent sheet material Weld cracking tend-

were obtained for a brief weldat;_ht; evaluation at Baltelle encles =n some instances were attrd)uted ;)- +_ar=ly to mater=aM

to determine whether the alloys met the target properties contammat,on, and ;n other instances to n*-qumform material

e..t=,bhshed by the Materials Advisory Board. Refractory quality It was postul..ated that improved weld quahty can

Metals S._eet Rolling Panel-Alloy ReQu,rements and Select,on be obtained by shirt control of mat.er'a I _"al'!v 9n{f by !h? ,!be

Gro_Jp Roon,-*.-°mperature bend ductlhly target properhes of programed ultrason,c power and c=ampmg force Aut_'Or

.aor fabncable columb,un, base alloys are 1T for ease metal

bends and 2T for welds bent w,tr_ ihc weld transverse to the

bend axis Bend tests made on base-metal samu;_s ._howed

that all alloys met the target propert,es for base melal Bend

,e.,°o,.o.0.oa0eo 0u,.e0 1964chamber showed thai only the welds in the FS-85 alloy

possessed the des,reD target properties Author

STAR ENTRIES
N63-22320 ACF Industries Inc. A!bdquefqu,.'. _; Mex
rilE WELDING OF 7000 SERIES ALUMINUM FOR NU-

CLEAR ROCKET APPLICATIONS N64-10325 Jo=qt Pubhcatlons Research Service. Wds,nng-

A J Kish In Atomic Energy Lomm,sslon Proc of Nuc Pro ton. O C

pulsIon Conf. N_.vai Postgraduate School Monterey C;al,f EL£CTROSLAG WELDING APPLICATIONS

Aun 1 r, !7. ;_C2 p ,_1 ZOO ISce N63 22301 23-011 G V I_lazarov and Yu N Zaytsev Oct 17. lO03 Transl miD

OTS S300 ENGLISH of 2 articles from Svarochr_ofe Pro,zvodstvo (Mos-

The weldabdlty of 70_0 series alummu;n alloy ha _ been cow). no 8. 1963 p 22 28 r,-_s

mvest.'gated by the evaluation of 158 weldmenrs =n moterlal (JPRS-21485. OTS-63-3!955) OFS $0 50
1 4 inch to 3 inches m th,ckne.'% In add,t,on, twenty 7000

_eHes pressure vessels and cyhndr,cal weldme:_l,_ h2.'.'P i±¢t:i= CONTENTS

successfully fabr,r'ated Weld,n_l of !he 7000 series alurr,,num 1 ELECTROSLAG WELDING OF SHiP PARTS G V

alloys iS particularly sensit=.c to equlpnlent rehabihty and ,_,_azarov p 22-25 7 refs

operator sk'll Based upon the ,es'Jlts of Ih2 developm,... 2 ELECTROSLAG WELDING OF PRESS SHAFTS WITH

program, it may be concluded that 7075 and 70;9 aln,:;,nUh'l A PLATE ELECTRODE Yu. N Zaytsev p 25-28

structures can be sucr;essfully welded P V E

N64-10750 Join: Publications Research Service. Washmg-
N53_22728 Lorkheed Missde,; and Space Co Sunny-

ton. D.C.

yah.. Cahf BRAZING AND WELDING SlNTERED ALUMINUM POWDER
PLASMA JET WEICiNG. COATING. AND CUTTIN3: AN

Yu V Dmitr,_ev et al 18 Mar. 1963 26 p refs Transl..nto

ANNOTA'I E_ BIBLIOGRAPHY ENGLISH of two articles from Svarochnoye Pro,zvodstvo fMos-
Scott J Buglnas. comp Feb 1963 24 p 68 refs cow). no 11. 1961 p 7-13

t:_B 63 21_ (JPRS-18187; 0.S-63-21349) OTS: $075

The search was made m the hterature of 1960 to 1962 Investigations were conducted using sheet material of

,aews-release-type arhcles were included because of interest SAP (sintered aluminum nowder). The possibility of obtam-
m manufacturing 3p|_hcdhOflS Author

mg welded bonds of SAP sheets was demonstrated, and the

technique for spot welding was developed The t_chnoiogy

N63-23028 Natmnal Aeronaut,cs and Space Adm,mstration for the cladding of SAP with vanous aluminum alloys is ore-

Marshall Space Fh_ht C_=nr==, Hun'..';v;IIe. Aid Scribed A method for spot and seam welding of SAP sheets

EVALUATION OF WELDED 2219-T87 ALUMINUM ALLOY was developed; the welded bonds of the clad SAP have high

R,chard A Daws Dec 19 1962 35 p 2 refs strength at room and at elm, aled temperatures Results are

(NASA TM X-50837. MTP-P&VE-M-62-16) OTS $3 60 ph. also presented f(om mvestigatmns on the brazing of SAP ma-

$1 26mr terlals, using zinc and aluminum solder, by the abrasmn, gas

Metal arc ,ner! gas sh,elded (MIGI welds and tungsten flame, and electrocontact methods RT K.

a_c. Lnert gas sh,elded ITIG) welds were evaluated m plate

th,cknesses of 1f4. I..'2. ":t/4. and 1 inch for aluminum alloy

2219-T87 Studies were conducted _u d,;:.,,r,'nme the extent N64-10767 .Iomt Publications Research Sc_,lue W_-_h;_-,_ -
of weld heat affected zone miD the base metal A value of ton. D.C

1 3/8 inches from the cer,:erhne of the weld :s gwen as a CER.T._!!'-.' _'&ut_I.EMS ON THE WE' ING OF METAL POW-

maximum extent o| heat aflected zone d prop.':.r tC,,,l_ des,c - DERS

and weldma orncg;G ,3,_ employed TIC, .:._;os were more L A Mel'nikov In its Metal Powders and Welding I Apr. 1963

cons,stent m strenqth __!:_:,,,y higher m ultimate strength p 1-8 refs Transl. rote ENGLISH from Svarochnoye Proizvod-

vahl#-_'. -_,,d axhib,ted better weld quality than MIG welds stvo.(Moscow), no 11. Nov. 1962 p 13-15 (See N64-10766

Author 02-18) OTS. $050
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N64-12010

Ironpowdersofva,lousgranulat=ons. as well as powde,sof a postheat treatment can be designed to match fusion zone
tungsten, ruckeJ t;n. lead. tltamum, alumnnum, and terra,I; and base metal m terms of strength, strata, modulus, and tm-
terroalloys were welded The posslbdlty of weldmg ,'net31hc pact resistance For some materials, as-welded properties
powders, permitting the creation of a broad range of allays ,n could be increased in value to above those of the unwelded
the weld seam (including cermets) with extremely varied prop- cond_t:on Author
erhes, was dp,,Par ,.trated Thp. ;':s!d=-g of powde-s was accom-

2!:shed simultaneously w_th the process of their being welded N64-11371 lhompson Ramo Wooldr_dge Inc Cleveland
to the surface of a metal. R T K Ohio

INVESTIGATION OF WELDABILITY OF ADDITIONAL CO-

l UMBIUM ALLOYS I1 Jul. 1962-30 Jun. 19631

N64-1076B Joint Publicahons Research Serv,c¢. Washnng- J ;.,1 Gerken and r L Fullerton Wrmht+_',_!t_rson AFB. 0 _.o
ton. D+C AF Mater Lab Oct 196] 150 _) ;_is
POWDER-PLAIE ELECTRODE FOR ELECTROSLAG FAC- (Contract AF 33',E57)-9446!
ING (ASP TDR-63 843 A0-422025)
AYa Shvarts_..I Ya Golub. and G V Lugovava In its 1_3t,Ji Thewe!Jmgcharactenshcsoffourcolumb_umalloy';.FS-85.
Powders and W_.!dmg 1 Apr 1963 p .9-16 ;=i's Transl into _-6C,. L)-36 an__CD-752. m two thicknesses were tile subject
ENGLISH from A¢tomat Svarka. (Kr.=vl. no 11. Nov 1_q62 of thns mvest=gatmn The effect of tungsten arc or electron
p 71-76 (See N64-_0166 02-18) OTS $3 50 beam welding these alloys was to increase the ductde to bn_tle

Ar=gldelectrode_sdescrnbedwl_osecasmgeo,,slstsoftwo trans=hontemperature The mcrease was greatest for B-66 and
plates of sheet steel to whmh two piece_ ai electrode wire are Cb-752 and least for D-36 an(] FS-85 Generally. electron
welded The space between the=wiates is f:lled with powder beam welds in a g:'_en alloy were more ductde and shghtly
As;rapid construction of _ powder-platt: electrode, guarantee- stronger than tungsten arc welds Aging tungsten arc welds at

1800" and 2000 ° F caused an additional increase in trans=hon
ing the alloying o+ faced material du-m£ the electroslag proc-
ess. was d._veloped A determination was made of the c,_.e|il- temperatures Th_s effect was most pronounced for welds m
c_P._is of assimilation of a number of alloying elements during E-66 and Cb-752 Author
the facing of the powder plate Comparahve data were ob-
tained on the current strength during the melting of solid, hal- N64-11928 McDonnell AlrcraftCorp. St Ln,,¢ _ae
low. and powder-plate electrodes, and the coefficient ,_ fu FVALUP.TICP" C,_ i_iCOl_lcL Y18. AGE HARDENABLE NICK-

EL-CHROMIUM ALLOY Final Reports:cn of the latter was determined. The powder charge was
German Morns 10 Dec 1963 44 p refsfound to increase the electroconduct+vvty of the plate; this in-

crease depends on the degree of the powder packing. R T K (Contract hF 33(657)-11215)(A250. AD-4"Z-5059)
Testswerc conducted to investigate fabricahon character-

N64-10770 Joint Publications Research Servnce. Washing- istlcs of 0048-in and 0250-m-thick Inconel 718 Evalua-
ton. PC. tnons were made in the following areas Iormabd,tV(b,,Jke form-
ROLE OF ELECTRON BEAM AND ELECTROSLAG PEFINING vng. umform elongahon m eight "n_.hes.and Guerm and ,mpact
IN SPECIAL WELDMENTS rubber forming, and dimple forming), resistance welding, fusion
Ye. Paten and B I. Medovar 2 Apr 1963 11 p ref._ Trai, sl. buttweldmg, and TIC spot welding Room-temperature tensile
nntoENGLISH*romAvtomat SvarLa (V_ev). no. 11. Nov 1962 tests revealed that the me_.hanical properties were typical for

p 1-7 the alloy Total elongation and umform elongation tests md=-
tJPRS-18490. OTS-63-21474) OTS. $050 catedgoodformabdvtycharactensticsofchealloymtheannealed

Development of electron beam and electroslag refining condition A minimum bend radius of 0031 _i1 was attained
processes for improving the quality of steels and alloys in when specimens were bent perpendicular to the rolling dtrec-
weldmentsofsoeclalusesnsdlsCussed. Electron-beam smeltm£ hen a 0047-1n. munmum bend radius was obtained when
under vacuum, while possessing all the advantages of electro- specimens were bent parallel to the rolling direction Guerm
sag remelting (E.':;R). due to slower sequence of crystalhzation rubber forming and impact rubber forming methods were used
of hqu=dmetal in a water-cooled metal casting mold. uurpasses to folrn O048-1n specimens on a stretch flange radius qf 6 05
ESR in such radices as degree of purlficatmn from harmful m and a shrink flange radius of 995 m The specimens were

formed around a 0090-m bend radius Both forming methods
impurities and gases A promising method of increasing the
quality of steels, widely used in welding constructions may be resulted_n formed parts with near product=on tolerances Test-
the comblnatior, of the eleetrosta._ welding process with con- ing on all aged test specimens was ceased at the conclusion

of the postweld aging cycle Authortm_ous teeming In those cases when carbon or alloyed steel

is designated for weldments or articles of special desngnat=on. N64-12010 Joint Pubhcat=ons Research Serwce. Washing-
preference should be given to ESR. instead of treating hquld ton. D C
metal with synthetic slags P V E SPOT WELDING OF SINTERED ALUMINUM POWDER WITH

D16AT and AMg6 ALLOYS

N64-11185 AIIoyd Electronic Corp. Cambridge, Mass G F Skakun and A A ChakalP_, 23 Dec 1963 9 p Transl
A STUDY OF ELECTRON BEAM WELDING Final S+Jmmury into ENGLhc;_4_.=.,0, 3rt::!c fro,,, Avtomat _varka (K=ev). no 8
Report q125). 1963 p83-86
S S White Ware,tc;;'r,.Mass. Wat_=rto-;nArse,=al Labs. Nov (JPRS-22422.0TS-64-21099) OTS' $050

19_2 209 p r._fs Exper_mentalelectnc spot welding of 1- and 1 5-ram-thick
(Contract DA-19-020-ORD-5484) plates of SAP with D16AT- and AMg6-type aluminum alloys
(WAL-401.54/2-5; AD-407313) led te the following conclusmns (1) SAP matenal can be

The electron-beam welding gun has been successfully welded satlsfactordy w_th aluminum alloys of the D16AT and
used to effect a nonmelting, postheat treating pass embracing AMg6 types (2) Optimal procedures for welding plates 1 and
only fusion and hiqh-temperature heat-affected zones The 1 5mmth_ckareestabllshed+hat er_suregoodquahtyofwolded
technique has been applied to five titanium sheet rolling al- iomts, the joints possess sufficient ,:hearing and tensde
lays, several typ=s of high-strength steel, molybdenum 'and strength (3) Aohes_on of the matenal to the electrodes _s m-
molybdenum-1/2titanium alloy, all in 1/8 in. th_.kness De- signal=cant and permits welding up to 15 to 20 spots w=thou¢
pending on the materml and its condition of heat treatment, cleanmg of the electrodes PV E

5
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N64-12072

N64-12072 8attc==,_ Memor,al Ins¢. Columbus. Oh,o De- N64-12956" NatlonalAeronaut=cs,andSpace Admm,stratmn
lense Metals Informatmn Center Goddard Space Fhght Center. Greenbelt. Md
THE CURRENT STATUS OF THE WELDING CF MARAGING ULTRASONIC WELDING OF A BERYLLIUM WINDOW AS-
STEELS SEMBLY

R M Evans and R R Monroe 16 Oct 1963 31 p ref3 J A Munford. B R Cantor. andA Pdtch Washington. NASA.
(Ccntlact AF 33(616)-7747) Jan 1964 9p
(DMIC-Memo-182. AD-419383) (NASA TM X-935) OTS $050

Among the varmus typ_._ of maragmg steel, the yreatest A method of fabricating thin beryllium window assembhes
development and evaluat,on effort has been expended on the in r,g=d frames by ultrasomc welding of thin (O001 inch) beryl-
18opercent mckelvarlety This type combines higher strengths lium foil toAISI 310 stamless steel isdescnbed Interleaf rings

; and simpler heat treatments with greater toughness than the of 0 001-inch aluminum foil are u';ed between the beryllium
other types of maragmg steel Carefully designed heat-treatment and stemless steel for cushioning and to reduce power requ:re-
schedules and cold working of welds in the 25-percent marag- ments Vacuum-tight joints were achieved, bu: m_tallograph=c
mg steel have prod,Jced strengths equal to that of the base examinations indicate the need for improved bcrylhum
metal, but. the ductility was low. Utihzation of the 20-percent Author
mckel atioy suffers from the ame dlfhcultms. There _s little
queshon that welds with satisfactory strength can be made in

N64-13067" Aicoa Research Labs.. Aluminum Co. of Amer-
,B-percent nickel maragmg steels in a wide thickness range.

_ca. New Kens,ngton. PaWith proper choice of filler-metal composition, welding speed.
cleaning procedure, shielding, and other welding variables. WELDABLE HIGH STRENGTH ALUMINUM ALLOYS Liter-
porosity-free and crack-free welds are obtained by most corn- ature Sunley
merr.,a! we!drag processes. The fracture t¢'ughness of welds Jr, W.G. Fricke. Jr.. E. G Haney. WA. Anderson. and 14 y. :;url-

sicker 20Aug. 1963 90o ,efcthe marag,ng steels ,s a subject of considerable concern among
users. There appears to be agreement that the fracture tough- (N_S. A. Co,tract NAS8-5452)
l,_ .._ o_"welds in these steels is cnrt="dcr;b;y lower than that (NASA CR-52372) OTS: $8.10 ph. $2.90 mf
of the u_i,=.%_.i,=d parent metal. Author Published information on the properties and characteristics

of high-strength aluminum alloys was reviewed, with partic-
ular emphasis on their qualifications for use in welded cryo-
genic structures. The available information concerning effects

N64-12647 Aeroprojects Inc.. West Chester. Pa of composition, fabricating, and heat treatment factors on the
DEVF.LOPMENT OF ULTRASONIC WELDING EQUIPMENT properties of the different types of alloys was examined to as-
FOR REFRACTORY METALS Interim Techraca_ Progress certain the most promising avenues for further development.
Report. Jul.-Sep. 1963 The AI-Zn-Mg type alloys currently under development corn-
Nicholas Marop_s Oct 1963 25 p refs bine good weldab,lity w_th fairly hzgh strength and cryogenic
(Contract AF 33(600)-43026) temperature notch toughness. The AI-Cu type alloys are also
(ASD-TR-7-888 (VI). AD-422469) conszdered to offer pcsszbil,t,es of improvement toward the'

Design. development, and construction of a 25-kw spot-type program objectives. Author
welding machine have continued, with emphasis on refining
the des;gn c; the tension-shell ceramic transducer and couphng

systems, analysts of the adequacy of the hydraulic system, and N64-13418 Joint i,Jblications Resealch Service. Washing-
assembly of components or=to the welding machine struc[urc, ton. D.C.
Modihcatmns are being made m the ceramic transducer design SUBMERGED-ARC WELDING OF OT4 TITANIUM-ALLGY
to ehmmate arcing and overheating at high power inputs and PARTS
to permit operat;on at full design power. The power-force p;o- V. B Voklov lAced Sc= Ukr SSR) and O. A. Maslyukov In its
graining system has been found to operate sat=sfaL:tordy, with Selectzons on Titanium and its Alloys from Avtomat Svarka
low response time. and components are being mounted on the 30 Dec. 1963 p 1-7 refs Transl. into ENGLISH of p 33-36
welder frame. Final rewew of the air-hydraulic force system (See N64-13417 05-01) OTS: $075
indicates that ,t should provide adequate force range, response Automatic submerged-arc welding techniques were used to
time. and safety of operation. Author manufacture t_tan=um alloy parts in order to estabhsh an opt=-

mum system of welding ring-shaped and longitudinal butt seams
of parts. The quality of tke welded :omts was evaluated, and
control assembhes were tested The welding of iomts of exper-

N64-12702 Joint Publicatzons Research Service. Washing- imental units (butt-ring and Iongztudmal) showed that good
ton, D.C. quahty seams were obtained The X-ray rad=oscopy and mvesti-
SOME FEATURES OF WELDING NIOBIUM AND ITS ALLOYS get=on of sections cut from the control parts estabhshed that
D. S Balkovets and L. N. Kaganov 3 Jan. 1964 12 p refs the seams contained no flaws The high quahty of the welded
Transl into ENGLISH from Svarochnoye Proizvodstvo (Mos- IOmtS was also confirmed by hydrauhc breaking tests of the
cow). no. 10. Oct. 1963 p 10-12 units R T K
IJPRS-22597. 0TS-64-21205) OTS: $0.50

The results of some investigations on argon arc. spot.
end roller welding of niobium alloys and the properties of the N64-13420 Joint Pubhcat,ons Research Service. Washing-
welded Ioint'_ obtained are cited. It was found that a consider- ton. D C.
able gas content in niobium alloys (>0.01% 02 and >_002% JOINING TITANIUM BY VACUUM-DIFFUSION WELOING
H2) substantially lowers the plasticity of joints made by argon N F Kezakov. A. P Sh=shkova. af_d K. Ya. Ch,_n:l_;:'na /n its
arc welding. Vacuum annealing before welding and especially Selections on Titan=um and its Alloys from Avtomat Svarka
after welding increases the plasticity of the welded joints. In 30 Dec, 1963 p 17-24 refs Transl m:o ENGLISH of p 82-
the case of spot and roller welding of niobium alloys, the 86 (SeeN64-1341705-01) OTS'$O.75
greatest difficulty lies in the melting of the copper electrodes Experiments on iommg t:;.an.um by vacuum-d=ffusion weld-
because of the high melting points of these alloys The use mg were conducted uquer the following system: temperature
of screens and graphite coating of the welded parts substan- 800 ° . 850 ° . 900 ° . i 000 ° . and 1100 ° C The pressure selected was
tlally reouces the melting of the electrodes Author m the range of 0,25 to 1 kg/mm 2 The duration of the process
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N64-17092

was 10 sec. 1. 5. 7. and 10 minutes. Tests of samples welded He:an B. Mc Corm=ck and Peter R Stromer. comps Jul 1963
atlowtempefatures(800 _ and 850 °C) wzthpressure05.!o08 27p refs
kg/mm 2.and exposure of 1 to 5 minutes, showed t_at these t_B-63-56, Rept 9-30-63-2)
sy:,tems do not guarantee stable resuits Most of the ._amples Th:s b,bhogfaphy (62 refs ) has been compded on the fu-
broke down at the sate of the weld However. a strong !oral szon welding of alumznum alloys, with emphcs=s on references
can be obtained when the exposure tame =s increased t(, more report=rig the latest advances ,n the Tunsten-lnert-Gas (riG)
than 5 minutes a; the same temperatures as well as at h=_her process using esther alternatzng current or d,rect current st alght
temperatures R T ,,r. polarity Entr_es are arranged alphabetically by sen=or persona;

author or by journal article title when no author =Sgiven A ,.'_ub-
ject index =sincluded Author

N64-14811 Aeroprolectslnc West Chester. Pa
ULTRASONIC WELDING OF REFRACTORY METALS AND
ALLOYS WITH POWER-FORCE PROGRAMMING Final N64-16859" National Ae-onautlcs and Soa_e Admm,stratmn

Report Ma:shall Space Flight Center. Huntsvdle. Ala
N_cholas Maroms and John G Thomas Dec 1.963 115 p refs SELECTED WELDING TECHNIQUES Technology Utilila-
(Contract NOw-63-0125-cl qon Notes
(Res Rapt 63-66. AD+427997) OTS $9 60 HershelM Nsnce et al Washington. NASA [Jan 1964] 31 p

Equipment was assembled for ultrasonic ;;¢=Omg with (NASA SP-5003. originally published _.s NASA SP-501) GPO
power-force programmg Prehm,,':: r welding of 2024-T3 $0.30
aluminum alloy an,a !r,_unel X-750 showed sag.-,hcant weld Weldzng toois and techniques employed m the welding of
c,-c_,util improvement wbth power-force p+ogrammg S,gn_fl- aluminum sheet and plate for large single booster tanks are
cantly improved weld streng(hs and lower strength var=ab=hty discussed These tnols and techniques are: (1) a spare tracker
were obtained with power-force programed weld=rig of O010- and proxomity control umt that h_.s proven efff.ctove ,n the
in and 0 013-m molybdenum=O 5% t=tamum alloy and with welding of heavy-gage alumznum. (2) segmented backup bars
0015-m 9-66 niobium alloy Author for welding: (3) a vacuum-type backup bar that faclhtates re-

pairs in normally inaccesszble locations. (4; a fiber glass tape.
for backzng up welds, which retain,, and shapes the molten

N64-15675 Joint Publications Research Service. Washing- bead without weld contaminatio,; (5) a clamping tool for fu-
ton. D.C. s=onw_.lding that holds workpieces =n near-perfect alignment.
WELDING NICKEL AND ITS ALLOYS (6) the alignment of large-diameter cylinders maintained by

K.V. Bagryanskiy and G. S. Kuz'min 28Jan. 1964 169 p refs d.c. current straight-polarity tungsten-mart-gas track welding.
Transl. into ENGLISH of a book "'Svarka Nikelya i Yego Splavov". (7) a guide tip developed for feeding filler wire when welding
Moscow, Mahgiz. 1963 p 1-164 with inert gas processes: and (8) an improved method of elec-
(JPRS-22o45: 0TS-64-21415) OTS: $3.00 tric arc welding using the sigma technique. I v L

This book presents basic information on the properties of
n=ckel and certain of its alloys. The most important physico- N64-17090 A_; Force Systems Command. Wright-Patterson
chemical processes and structural changes that occur during AFB. Ohio Fore0gn Te_:nnology Day
the welding of these metals are considered. The construction WELDING TURBINE COMPONENTS FORMED Fr'OM HEAT-
pecuharit=es of welded joints of nickel are described. Data are RESISTANT ALLOYS
cited on the pre_ent!y used materials for the welding of nickel G A N,kolayev In _ts The Working of Heat-Resistant Alloys
articles--compositmns of welding wires, electrode coatings- 26 Nov 1963 p 178-185a refs (See N64-17076 09-17I
fluxes, etc. The technology of t_e existing methods of manual Introducing welded design s=mphhes the shape of turbine
and mechanized welding is considered, and the available do- component castings, enables the replacement of compo==ents
rnestic experience in the preparation of chemical apparatus frP;=_ with rolled stock, contributes to high metal economy, reduces
nickel and its alloys is generalized. Author the volu.ne of machining, and guarantees higher strength char-

,_'cter=st_cs The developmen, of efhc=ent welding equipment
and methods =s considered primary and =s emphasrzed along

N64-15819 Naval Air Engineering Centp.;. Philadelphia. Pa. w=ththeselect=onofproperturbmematenals C LW
Aeronautical Materials Lab
INVESTIGATION OF SPOT WEL_ING CHARACTERISTICS
OF TITANIUM ALLOYS T" bAI-SZr-6Sn, Ti-TAI-12Zr. AND N64-17091 Air Force Systems Command. Wright-Patterson
Ti-8AI-1Mo-IV AFB. Ohm Foreign Technology/ D_v
EdwardJ. Fogarty 30Nov. 1963 30p refs AUTOEqATIC ARC AND MOLTEN SLAG ARCLESS ELEC-
(NAEC-AML-I_i5:AD-4242041 TRIC WELDING OF HEAT-RESISTANT ALLOYS

A st=,:Jy of the resistance we;dang characteristics of ti- B I Medovar In its The Working of Heat-Resistant Alloys
taniu_'., alloys Ti-5AI-SZr-SSn. Ti-TAI-12Zr. and Ti-8AI-1Mo- 26Nov 1963 p 18e-202 refs (SeeN64-1707609-17)
!'_ are reported. Optimum weld schedules were developed for Some of the problems encountered m the automatic arc
three gage thicknesses of each alloy through a systematic and gas-electric welding of heat-resistant steels ar,'_ alloys are
variation of welding parameters. No d_fficulty was encountered d=scussed br=efly A more detailed treatment =s . v-q to the
m resistance welding these alloys. Each alloy could be spot technolog=cal and metallurgical features of the molten-slag

welded using a wide range of machine settings without en- arcless electric welding of these mater=als with large-sect=on
countering internal weld quality problems Data are presented electrr._fes C L W
on the room and elevated temperature strength of spot welded

jo!nts for each thickness of each alloy. Data are also pre-
sented on the thermal stabdity characterist,c_, and the fatigue N64-17092 Air Force Systems Command. Wr=ght-Patterson

strength of spot welded joints in each alloy Author AFB. Ohio Foreign Tochnology DwINERT-GAS SHIELDED ARC WELDING OF HEAT-RESIST-
ANT ALLOYS

N84-16980 Lockheed Missiles and Space Co., Sunnyvale, Ye M Pronma In rts The Working of Heat-Resistant Alloys
Calif. 26 Nov 1963 p203-212a refs (SeeN64-17076 09-17)
FUSION WELDING OF ALUMINUM: AN ANNOTATED SlB- Results of a search fo, a welding procedure, and a study
LIOGRAPHY 11962-JUN. 19631 of the properties of welded iomts ,n heat-resistant alloys are
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N64-17093

given It ha.,,been shown by stud,esand by industrial experience sheet was joined with pure tungsten when a tungsten hexa-
that inert 9as sh,etded arc welding ,s the most rational method fluoride -hydrogen mixture was directed into the loin= area that
qlf fhs,,,Jl_ weh|m(j as apphed to heat-resistant steels and alloys washeated by conduct,on to about 1 200"F Fine-gram structure
0 8 to 3 0 mm lh,ck The pf,nc_pal advantages of this type of in the Iolnt and an absence of a heat-affected zone appear to
welding dre high quality of the welded lomts, no need for be the advantages Significant increases in quenching rate and
flu,(es, a comparatively small zone of thermal influence a com- decreases_n the w,dth of the heat-affected zone were obtained
parat,vely minor warping of the workp;eces, broad possibilities by using refrigerated liquid-cooled backup and hold-down bars
of mechanizing and automating the welding process, and the during the welding of 2014-T6 and 2024-T86 aluminum

possibility of welding without filler wires, thereby lowering sheet As a result. Iomt efflclencJes exceedmcj 90% in 2014-T6
welding cost C L W and better than 85% in 2024-T86 were obtained without post-

weld solution or aging treatments Aluminum-to-aluminum
honeycomb structures can be vacuum brazed at 150 °F below

N64-17093 Air Force Systems Command. Wrlght-PattersGn the melhng temperature of the base material The use of flux-
AFB. Ohlo Foreign Technology D_v lessalummum sdlcon materlal is the key to the process Iv L
WELDING OF MARTENSITIC STEEL

G A Nikolayev and A V Mo, dvlnlseva In iLs Tile Working of N64-17572 ° liT Research Inst. Chicago. III
Heat-Res,stant Alloys 26 Nov 1963 p 213-223a refs (See INTEGRAtEDWELDINGCONTROLS: WIRE FEED--TRAVEL

N64-17076 09-17) SPEED Jun. 1962-Apr. 1963 [Final Report I
Experiments were conducted to study the formation of Fred M Frels 1 Jun 1963 22 p

inherent stresses and deformations in welding martens;tic (NASA Contract NAS3-2667. Prol. K267)
steel The influence exerted by time on the deformation of (NASA CR-53246) OTS:$26Oph.$086mf
welded IOmtS in steel containing 0 2% carbon and 13% chro- The report describes the development of an optimum sys-
m,um was studied Structural stabilization was determined tern of welding controls to integrate travel speed and wire feed
Attempts were made to eliminate deformation after welding in the MIG weldin • process without monitoring both variables
by tempering a buildup specimen ,n a furnace for one hour independently. The system must control one varlab!? by hand
at var,ous temperatures Resistance to crack formation in the adjustment. The ,_rqtotype system ,s described and shown
weldmg process and during aging was- was determined A tech- schematically. Author
tuque of inert-gas shielded arc welding was developed for the

purpose of eliminating slagging, obtaining better v=sual con- N64-17656 Battelle Memorial Inst. Columbus. Ohio
trol of the arc. and reducing surface melting of the edges. Tests PLASMA WELDING AND CLEANING

showed qood mechanical properties _f the seams that were H E Pattee. M. D Randall. and D C Martin Huntsville. Ale.
welded with carbon dioxide shielded arc welding, the residual Army Missile Command. 24 Feb 1964 68 p refs
deformations were approximately equal to the deformations (Contract DA-01-021-AMC-203(Z))
occurring during manual welding, no cracks were detected in (RSIC-123. AD-432808)

the IOmtS C L.W. Plasma technology, as it applies to joining metals. =s re-
viewed, and the current status of both welding and cathodic
cleaning of metals by plasma arc procedures ,s summarized. In

N64-17094 Air Force Systems Command. Wright-Patterson order to produce defect-free welds, with high joint effic;encies
AFB. Ohio Foreign Technology Div m aluminum alloys by TIC welding procedures, very slow
RESISTANCE WELDING OF TITANIUM welding speeds, or specialized methods, must be used Although
P L Chuloshnlkov In its The Working of Heat-Resistant Alloys apphcatlon of the plasma arc to Iomlng metals is still largely
26 Nov 1963 p224-234 refs (SeeN64-17076 09-17) ,n the development stage, it appears to be an attractlve weldlng

The results of studies of spot and seam welding processes process The plasma arc is constricted whereas the TIC arc is

for t,tamum are given, along with the results of mechanical unconfined Because of the constriction, higher temperatures
tests of spot- and seam-welded joints m titanium Allowable are avmlable m the plasma arc Thus. substanhally higher
max=mumdev,atlcnswereestabllshedforlheparametersofthe welding speeds can be achieved than w=th the TIC process
welding cond,hons from the norrimal values Tensile static The effectiveness of cathodic cleaning has been demonstrated
strenqth tests and fatigue tests were conducted on the titanium by surface resistivity measurements. Author
welded iomts Fracture occurred through the around-the-weld
zone ut the specimens It was established that the failure of a
we'.tied "..pot iomt begins at the lunctlon of the sheets m zones N64-17693" liT Research Inst.. Chicago. III
of ma,clmum stress concentration The fatigue tests showed DEVELOPMENT OF WEAVE BEAD TECHNIQUES FOR
that a noticeable redc:ctlon in the fatigue limit of welded Iolnt MULTIPASS VERTICAL MIG WELDING OF ALUMINUM
occurs that is not due to change In the properties of the metal. ALLOYS Final Report, 2 May 1962-2 Jun. 1963
but is chiefly a result of local stress concentration on the pe- John F Rudy et al 6 Aug. 1983 87 p
rlphery of the spot. which =s _,ssoclated with the design of the (NASA Contract NAS8-2676)
lapped lomt C.LW. (NASA CR-55902. IITRI-B243-13)OTS. $810 ph. $2.81 mf

The purpose of this program was to define the param-
eturs of a machine controlled wide-weave technique for per-

N64.17211 Battelle Memorial Inst. Columbus. Ohio De- forming vertical-up welds in thick aluminum plates, and to
fense Metals Information Center develop a machine to perform the automatic weld so defined.
METALS JOINING Review of Recent Developments, 16 May- To arrive at a welding technique of sufficient latitude that
15 Nov. 1963 reproducible high quality would be assured, programed oscil-
R IV; Evans 29 Nov 1963 3 p refs latlon parameters were sought. The first step was to study

The electron-beam welding of the D-14 (Nb) alloy has re- the techniques of manual welders i,_ performing similar
suited in butt welds having a 66.000-psi ultimate strength, a welds. These studies defined oscillation parameters that
54.000 ps, y,e_d strength, and a 6 6% elongation Lap-shear gave satisfactory welds. A machine to provide these motions
strengths averaged 723 Ib/hnear m of weld. and were rode- was then developed and evaluated as an automatic welding
pendent of metal thickness, with the failures always occurring devtce. Satisfactory welds ware made with this machine
m the heat affected zone Corrugated.panel properties were when simulating the simpler techniques employed success-
mflut;n,:ed by erratic penetration of the welds Thin tungsten fully by skdled manual welders Author
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N64-20910

N64-18748 Air Force Systems Command. Wright-Patterson apphcatlon of an exp_,rimental hard surfaum! alum_nuF._ alloy
AFB. Ohto Foreign Technology Div or met,}tllzed coahng Commercial hmletal produrts m sheet
AUTOMATIC ELECTRIC ARC WELDING OF TITANIUM plate or tube form could be used as trai_sttlon marerhdS
S M Gurewch and S V Mishchenko 12 Jul 1963 23 p refs Author
Transl into ENGLISH from Avtomat Svarka. (Klev) v 9 no

5 (50) 1956 p 1-12 N64-20518 Lockheed Missdes and Sl)ace Co Sunnyvale
(FTD-MT-63-31/1 +2. AD-434945) Cahf

Quest,DOS of the technology of electric arc welding of THERMIT WELDING SelectiveBibhography, 1940-1962
tltamum by a nonfused electrode m a steam of inert gas are ScottJ Bugmas comp Feb 1963 21 p refs
considered Thepecuharltmsoftheautomat,cweldlngoftltamum (SB-63-25. Rept 5-72-63-7)
under flux areouHmed Data concerning structure and mechan- r-his b_bhography contains 59 selected references on
icalpropertleso _welded seams are glven Author thermlt welding from the hterature of 1940 1962 Ti_e prime

interest areas of the search were m iolnmg aluminum by this
process and' in iolmng heavy plate Brief abstracts are in-

N64-19024 Douglas Aircraft Co. Inc. Santa Momca. Cahf cluded with most citations to expand title information Ab
Missile and Space SystemsD_v stracts are arranged in alphabetical order by author's name
WELDABILITY OF 18Ni-9Co-5Mo MARAGING STEEL SHEET Author
M M Mabry 16Mar 1964 72p refs
(SM-44648)

N64-20547 Lockheed Missdes and Space Co Sunnyvale
The alloy _s easily welded m either the annealed or the

heat-treated condition Sound TIG welds can be producedwlth- CahfJOINING OF BERYLLIUM AND ITS ALLOYS BY WELD-
out benefit of preheat or postheat Simp'e c:_mg treatments re- ING AND/OR BRAZING. AN ANNOTATED BIBLIOGRAPHY
suited in ultimate strengths ranging from 240 ks= to 319 ks1 JackB Goldman comp Aug 1963 37p 90refs
Cold-working or solution-annealing treatments of the weld (Contract NOrd-17017)
deposit, followed by aging. _mproves the mechanical strength (SB-63-61)
Effects of titanium on weld strength were studied Increas:ng Intense invest_gatloq has been made of the protdem of
the titamum content m the weld metal _mproves the weld

iommg berylhum and its alloy£ either by welding and or braz-
strength The hot-crackln 9 tendency of the maragmg alloy log during the past 3 years 1960 to 1963 Th_s annotated
was compared to 4340 steel The maraglng steel is less sus- blbhography _s the resuJt of the exammat{on of printed matter
ceptlble to hot-cracking The weldments are apparently ,eslstant for that period as found m the iournal and report literature
to cold or delayed cracking. The room temperature net-fracture Author
strength was evaluated by the shallow-crack criterion Author

N64-20655 Joint PubhcaUons Research Serwce. Washing-
ton. D C

N64-20015 Joint Pubhcatlons Research Serwce. Washing- WELDING OF TITANIUM ALLOYS

ton. D C M V Poplavko. N N Manuylov. and L A Gruzdeva In rts
ELECTROSLAG WELDING Studies in Welding of TItamum and Niobium 8 May 1964
N I Kakhovskw. Yu N Gotarskly. V E Paton andA A Trush- p 1-58 refs Transl into ENGLISH from Russsan book "Svarka
chenko 12 May 1964 91 p Transl mid ENGLISH of chapter TsvemykhMetallovs Splavov--Sbormk Statey". Moscow. 1961
5 of the book "Tekhnologwa Mekhamzlrovannoy dugovoy p72- 110(See N64-20654 13-1;) OTS. $1 75
elektroshlakovoysvark,' Moscow. 1963 p 244 314 Among the st,bje,_ts discussed are the following prepara-
(JPRS-24559 0TS-64-31244) OTS $2 25 tlon of surfaces for welding, readiness of tltamum for weld-

Th_sreport discusses the followm 9 Iop_cs (1) the nature of rag. certain technologies in use in welding tltanlunl and _ts
electroslagweldmg and _tsmerlts (2) the variety of electroslag alloys, heat treatment of welded parts the influence of alums-
welding and the areas of possible use (3) fluxes and methods num. tm zircon, molybdenum, etc on the properties of
of alloying the metal of the seam for electroslag welding. (4) welded IOlnts. and the influence of alloys on angles of bend
the process of electroslag welding and =mt_al data for selecting of welded seams A W
the optimum value of its constituents. _5) the preparation of
edges and the iommg of iolnts by the electroslag-weldmg
process. (6) the technology of electroslag welding. (7) the N64-20656 Joint Pubhcatlons Research Serwce. Washmg-
electroslag welding of carbon steels. (8) the electroslag weld- ton D C
ing of alloyed steels, and (9) the electroslag welding of cast WELDING OF NIOBIUM BY VACUUM ARC AND ELECTRON
iron and other metals I v L BEAM MELTING

Ye I Istomm and Yu P Gumenyuk .'nrts Studies m Weldm9
of Titamum and N_oblum 8 May 1964 p 59-64 Transl mid

N64-20407 Frankford Arsenal. Phdadelph_a. Pa P_tman- ENGLISH from Avtomat Svarka (Klev). no 1. 1964 p 2.3 27
Dunnlnst tor Research (SeeN64-20654 13-07) OTS $1 75
JOINING OF STEEL AND OTHER WEAR-RESISTANT Methods are invest,gated for welding niobium of varying
METALS TO ALUMINUM ALLOYS purity Expenments were conducted on metal by vacuum arc

M S Orysh. I G Betz. and F W Hussey Aug 1963 62p refs and electron beam melting using cathode ray. argon arc weld-
(FA-M64-8-1. AD-428299) in9. and welding m a chamber with controlled atmosphere

The iomlng of steel and other wear-resistant metals to The difference m hardness of mob,urn obtained by vacuum arc
aluminum alloys was investigated by reviewing the hterature, and cathode ray melting constitutes 60 to 70 HV in the mlhal
invest¢gatmg arc welding and d_ffuston oondmg, and evaluat- state It is concluded that mobulm lends _tself to cathode ray
mg pertinent commerc'ol products it was found that 2024 meltmg as well as to argon arc weldlng. AW
ahlmmum alloy can be welded to steel that has been coated
w,th c_ther zinc. aluminum, or a silver alloy, provided the
weldm(I arc _s directed toward the aluminum member of the N64-20910 Pratt and Wt-4tney Aircraft, East Hartford. Conn
iolnt The diffusion bonding process can be used to loin 2024 RE_,EARCH AND DEVELOPMENT OF TITANIUM ROCKE1
aluminum alloy 1o silver alloy-coated steel The surface hard MOTOR CASE. VOLUME III, DEVELOPMENT OF WELD-
ness of aluminum alloy plates can be increased through the ING PRACTICE Final Report
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N64-22551

31 Oct 1963 276p r_,fs Jack B Goldmann and Helen Mc Cormlck. comp Jul 1963
(Contra(.l DA 19 020 ORD 5230) 32 prefs
(WPL 7662/1 14 PWA 2267. AD 438715) ($8 63-52, Rept 4-11 53-3)

A _,rograrn was undertaken t(_ develop a tec,m_que to pro- Major emphasis of this report ts placed upon fusion weld-
du_:_:','Ir'l(Js of a tmjher quahtv ths.'_ prewously obtamed Va_-t- rng (T,G and MIG processes) of Mg-Li and Mg-Tf alloys. 1/4-
BUS w_ rbng practices were evaluated by bend smooth, and ul mmJmum thickness, w_th comparable data on fusion weldmg
not.':he,J(K r 8) tensile and tensile Gc testmg In addition, a by these same processes for specific alloys of magnesium
cy_hctest techmque was developed that s,mulated the stresses other than Mg-Li and Mg-Th Physical properties, metallurgy
welds would be subjected to during hydrostatic pressure test- of the weld. and inert gas welding t,_,hmques are shown for
mg The various weldmg prachces mLluded electron beam these alloys, plus any avadable data on preweldm 9 and post-
welding and stogie and mulhpass riG (tltamum mert gas) welding techmques and property changes Apphcatmns mclude
weldmg using vanous filler matereals and weldmg fixturmg material gages of 1/4 m and over, m a variety of configura-
Electron beam weldmg d_d not produce a s_gmhcant _mprove- t_ons The Ictbhography deals w_th weldmg techmques and
rnf.nl _n weld toughness and had many disadvantages for the phys_cal metallurgy of Mg-D alloys. Mg-Th alloys, and Mgalloys
mtended apphcahon Multlpass welding produced welds with other than Mg-LI and Mg-Tb, MeG and TJG welding processes
better geometry and lower porosity than stogie-pass weldmg for magnesium and _ts al!oys, plus a few references to ad-
The use of pure t_tamum rather than parent metal hller w_re ,,'_ncesm MIG and TmGweldmgtechmques m general Author
(hd riot improve tile weld quahty The use of copper flxturmg
rather than steel fixturm 9 was found to effect further _mprove-
merit Jnweld geometry and reductlon of poroslty Author N64-24096 United Aircraft Corp. Wmdsor Locks. Corm

Hamdton Sta,ldard Div
ELECTRON BEAM TECHNIQUES FOR FABRICATION AND

N64-22551 Aeroprolects, lnc,WestChester Pa _SSEMBLY OF PARTS FOR ELECTRON TUBES Second
DEVELOPMENT OF ULTRASONIC WELICING WITH Quarterly Report, Oct. 1-Dec. 31, 1963
EMPHASIS ON PRODUCING HERMETIC SEALS Final J F Dudenhoefer [1964] 109p refs
Summary Report (Contract DA-36-039-AMC.-O3625(E))
J Byron Jones, Nicholas Maropl£. John G Thomas. and Wd- (EBR-133. AD-435516)
ham N Rosenberg Sep 1963 106p rels The purposes of the program are outhned The conhgura-
(Contract DA-36-O34-ORD-3254-RD) tlons welded and evah,ated are tabulated along with the evalua-
(RR-b1-99. AD-600597) t_onprocedures and resL,Its The results of the machmmg evalua-

Umformly reproducible ultrasomc Nng and continuous tlonarepresented Progressmapplymngelectron beam processmg
seam welds of hermetic-seal quahty ware produced m several to electron-tube fabracahon Is d_scussed Author
alloys of different gages andmvanousgeometnes Thedehnea-
t=on of problems relatmg to high power dehvery _n a torsional
system md_cates that specd=cat_ons for a rig-type weldmg N64.2426B A=r Force Systems Command. Wright-Patterson
umtw_tha 5+kwpower-handhngcapac_ty, and capable of weld- Al:B. Oh_o ForemgnTechnologyDiv
mg heavy-gage structural alummum sheet can result Contm- MOLTEN-SLAG ARCLESS ELECTRIC WELDING OF VTS-1
uous-seam welds at speeds m excess of l It/rain were produced TITANIUM ALLOY

S M Gurevlch. V P D_dkovskw. andN N T_khov /nrfsAutomm 0040- and 0064-m 2014-T6 alummum alloy, with and
without mterleaf, usmg a 5-kw weldmg umt Weld strengths Welding 29 Mar 1963 p 49-58a refs (See N64-24252 17-
ach=eved were up to 95% of parent metal strength Mod_flca- ;8)
tlon can be made to the ultrasomc continuOus-seam unit to Large section components prepared from a titanium alloy

handle up to 10 kw m contmuous operation, producing welds were successfully welded by the molten-slag arcless electr(c
at reasonable rates in O080-in sheet. Theoret,cal and expert- weldmngmethod Inweldmg forged pmeceswmthplate electrodes
mental studies dehneated irnpedance-matchmg requirements prepared from the t_tamum alloy, the welded ioints are equally

for opt=mum couphng of the ultrasomc energy to the weld- as strong as those of the base metal, w)th satmsfactory plas-
merit materials Author ticity and toughness of the ]BitS To improve welded joints

prepared from extruded alloy sections, tt was necessary to in-
crease the plast=mty and toughness of the blanks Molten-slag

N64-23235" National Aeron,_ut_cs and Space Admm_strat_on arcless electric welding of different size rigs from the titanium

Goddard Space Fhght Center. (. reenbelt. Md alloy was mtroduced mto batch product=on G D B
WELDED ELECTRONIC MODULE FABRICATION

John C Lyons and David R Dargo Washington, NASA. Jun N64-24334 BattelleMemonallnst,Columbus, Ohto Defense
1964 13p Metals lnformatlon Center

(NASA TN D 2321) OTS $053 A REVIEW OF AVAILABLE INFORMATION ON THE WELD-

A pdot facd=ty for tile fatr_(:atlon of welded electronic ING OF THICK TITANIUM PLATE IN THE USSR
modules was developed to provde a quick reaction group in H W M_srder 6Mar 1964 24p refs
the research and development phases of module fabrication. (Contract AF 33(615)-1121)
and to determme m detml the requ=rements =n terms of (DMIC-MEMO-188; AD-600978)
fac=l=tzes and tramed personnel ,o msure the produchon of In the U SSR . thick t=tamum plate =s being welded by

h=gh-quahty welded m(xtules The, experience gamed tn the processes that normally are notcons=dered for weldingtitamum
successful applmcat*on of the weldmg technique to modules in the U S. These are submerged-arc and electroslag weldmg
,n Ariel I and Explorer XVlII prowded a f=rm base for usmg Submerg)d-arcweldlng _s used for Iommg t)tamum with thick-

this concept _n future spacecraft programs Author nesses in the range of 0.08 to about 2 mches. For thicknesses
over 2 mches, electroslag weldmg )s used. Author

N64-23881 Lockheed M_sslleS and Space Co. Sunnyvale. N64-24362 North American Avlat=on, Inc. Los Angeles.
Cahf Calif.
FUSION WELDING or MAGNESIUM AND MAGNESIUM ELECTRON BEAM WELDING OF ONE-HALF INCH THICK
ALLOYS An Annotated Bibliography, Jan. 1962-May 1963 MANAGING STEEL

10
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N6429567

W D Padlan. A. Toy. and R Robelotto In AFSC Third Fresented are results of an mvestlgat,on of rat=onal con-
Marag.ng Steel ProM Rev Nov 1963 p 43-71 refs (See d=t=onsof electroslag welding steel 16GS (3N) Recommenda-
N64-24351 17-18) tions are given about select=on of electrode wire Detaded

Information is presented on electron beam welding of information is given about mechanical properties of the seam
250 and 200 grade maraging steel, including welding pro- and the seam-adjoining zone Author
cedure development, mechanical property test data, and metal-
lurgical evaluation of electron beam welded ioints. This test
program was conducted to determine procedures for satis-
factory electron beam welds in 1/2-in-thick maragmg steel. N6,_-27621 Jo.nt Publications Research Serwce. Washing-
for application to the construction of solid propellant rocket ton. O C.
engine cases D.E.W. GUARANTEE OF PRECISE DIMENSIONS OF CYLINDRICAL

PARTS IN ELECTROSLAG WELDING

I I. Sushchuk-Slyusarenko, V. M. Khrundzhe, and S. Ya. Shek-
N64-24353 Massachusetts Inst of Tech., Cambridge hter In its Electroslag Welding and Remelting 6 Aug. 1964
WELDING OF 18% Ni-Co-Mo MARAGING ALLOYS p 24-30 refs (See N64-27617 19-17) OTS: $2.00
R. E Travis and C. M. Adams. Jr In AFSC Third Maraging Described is a method of assuring exact dimensions of
Steel Prol Rev. Nov. 1963 p 73-94 refs (See N64-24351 welded articles 1hat will apply during electroslag welding of
17-18) articles of right-;ingle section. However. in practice it is often

Weldments have been deposited on 18% Ni maraging steel necessary to join parts of other geometrical form--rollers, base
ranging in thickness from 0 065 to 0 50U in. by the electron rollers of rolling mills, big machine, shafts, and other articles
beam. permanent electrode, and consumaL_le electrode proc- having a cylindrical form in ths place of a break, Author
ess. The peak temperatures experienced during welding in the
heat-affected zone have been determined, and the darkly etch-
ing regions have been identified with specific peak tempera- N64-29298 Aeroprojects. Inc.. West Chester, Pa,
tures and correlated with microhardness traverses, In addition. DEVELOPMENT OF ULTRASONIC WELDING EQUIPMENT
uniaxial and biaxial tensile strengths and joint efficiencies FOR REFRACTORY METALS Interim Technical Progress
have been determined for various welding processes and heat Report. Apr.-Jun. 1964
treat cycles. Author Nicholas Maropis Wright-Patterson AFB. Ohio, ASD, ,Jul. 1964

13 p refs
(Contract AF 33(600)-43026)
(RR-64-53: ASD-TR-7-888(IX); ASD-IR-7-888(IX): AD-

N64-27230" National Aeronautics and Space Administration, 444988)
Washington. D.C. The 15-kc, 4.2-kw ceramic transducer assembly incorporat-
BRAZING AND WELDING OF BERYLLIUM [HARTLOTEN ing the improvements shown to be necessary during this
UND SCHWEISSEN VON BERYLLIUM] development effort was evaluated. Its performance was de-
ll. Weik Jul. 1964 29 p refs Tra' .I. mid ENGLISH from termined by means of an acoustical calorimeter and exceeded
Metallwlss und Tech.. v. 18. no 3. 1964 p 235-243 t:_e requirements initially established as necessary for joining
(NASA-T1-F-9021) the several refractory metals, and superalloys in thicknesses up

Recent developmental work in the areas of berylhum metal- to 0.10 inch with the projected 25-kw ultrasonic welding
lurgy is described. The state of technology of brazing and weld- machine. Author
ing of beryllium =s exam=ned. Suirable joints !lave been ob-
tained as follows: in the case of rods. by butt brazing in a

,_ v0cuum and by resistance butt brazing at current intensities N64-29566" Battelle Memorial Inst., Columbus. Ohio
above 80.000A/cm2: and m the case of sheets, by spot braz- STUDIES OF HIGH-FREQUENCY WELDING PROCESS

Final Summery Reporting and welding and by arc welding. Ultrasonic welding proc-
esses for the welding of beryllium sheers to each other as well W.K. Byrne.J.J. Vagi.and D. C Martin 11 Jun. 1963 97 p

_' as to other metals are also described. R.T.K. (Contract NAS8-2669)
(NASA-CR-58562) OTS: $8.60 ph

To obtain the needed information on the high-fr_:quenry
weh.;ing process.the research was divided into thre_ • has

N64-27618 Joint Publications Research Service. Washing- (1) to study and develop the degree of applicability of r'e hi ,h-ton. D,C. " frequency welding process to space-launch-vehicle materials; "
: ELECTROSLAG WELDING OF FORGINGS OF ALLOY VT6 (2) to study and develop the adaptability of the process.includ-
i V. I_, Didkovckiy. V, F, Grabin. andeS. M. Gurevich In its Elec- mg necessary power frequencies end travel speeds, to the
_. troslagWelding and Remelting 6Aug. 1964 p 1-9 refs (See material thicknesses and configurations required for launch

N64-27617 19-17) OTS: $2.00 vehicles:and (3) to di)sign tooling configurations as required
t Ways are studied of increasing plasticity of the buildup for the establishment of final tooling parameters for a pro-
I metdl during electroslag welding of forgings of alloy VT6. An duction system. Each of *,hess program phases is discussa0

i electrode from integrally alloyed titanium alloy AT8 is pro. as follows; (1) process characteristics; (2) equipment; (3)posed, which insures equal strength of the joint and the base materials; and (4) experimeiltal procedures. Author
P metal, high plasticity, and tenacity of the seam metal. Also

"i proposed is a composite electrode made of strips of alloys VT1
l and VT6+ Author N64-29567" North American Aviation. Inc. Los Angeles,

Calif,
HIGH VOLTAGE ELECTRON SEAM WELDING OF-ALUMI-

" N64-27619 Joint Publications Research Service, Washing- NUM ALLOYS Final Report

t ton. O.C, N Klimmek 14May1964 98p refs
ELECTROSLAG WELDING OF LOW ALLOY STEEL 16G8 (Contract NAS8-11085)

t (3N) WITH A THICKNESS OF 60-140 mm (NASA-CR-58563; NA.64-469) OTS: $8.60ph

t S.V. Yunger and G. N. Gorkunenko In its Electroslag Weld- A research and development program conducted to da-ing and Remelting 6 Aug. 1964 p 10-18 refs (See N64- =ermine the capability and hm=tatio,s of high-voltage electron-

I 27617 19-17) OTS: $2.00 beam welding equipment for ioinmg h0gh-strength aluminum

I
t 1;
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N64-30599

alloys =sdescribed Included are the results of studies pertain- Si alloy, Zn-AI-Cu alloy, and commercially pure Zn 8razmg of
mg to the following areas the effects of h_gh-strength aluminum berylhum was attempted with those filler metals that appeared
alloys on a hagh-voltage electron-beam t,.,.;Idmg system; tht_:k- to melt and to wet titanium alloy. However. these filler metals
ness hmltatmns for h_gh-voltage electron-beam welding of alu- exh,bited very poor wettabdlty on chem,cally cleaned berylhum
mmum alloys, the effect of variations ,n lens current, travel surfaces. The Bee content of the sintered beryllium apparently
speed, and cleanmg procedure on weld depth-to-w=dth rat_o: the mhibited the wett';bdity and flow of the filler metals The
welded-alummu _ iomts; and electron-beam weld metal highly reactwe be_vllium surface also contributed to the poor
chemistry Author wettability by combining with extraneous elements present in

the filler metal. It was also concluded that electron-beam

N64-30599 Frankford Arsenal, Philadelphia. Pa. heating was not practical for the brazing process because of
'ELDING 214, 356, AND ALMAG 35 CAST ALUMINUM the intense localized beating effect produced even at low-energy

ALLOYS TO 5456 WROUGHT ALUMINUM ALLOY outputs._ Other means of heating m vacuum would be more
M. S. Orysh and I. G. Betz Jul. 1964 21 p refs practical. R.L K.
(R-1726; AD-444513)

Cast 214, 356-T6, and Almag 35 aluminum plate (3/8 in.
thick) were wetded to wrought 5456 aluminum alloy plate N64-31258 Unlversal-Cyclcps Steel Corp., Bridgeville, Pa.
(3/8 m. thick), usmg the gas tungsten-arc process. Commercial Refractomet Div.
filler metals 4043, 5183. and 5556 were tlsed. Two beads THE STATE-OF-THE ART OF WELDING OF REFRACTORY
were deposited on both sides of a double vee joint. It was METALS
determined by radiography that the weldments were of ex- D.J. Semen and F. D. Seaman Jun. 1963 113 p refs
cellent quality No defects were noted, except for slight tung- (Contract NOw-63-O043-c)
sten inclusions in one weld. All tensile test specimens, with (AD-421906)
the reinforcements removed, failed in the cast member. The This document includes a literature and industrial state-of-

weldments containing Almag 35 casting yielded the highest the-art survey of refractory metal welding. The report summa-
tensile properties. Although the joint efficiencies of the 356- rizes the number and types of facilities engaged in refractory
T6/5456 weldments were low, the as-welded propertms of metal welding, summarize_ the nature of refractory metal weld-
this combination were approximately equal to the properties ing. and projects the current methods and limitations in terms
of the 214/5456 weldments. The choice of filler metals had of future _eeds. Author
little influence on the weldment properties. Author

_. N64-33922" Martlrl Co. D_nver. Colo. :

N64-30933 Thompson Ramo Wooldridge. Inc., Cleveland. EXPLOSIVE FORMING AND WELDING OF HONEYCOME=
Ohio SANDWICH MATERIAL
DEVELOPMENT OF WELDING PROCEDURES AND FILLER A Ezra. N Ida. R Agr=cola. and N Burnmgham Oct 1964
MATERIALS FOR JOINING HIGH STRENGTH LOW ALLOY 114p
STEELS Technical Ducumentary Report, Jun. 1963-Jun. 1964 (Co,tract NAS8-5463)
J. M. Faulkner, G. L. Hanna. and J V. Peck Wrlghtopatterson (NASA-CR-59395;NASA-CR-64-36) OTS $400fs. $075mf

A iomt design was selected, honeycomb sandwmh panelsAFB. Ohm, AF Mater. Lab., Aug. 1964 224p refs
(Contract AF 33(657)-11229)' were prepared, and joints were we'.Jed and tested A short
(ML-TDR-64-255: AD-605286) probe radlograpillc techmque wa_ developed for the nonde-

A research program was conducted to develop welding structlve testing of welded iolnts An optimum procedure for
procedures and filler materrals for JOining a martens_tic and a the explosive forming of composite end-cap segments of
bamltlc steel having yield strength_ of 180 to 200 ksl with honeycomb sandw=cl-. _,anel. using a patented wax-forming
adequate ductdity and fracture toughness. The steels selected process, was established D E W
for this work were HP 9-4-20. a martensitic steel, and AMS
6435 austempered to produce a bam=t_c structure. Welding
procedures were developed for gas tungsten-arc (TIC) and
gas metal-arc (MIG) welding HP 9-4-20 plate and sheet ma-

terial using filler wires of =.ssentlally matching compositions. 1965TIC welds in the HP 9-4-20 plate and sheet material possessed
excellent strength and ductdlty with fracture toughness com-
parable to the unwelded plate and sheet. MIG welds in the HP
9-4-20plate failed to meet the bas,c pro§,am requ,rements. STAR ENTRIES
P,ocedures were developed for making MIG and TIC welds
in AMS 6435 plate material, which was austempered at
575 ° F. Welds made at 4 ipm with a 575 ° F preheat and post-
heat for 2 hours met the 180-ksl yield-stre01gth requirement. N66-10656# Frankford Arsenal. Ph,ladelphm, Pa.
In no instance did the AMS 6435 weld joints meet the basic EXPLOSIVE WELDING
yield-strength requirement because of a se;;ous loss m heat- H.J. Addison. Jr. May 1964 14 p refs Presented at the
affected zone strength due to overtempering. Author Design Eng. Conf. and Show, ASME. Ch(cago. 11-14 May

1964
(A64-13; AD-448884)

N64-31095 Naval Air Engineering Center, Philadelphia. Pa. The exploswe weldm 9 process through released energy
Aeronautmal Materials Lab. from an explos,ve source was successfully applied m area,
ELECTRON BEAM BRAZING OF BERYLLIUM spot, and seam welds. The metal members were located be-

. E, F Oeesing 27 Jul. 1964 4 p tween an explosive charge and an anwl with the lower member
(NAEC-AML-1997; AD-603192) OTS: $1.00 resting on the anvil. Satisfactordy welded edges, laps, and tea

Eleven filler metals were used in bead tests under vacuum, joints were obtained, and a number of metals and ;dloy$ in
, using a defocused electron beam_htgh purity Ag, Ag-Cu similar and d_sslmilar combinations were welded together. A

eutectic alloy. Ag-braze alloy, Ag-sterling alloy, Ag-0,3% Li tensile-shear strength approaching that of the base metal has
alloy. Ag-1.0% Be alloy, Ag-5% AI alloy, high-p_tity AI, A1-12% been obtained in some metal= in seam-welded lap joints. G.G.
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N65-14267

N65-10898# Solar. SanDJego. Cahf N65-11744# Air Force Systems Command. Wnght-P tterson
JOINING OF REFRACTORY METAL FOILR Technil:al Docu- AFB. Oh,o Fore=gnTechnolugyDIv
mentary Report. Jul. 1962-Jul. 1963 BUTT RESISTANCE WELDING OF WIRE FROM SAP
J W Welty. P J Valdez. C E Smeitzer. Jr. and C P DaJ,s V K Ivanov. P V Kishnev. and E Ya Bazurma _n its Alu-

Wnght-PattersonAFB. Oh_o. ASD. Jul 1963 205p ,efs mmum Alloys 25 Aug 19t,-, p 161-168 (See N65-11724
(Contract AF 33(657)-9442) 02-15)

(ASD-FDR-63-799. Pt I, AD 424651) Studtesmd=catmg that a hJgh-quahty welded joint may be
Standard methods of welding and brazing refractory metal obtained only by simultaneous melting of both the AI and the

rods (D36. B66. and TZM_ are presented Electron beam. AI203 components of smtered alummurn ,'uwder (SAP) are
tungsten inert gas. res*stance, ar,d ultrasomc welding tech- reported Such fus,on welding yields satisfactory iomts ir, SAP
tuques are evaluated Nine selected canal=date brazing alloys w_re that are able to withstand deformat,on during drawing
for these materials were screened by means of T-iomt brake- An mdustr=al vers=or oithe mach=ne used fo _'utt we;L,,]g L/
ments, room-temperature and h=gh-temperature mechamcal tus,on should ha_e arrangements for reliable holdm0 _. d
property tests, and metallograph=c structure examination, fast removal of w=re of any length, a mechanism for cxact
The most prom_smgjommg methods for these materials were centering of the Iomt. and an attachment fnr adlustmg the
extended to the fabrication o; small honeycomb panels (0 002- secondary voltage m the range frc,_ 2 5 to 8 volts M P.G
in core, 0010-m face sheets) that were block-shear tested

at temperstures between 2000 ° and 2800 ° F &uthor

N65-12854# Battmle Memorial Inst. Columbus, Ohio Ue-
N66-11122fr Du Pont de Nemours (E I ) and Co, A,ken, S C tense Metals Information Centt,-

Savannah River Lab. METALS JOINING Review of Recent Developmerts
ATTACHING FUEL ASSEMBLY RIB SPACERS BY ELECTRON R M Evans 13Nov 1964 4p refs
BEAM WELDING Reports on research programs recently comF'eted or =n
LawrenceJ Scott Jun 1964 46p refs progress m the fle_3 of metals-joining technology are bnetly
(Contract AT(07-2)-1) summarized The following suL'!ects are included (1) atuml-
(DP-889) OTS. $2.00 num--t:racture t,, "hness of aluminum ,.'!oy weldments, re-

Methods were developed for attachmg rib=shaped spacers pa_rmg foundry (,,_tucts 'n aluminum alloy castings, welding
to nuclear fuel elements and housings by means of electron- cast aluminum to wrought aluminum, and Iotnmg aluminum
beamweldmg Zircaloynbsofvanousslzeswerewelded to the to steel. (2) mckel--res=stance welding and fus=on v,eldmg
outside of tubes containing metalhc uramum fuel Also. ribs processes on Rune tl. and productmn of jet engme and aero-
were attached to the reside and outside of thin-wall Z=rcaloy space partsusm 9mckelalloys,(3) refractory metals and alloys-
tubes to form fuel element housm(j.= Veld quahty was judged welding techmques for mobHJm alloys, and (4) steels--we!d-
by examimng weld sections and by .onducting corrosmn and mg technology, for high-strength martens=tic and bam=t=c
mechan=cal property tests Full-s_ze ribbed housings were steels,anduseof5Ni-Cr-Mo-Vsteelforsubmarmehulls D S G.
charged to the heavy-water-components test reactor. Author

N65-11740# Air Force Systems Command. Wright-Patterson N65-13535"# NatlonalAeronautlcsand SpaceAdmmJstratlon.
AFB. Ohio Formgn Tecnnology Dtv. Marshall .¢:;=__aceFhght Center. Huntsvdle. Ala
WELDING OF SAP-1 WELDING FOR ELECTRONIC ASSEMFLIES

Yu V Melmkov. V.V. Zyukm. and V. I Oboturov /n its,t, tumt- Washington. NASA. Nov 1964 86p refs
numAIIoys 25Aug 1964 p 124-134 (SeeN65-1:.2402-1o) (NASA-SP-5011) GFO HC$O40. OTS MF$075

Investlgatmnsofweldmgby fusion and res=stance welding Space-related welding technology for potential industrtal
of SAP-1 were performed on 1 5-mm-thick sheet samples oh- use is preset.ted tn the following stud=es Fundamentals. De-
tamed frompretreatedbnquettes It was determined that argon termination of Optimum Parameters. Equipment. Intercon-
arc weldlpg of SAP-I. using flux Af-4A. is possible with the use nectmg and Component Lead Materials. Weld Inspection. and
of htgh-temperature anneahng of briquettes Strength of the Process Control An annex contmrs a glossary of weld_ng terms
welded joints constitutes 95% of the strength of the basic G G
material at room temperature and 70% at 500 °C, Roller and

spot welding were also found to be possible; the strength of N65-13786# Air_-orce S_=tems Command, Wright-Patterson
the spot-welded joints was found t{_ be fully sattsfactory and

AFB. Ohio Foreign TechnologyDiv,
equivalent to the strengtl- of welded IOmtS of the high-strength ELECTRODES AND FLUXES FOR ARC WELDING
aluminum alloys M.P G N B F,shbeyn 23 May 1963 69p refs Transl into ENGLISH

N65o11743# Air Force Systems Command. Wright-Patterson of the book "Elektrody l FlyusyDlya Dugovoy $_,ark_" Moscow,
AFB. Ohm Fore_gnTechnologyDw. Gos. Nauchno-Tekhn Izd Mashmostr Lit. 1961 p 1-62
FUSION WELDIN_ OF SAP (Fi D-TT-62-1522/1-1-2: AD-606284)

Th_s popularized text for welders covers electrode produc.
G. D. Ntkfforov. S. N. Zh,znyakov, E Ya Bazurma. and B I
Matveev /nits Aluminum Alloys 25 Aug 1964 p 154-160 t=on technology and properties of electrodes and fluxes

It recounts the htstory of the developr,_ent of electrodes and
(See N65-11724 02-15) fluxes, describes the influence of electrodes and fluxes on the

Ways of avo=dmg the causes of unsatisfactory arc-welding
behavior of SAP-1 were invest=gated Results ind=cat" the quahty of welded joints, and g=ves examples of the ,_echani-
following' (1) Weldable ¢;AP sheets are not d=stended d'_nn_; zatmn of electrode product=on. R L K.
heating to 900 ° C for 30 ram. have heightened plastlmt,t and
h=gh strength at room and h_gh temperatures, and have an N65-14267 Aero_ro_ects, lnc.WestChester, Pa
AI203 content between 6.9%. and 106%. (2) When the alu- SEALING OF PROPELLANT CONTAII_'ER£ _Y' ULTRASONIC
mmum alloy AMg6 =sused as filler w=re. the ult=mate strength WELDING
of the welded lOmtS =S24 to 28 kg/mm 2 at room temperature I Koz=arsk, Jun 1964 22p refs
and 5 to 6 kg/mm 2 at 500 °C, (3) Mutual dissolution of the (Contract DA-36-O34-AMC-O061A)
bastc and filler materials occurs during welding (4) Prolonc.ed (RR-64-41;AD-605394)
soaking ofweldedjomtsat 400 ° a_d 500°C does not ch'mge the Ultrasomc ring welding was used to make elhpt_cal weld
ult_mate strength at room temperature. M.P.G. closures for propellant containers hawng an et,,o(_c,_l cross
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rl65-15181

setlmon w,lh a relat:onshq) of le_;s than 2 to i between the ,nell gas welded specimens and -200°1: for electron beam

ma or and menc: axis dlmens,ons or "he ellipse The orlgl- welded specimens Apphcatlon ot an oxidation proteclmvp
nil contair, ei des,gn was meddled to Include an 001=., - coating cr addition of filler material caused 3n additional
int:h wide flange at ,ts open end Compun_.nt malerials se- increase in the transition tempera',ure above the as-welded

lectet were OOlO-mcil Type 3003-0 atum'num alloy for condli,on The D-43 we.=ds showed a cla._slcal aging reaction
the _ontame:. anC O005-mch Type 3003-H19 alurnh'lum when subiecled to p_stweld heat treatment Ductile spot
alloy .or the flat cover The components were u,!:asomcally we!d,: were made m this alloy Tensile strength of tungsten
cleane4 before being weloed on a 4-kW 15+kc torsional inert gas and electron beam, welds in the as-welded condl-
welder Equipment modification:; mclu(Jed a speual weldt._g tior. was _-reater than the base m_+terlal at 90 _ F and 2200 _ F
tip &l,d a we!dmng an'.,d w,'h a positioning] reo=$ _- fo_ the testing temperatures Author

[ weldmenl Pr,ui to welding, half of the s_mple,-, had been
hhed wrh calc:un, chloride. "and ilalf with Hercules Pms[ol

N65 17889d Joint Pubhcati._ns R_;se_rch Service. Washmg-Powder Metallurg,c3 = evah, llion ,Poi,;_cd sound bol_ds. [¢)n. D C
and h_,i.et,c sealing was vormhed by helium-leak and w¢i_

WELDIrJG AUSTENiT;C STEELS _ND AI LOYSsublet SlOntests Author
B I Medovar 3 Ma- 1965 143 p Tfa,lsl into E;_IGLISH of

N55-15181 General Molols Corp. Ind,anapohs. Ir,d All=- the book Sv._rka Austenltn_.:;h Slaley = Splavov "" Kiev. 1964
._onD,v p 3 184
ELECTRON REAM WELDING--APPLICATIONS AND _JPRS-28963. TT-65-30421) OT_ S40G
DESIGN CONSIDERATIONS FOR AIRCRAFT TURBINE This °extbo,.)k presents dtscuss=o_s of the au,tenmtic steels
ENGINE GEARS and alloys used m welded structures, t'=e I'_a5.c feJ=ure_ of

N F Bratkovich. W L Mc In,he. and Robert E Purdy In its ./eldmng auslenltmc steels and 311oys_an.; the ase of different
Allison Res and Eng. Vol No. 4. Fourth Quarter 1964 _!964} forms of weIJ,ng in the productlo-i of struct_.res of austel.t.c
p2-9 (See N65-1518005-25) steels end alloys Short treatments alp also -awen of qu_hty

Des,gn ,mp=ovements made possible by the use of elec- control of weldmn0 materma!s and "¢=-eldiol_".s of a,=steP.itmc
lion beam fEB) welding allow the use of the best functional steels, welding of chrome--n,ckel aJsten.;t.'c sl_els and allnvs
material for each prec,.;mon component without the distortion of various types, the welding of aJ$tenl:,C steels wmeh non-
of other welding processes or the use rf cumbersome fasten- austemtmc, the heat treatment _ f welder stru';tures and lOllS
mg pzrts. Examples are given of the way in which the use of of austenitmc steels, ar,d the elet.'roslag remel,lng of austenmc
EB weldmg can improve thc design of such precis=on turbme steels and alloys D.E W
components as double helical gears, cluster gears, and shaft

gears Basic requirements obtain minimum distortion and NS5-18528* North American Aviation Inc.. Downey. Calif.
good qualit.- are discussed and the processing of EB welded Space and Information Systems Div_
gears is described. It was found in metallurgical examination BONDING AND WELDING OF DISSIMILAR METALS

of EB welds in AMS 5265 material that the hardness an the Leo F. G_tsek In NASA. Washington Transforming and Using
weld zone is comparable to the parent metal hardness and no Space-Res. Knowledge 1964 p 7- 19 refs (See N65-18526
localized zones of high hardness are induced. Mechanical 08-34) G.°O: HC $0.70: OTS: MF $0.75

properties are comparable to or better than wclds made with Prob ems encountered in attempting to join dtssimili "
Diner fusion weld,ng processes. R L.K. metals by conventional brazing and welding methods are

reviewed. The use of a number of loin ,ig methods, the metals
N65.16116.=. UmversaI-Cyclops Steel Corp. Brzdgevdle. Pa. joined, and I:roperties of the joints produced are discussed
Refractomet D=v for brazing, diffusion-bondmg. TIC weidmg, resistance weld-
WELDING OF REFRACTORY METALS Final Report. 28 Sep. zng. soldering, electron-beam welding, percussion stud-weld-
1952-30 A_:. 1964 _ng. ultrasonic welding, and re'l-bond joining of aluminum to
L M. BmanchLW A Mc Neish. and F 0 Seaman Jul 1964 stainless steel. DE.W.
240 p

(Contract NOw-63-0043-c) N65-19231 Rensselaer Polytechnic Inst.. Troy. N Y
(AD-608818) JOIN=NG OF HIGH-STRENGTH STEELS

This _eport p_esents a study of the effect;, of welding Warren F. Savage In Battelle Mem Ins, Probl. in the Load-
variables on refractory metals and ind,cates the degree and Carrying Appl of High-Strength Steels [1954] p 43-47 (See
magnitude of control of the variables necessary for the =m- N55-1922609-17)

provement of production welds =nreflactory metals The flexl- Nominal composition and mechanical properties of
b=hty of InFab as a large inert atmosphere chamber suitable quenched and tempered steels, cold-worked stainless steels.
for welding refractory metals was evaluated The ability of a precipitation-hardening steels, and maraglng steels are tabu-
welder to accomphsb out-of-position manual welds =n InFab lated. Also. the welding metallurgy of these four types is dis-
was demonstrated A limited investigation ir,dicated improved cussed. Quenched and tempered steels at high-strength levels
_eslstance welds may be produced by inert atmosphere pro- can De successfully joined by fusion weldmg if special care is
tec_ion Author exercised and the structure can be heat.treated after fahrmr._rinn

The high-strength, cold-worked stainless steels appear to be
nl65-1(_125# Thompson Raid Wooldrldge. Inc.. Cleveland. unsuited to fabrication by any existing welding technique. The
Ohio. TRW Ele_.tromechanical Div. precipitation-hardening stainless steels are marginal in ability
A STUDY OF WELDS IN COLUMBIUM ALLOY D-43 to achieve the required y,eld strengih levels. The maraglngJ.M Gerken 25Mar. 1964 43p refs

steels offer the greatest promise as weldable high-strength
(TM-3865-67) steels, but additional research is required to establish an ade

The welding characteristics of Du Pont D-43 (X-110) quate technology based upon sound welding metallurgical
columblum alloy (nominal composition 10%W-t%Zr-0.1%C principles. E E.B
balance Cb) were =nvest=ga_ed. Tungsten inert gas. elec-
Iron beam and resistance spot welding methods were used.
The wrought m_lerlal was fully ductile 1o -320' F in the as- N65-19613 Radio Corp of America. Somerville. N. J Elec-
received, stress-relieved COld,lion. Tha 45 ° bend transi- tromc Components and Devices Dmv.
tin temperature of this r"ater=al was -140°F for tungsten DIODE MOUNTING Final Report
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N65-22705

In RCA Camden. N J M=croelement Diodes Product=o. Eng dlst,ngu,shmg fea_,re of the process is the use of a ve=y nat-
Measure Nov 1964 55p (See N65-1961509.09) row. soua;e-I:;utt joint {with approximately 1/4-inch _,ap be-

The feasibd_ty of mount= .g diodes was demonstrated with tween plates) rather than conventional Vee- or U-groove joint
a tweezer-type welder, but later mveshgatIons led to the preparat,ons normally used for arc welding Two var=at_ons of
development of a gap-weld,ng technique, which offered the process one using a single electrode wire and the other
sigmf=cant advantages One important operatm o advantage =s using twin wires, have been developed. The twin-wire technique
the ablhty to read,ly observe the welding act=on under magm- was developed to assure good sidewall fusion despite variations
f=catlon, which was of great help m establishing the desired m w,dth of the joint opening Welds have been made m the flat.
welding parameters M3ny types and thicknesses of diode vert,cal, and overhead positions : s,ng the Narrow-Gap process
lead mater=ale were evaluated to determine their weldabd_ty Author
The best ;e2d mate.ale, m order of preference, are platinum.

palladium, nfckel, kovar, rodar, dumet, and s,lver Gold NS5-21569f/ Jo,nZ Publicatlo=_._ Research Serwce. Washing-
plating of these conductor materials (excep'. plat,nunl and ton. D. C.
sdver) was found to improve results. Author VACUUM DIFFUSION WELDING OF HIGH-MELTING

METALLOID COMPOUNDS WITH HIGH-MELTING METALS

N65-21ZO6 Joint Publications Research Service. V_ashmg- L Ya. Pop,lov ed. 13 Apr 1965 13 p lefs Transl into
ton. D.C. ENGLISH from the book "'Novyye Mat=.rialy v Mashmostroyen.'"
WELDING OF TITANIUM AND ITS ALLOYS Leningrad. 1964 p 124-134

B. A. Galitskiy In its Forming and Fabrication of Titani,jm (JPRS-29550:TT-65-30713) CFSTI S1.00
18 Mar. 1965 p 52-101 (See N65-21204 11-17) CFSTI: Investtgationswereconductedonvac:uumd,ffusionwelding

$4.00 of (1) hot pressed carbide samples of tlt.lmum, molybdenum.
Welding of titanium and its alloys is discussed, based on a and tungsten with themselves and wi:h the high melt,ng

large accumulation of factual information. Topics considered metals molybdenum and tungsten m a vacuum of 10 -2 to
are argon-arc welding, automatic welding under a layer of 10 -3 mm Hg. and (2) carbides of zirconium ._nd niobium with
flux. electroslag welding, contact welding, methods of control the high-melting metals niobium, tantalum, molybdenum.
of welded connections, control of external defects by surface and tungsten in a vacuum of 10 -3 mm Hg at va:ying pressures.

inspection, ultrasonic method of defect control, control of All welding was carried out in the temperature range 1300 =
airtighmess of seams using kerosene test. checkmg airtight- to 2000" C w,th holding for 5 to 15 minutes, and the quality

of the welded seam was analyzed by metallograph;c ,nvest,ga-ness by helium and halogen leak detectors, and air pressuce
test of airti.ohtness. J.M.D. tion. Titanium carbide did not undergo welding witn tungsten.

All other investigated substances underwent diffusio:l welding
at comparatively low tem_)eratures in the low vacuum It was

N65-21370# Battelle Memorial Inst.. Columbus. Ohio. De- found that the melting temperature of the carbide is not the
fense Metals Information Center determining factor in the selection of optimal welding con-

METALS JOINING Review of Recent Developments ditions, and that the quality of the welded seams depends on
R. M. Evans 26 Mar. 1965 4p refs the welding temperature and the nature of the substance

The brazing, bonding, and welding of refractory metals. GG.
and the welding of high-strength steels are reviewed. Also.
the electrodes used for resistance-heated bonding are tab- N65-22705# .Joint Publications Research Service. Washing-
ulated. Bonding processes which require only a 20-sec cycle, ton. D. C.
and which produce joints equal in strength to the base metal ELECTRON-SEAM WELDING OF CHROMIUM
when coated for oxidation resistance have been developed. S.M. Gurevich and G. K. Kharchenko 29 Apr. 1965 8 p refs
The development of a HY 180/210 steel having a Charpy Transl. into ENGLISH from A_tomat Svarka (Kiev). no 12.
V-notch energy absorption of about 50-ft-lb was shown to Dec. 1962 p 56-59
be feasible. There is some question whether or not weld- (JPRS-29812; TT-65-30848) CFSTI: $1.00
ments ,n these alloys will be fracture tough for larae, f_aws The mechamcal properties of chromium joints welded by
and high-stress concentrations. It was a!s._ noted that a 5Ni- the electron-beam method m a vacuum were investigated.
Cr-Mo-V steel has been deveioped which meets most of the Welding in a chamber with a vacuum of 1 to 2 X 10 -5 mm Hg
requireme, ts of a HY 140 steel When this alloy is MI"; resulted in a complete fusion of the edges and gave satis-
welded with a 2Mn-2Ni filler metal, good explosion-test re- factorily formed se_=_s. A certain sublimat,on of the chromium
suits are obtained. Other significant results are reviewed and was observed. Comparison with joints welded by electric arc
evaluations tabulated. E.E.B. fusion ,n a chamber with controlled atmosphere, and also by

manual welding in argon ,n free air. showed that a minimum
seam width was obtained with electron-beam welding, and that

N66-21556// Battelle Memoriallnst.. Columbus. Ohio. Metals
the seam was I,ght colored and showed no oxidation. Micro-

Joining Div. analysis of all welded soams revealed elongated large g;-=,n$
DEVELOPMENT OF METHODS OF MAKING NARROW

for 0It we|d;-tl memoos, however the comparatwe thickness
WELDS IN TNIC.k'. STEEL P'..AT-"_.. gY AUTOMAII¢; ARC of the crystallites was less for the electron-beam seam Gas
WELDING PROCESSES Final Report, 24 Mar. 1962-23 Mar. analysis showed that the seams welded by electron beam were
1964 the least contaminated by oxygen, n,trogen, and hydrogen
J. W. Nelson. M. D, Randall. and D, C. Martin 23 Mar. 1964 Annealin_l of the welded joints at 600" C decreased the transition
68 p ref point somewhat from the viscous to the brittle state, Vacuum
(Contract NObs-86424) electron-beam welded joints had the lowest temperature of
(AD-454864) transltion into the brittle state, and showed nearly the same

A new welding method was developed and welding param- strength and plast0city as the base metal. G.G.
eter ranges were established for automatically welding thick
steel plates in all positions. This process, called Narrow-Gap
welding, has been extensively evaluated for applicatmn to
welding thick HY-80 low-alloy steel plates specifically for use
in submarine hull fabrication. Narrow-Gap welds are made by
the gas-shielded, consumable-electrode process. The most
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A63-10463

1963 o.._.o,,,...,oo..r.,.o..... Relttedliteratureisbriefly; -e
viewed, followed by consideration of theoretical and practical &so

pects involved. It i_ shov.n that, if the mild steel is suitably coated,
reliable welded joints can be obtained.

IAA ENTRIES
A63-11572
FUSION WELDING OF END CAPS IN BERYLLIUM TUBES.

R. G. Gilliland and G. M. $1aughter (Oak Ridge _'

" A63-104f_ Labora:ory, Metals and Ceramics Div., Oak R_dge, Tenn.)
ZLECTI_ON BEAM WELDinG OF AIRCRAFT MATERIALS AND _American Weldin A $ociet.vj Nationa_ Fall ;vieeting I Dallas, Tex. l
COMPONENTS. Sept. 25-28 a 1961. ]

H. A. Hokanst, n _nd J. W. Me_er {Umted Asrcraft Corp.. Hamilton Weldin K Journalj vol. 42, J_n. 1963, p. 29-36. 13 =etc.
Standard Dsv., Wlndsor Locks, Ct_J.:_.) Ir.vestig&tion of the suitabllity of beryllium its & cladding

(AWS. 4 _rd Ann,:al Mcetiv.xt Cleveland, Ohlo. Apr. ?-13, "762.) material for fuel elements in advanced 8as-¢ool_d reactor applica-

Weldin_ _ournal. vol. 41, Nov. 196Z, p. 999-I008. lions. A pzogram to develop procedures for the fabrication of
Dlscusslun of the _dvantagcs of the electron-beam process m beryL1iu.-n-clad fuel elements and to evaluate the mechanical

the welding ol a=rcralt m_tersa|s aI_tl compo._ents. Matertais proper'.ics ¢.__.¢ae welds is de=c_ibed. A s_d)" o._ _e " " _:-~
d_scu>scd are: H-It steel ar.d A70, AIIOAT, and CI20AV titaniurr, parameters which influence the integrity o_ tu:tgsten-&rc welds

alh,ys. Cump_.ents welded include _ontrol housings, elevo,_ tracks, shows that edge-fusion welding is better th_n the butt- or plug-type.
[t is further shown that, in order to eliminate root cracking in the

pressure vessels, and _,_II bea:tngs, welds, it is necessary to obtain a tight fit at the end cap and tube

by tapering the join¢. Addilional refinements, such as preheating
_6_-|0d_l_ the joint to I, 400OF under a suitable cover gas o£ argon, reduce
PRECISION POSITIONING CONTROLS FOR WELDING SATURN the propensity of crack _ormation aund propagation during weldirg

SPACE VE}_CLES. and cooling. The results of an evaluation cf seven lots o_ tubing,
W. M. McCampbeU and H. N. _qdnce (NASA. George C. Marshall produced by different fabrication prOcet_le|# are discussed.
SFacc Fhght Center, Huntsville, Ala. )
(AWS, 4_rd Annual Meetinl_, Cleveland, Ohto, Apr. ?-13, l?bZ.)

Welding Journal. vol. 410 Nov. 1962, p. 1009-1013. A6_-115Y_
Description of l)recision-positioning controls developed for COMPARISON OF PROCESSES FOR WELDING ULTRA-HIGH

welding Saturn svace vehicles at the Marshall Space Flight Center. STRENGTH SHEET STEELS.

The weld-seam-tracking system is discussed, and the use of high- R.E. Travis_ C, M. Adams, Jr. (Massachusetts Institute of

and low-frequency transducers in seam-tracking systems is Technology, Cambridge, Mass.}, and V. P. Ardito (Allegheny-

evah=ate_. Ludlum Steel Corp., Br&ckenridge_ P&.}

(American Weldinl[ Society, National Fan Meeting_ Milwaukee_
A63-1046S Wis.i Oct. 1-4_ 1762.)
WELDABILITY OF 18% NICKEL STEEL. Welding 3ournaIi Rese t-ch Supplem_ vol. 4Z, Jan. 1963,
C. E. Witherell (The International Nickel Co., Inc., Bayonne, p. 9-s-17-s.
N. J.) and W A. Fragetta (Curtiss-Wr_ght Corp.. Wright Acre- Contract No. NOw 60-0417 (FBM).

n_u*-ical Days, Wood-Ridge. N.J. ) Description of & test program aimed at the development of

(AWS, 43rd AnnuaI Meetmg, Cleveland, Ohio, Apr. 9-1_, 196Z.) pr_tctical procedures and evaluation of eIectron-beam welding
Welding Journal. Research Supplement, vol. 41, Nov. 1962, p. of ultrahigh-strength sheet steeI _or pressure-vessel fabrication.
481-s-487-s. Specific _eatures oi the program include the _ollowing: (l)

Presentation of results of a comprehensive weldability study determination of the ef_ecl;s of energ, _r'_ut, voltage, and travel
of the recently developed 18%Na-8%Co-5%Mo maraging steel. Crack- speed on peak temperature distribution d fusion-zone shape; (2)
frec welds are made without preheat in fully-hardened plate as cosnp&rison of electron-beam and arc welds by rnetanographic

heavy _s I in. thick by the covered electrode, gas metal-arc, _nd exltmin&tion and chemicld analysis; and {3) evaluation of the strength
submerged-arc processes. Although the weld and heat-affected and ductility o_ these welds through the use o_ conventional and
zone of heat-treated plate hac _ hardness, as-wel "ed, of hot-roiled
or annealed plate, the heat-affected zone hardness is increased,
and the weld is hardened by heating at 900°F for 3 hr. A63-11574

WELDING OF COLUMBIUM-I_ ZIRCONIUM.

A63-10466 E.A. Franco-Ferreira and G. M. Slaughter (Oak Rxdge National

DIFFUSION BONDING TUNGSTEN. Laboratory. Oak Ridge, Tenn. )

M. J. Aibont (The Marqu_rdt Corp., Van Nuys, Cahf. ) Weldin[_ Journal! Research Su_p!=r=_ent_ vol. 42, Jan. 19630
(AWS t 43rd Annual Mecting_ Cleveland t Ohzo, Apr. 9-13. 1962.} p. 18-s-24-.'.
Weldmg Journal. Research Supplement. vol. 41, Nov. Iq_2, p. Experimental investigation o_ the aging behavior o_ welds in
49_-s-SOZ-s. _3 refs. niobium (columbium) alloys containin_ I% by wt o_ zirconium.

Armv-spo.-._rc_ research. Postweld annealing in the temperature range o_ I, 900 ° to 2. 200°F
Description of a program asrned at dcvzloptng optimum bondzng xs _ound to result in overaging, without apparent ernbrittlement

techniques for the fabrication of rocket-nozzle assemblies. The after subsequent heating at low temperatures. Met&llo_¢aphic

objectives of the investigation arc to: (1) determme and establish examination _how_ good correlation between (l) annealin_ time and
the brazing p_rameters for joining tungsten below its recrystalliza- temperatur_ and (Z) amount of precipitate produced. It is found
Uon temperature, (_) determme and establish the diffusion tcch- that welds _tth high oxygen-impurity levels may be prevented

niques to raise the remelt temperature of a brazed joint in excess _rom agin_ by proper anne&lin_ treatment, but microcr&cking is
of 4, 000°F. and (3) fabricate a rccket-motor nozzle using tl.e apt to occur in _.e weldin B O_ highly contaminated material.
procedures ._nd t. chmques previously established.

A6_-11989
A6_111_4 _ _.DING AND BRAZING OF SPACE ._GE MATERIALS.

JOINING ALUMINIUM TO MILD STEEL BY AKGONARC WELDING. II. C. Emerson (Rohr Corp., Chula Vista, Calif. )

D. R. Andrew_ (Co|le_e of Advanced Technology, Dept. o_ Metal- (American So:_cty of Metals, Golden Gate Conference, San Fran-

lurgy , Birmin_ham_ England). cisco, Cahf., Feb. _96Z.)
British Weldinii _ourn&l, vol. 9, Dec. 1962, p. 650-658. 19 tell. IN: Matersals Science and Technology for Advanced Applications.

Investigation of dissimilar metal joining u_in 8 an inert-gas Englewood Cliffs, N.J. ; Prent_ce-H_II, Inc.. 196Z, p. 606-631.
welding technique. Particular concern is given to the production Cursory review of the more commonplace joining processes
of • reliable welded joint between aluminum and mild steel by for the space-age metals from the v_ewpomt of the manufacturing
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engmeer. Met_llurgtcal pecuharttles of the materials are cor- J.M. Gerken andJ. M. Faulkner (Thompson KdmoWoolrldge,
related to equipment and to tooling abilities and limitations. Re- I_c., Cleveland, Ohio)

cent facthtles, d_.velopments, and techniques for metal joining by _American Welding Societ},f National Fall Meetzng, Milwaukee,
hlgh-_peed brazmg, electron-beam, and ultrasonic welding are Wis. t Oct. I-4 t 1962.1

discussed. Welding Journal t Researc:h Supplement, vol. 42, Feb. 1963,
p. 84-s-96- _,.

A63-1_994 Contract No. AF 33(616}-7"'c_.

JOINING OF REFRACTORY METALS FOR SP/.CE POWER AP- Investigation of the we .ability of three niobium-base alloys -
PLICATIONS. FS82. D31, and F48. Both gas tungsten-arc and electrt_n-bearn

G. M. Slaughter, C. W. Fox, and R. G. Gilliland (Oak Ridge welding are included in the study. Welds are evaluated for bend-
National Laboratory, Metallurgy Dry. , Oak Ridge. 'r_nn. ) ductility transit#on temperature, hardness, tensile strengthj and
(American Society of Metals. Golden Gate Conference, San Fran- microstructure. The effects of travel speed, shielding-gas
cisco, Calif., Feb. 1962. ) composltlon and purity, filler-metal additions, preheat, and post-

IN: Materials Science and Technology for Advanced Applications, heat a:e investigated. Gas tungsten-arc welding is performed in a

Englewood Chffs, N.J. ; P entice-Hall, Inc., 1962, p. "/28-746. vacuum-purge atmosphere chamber; however, for comparison.
13 refs. _ome welds are made without the use of a chamber but with careful

Brief discussion of the developments in welding, brazing, and back shielding and trailer shielding. Thermal cycles are measured
fabrl_ation techniques of niobium, ber_,,lzun',, and th21r alloys, in the fusion and heat-affected zones of gas tungsten-arc welds to

ResuAts of a metallographtc survey of the specimens used in heat- help explain mechanical properties and rnicrostructure on the basis

treat:ng studies are presented, Several promising hrzzmg alloys of physical metallurgy of each alloy. Ttmgsten-tungsten rhenium
which readily wet and flow on niobium (columbium) are tabulated, thermocouples are used for measuring the appropriate ternpera-

tur=s. The most significant effect of weldlng on all alloys
investigated is the lowering of ductility or increasing the ductile-

A63-12063 to-brittle transition temperature.
REMOVAL OF CONTRACTION CAVITIES IN IJLMONIC 75 SPOT
WELDS.

D. N. Wailer. A63o12361

British Weldin_ Journal, vol. 10, Jan. 1963, p. 17-23. ULTRASONICS IN PRODUCTION. I.
Consideration of a new method for the elimination of contrac- Aircraft Production, vol. ?-5. Feb. 1963, p. 46-52.

tion cavities in spot welds by means of varying postweld heat con- Dcscrzptton of some applications of ultrasonics in U.S. in-

ditions. A new radiographic technique, which detects the presence dustrial practice. Ultrasonic welding, different combinations of
of cawties when conventional radiography fails to do so, is de- materials that have been ultrasonically welded, temperature during
scribed. The thermal expansion and contraction during we]fling welding, clamping force, the wedge-reed system of welding, and
and cooling causes the electrode head to rzse and fall. This elec- the weld strength and plastic drfo:'mation of welds are discussed.

trode head movement is recorded and measured in order to corn- The advantages of ultrasonic welding methods are indicated. Flux-
pare the rates of cooling produced by the various chosen pus#heat less soldering and the structural integrity of ultrasonlcally soldered
conditions, joints are described.

A63-12349 A63-13422

WELDING COLUMBIUM ._d_ID COLUMB!UM ALLOYS. WELDING PRACTICES FOR BERYLLIUM-COPPER ALLOYS.

W. N, Platte {Westinghouse Electric Corp., Wcstlngl.a:._p E.E. Weisrnantel, C. F. Cole, and ft. A. Bitter (B,'r_,ilium Corp.
Research Laboratoriesa Pittsburgh, Pa.) _oading, Pa. )

{American Welding Society t Annual Meeting t 4!st t Los Angeles, (American W_tding Society,, Annual Meeting, 43rd, Cleveland,
Calif._ Apr. 25-29 t I960.} Ohio, Apr. 9-13, 196_.}

Welding Journal_ Research Supplement t vol. 42, Feb. i963, Weldin_ Journal, vol. 42, Mar. i9_ ¢, p. 20"/-212.

p. 69-s-83-s. 15 refs. Brief discussion of the use of beryllium-containing copper
Contract No. AF 33(616)-6258. all-.:,ys in welded structures. The factors most affecting weldability

Description of the development of a welding technique for pure and weldment properties of alloys containing 0. 25 to 2.0% beryl-

niobium (columbiurn] and the developmevt of weldable N5 ctiloys, hum are noted: (1) the refractory oxide formed during welding, (2)
" Niobium is found to he extremely sengi#iv*, to contamination by weld fluidity; (3) base-metal conductivity; (4) specih.- heat; and

mtrogen and oxygen. How_.vcl, nztrogen produces agreat'.r (5) postx_elding heat treatment. It ts seen that. bec. se of the
increase i*, the hardness and ductile-to-brittle transition tempera- refractor_ nature of berylhum oxide, the quality of t,.e welds re-

sure when contamination occurs during welding. To avoid these sultmg from rnultq_ass oper.ttiol_s is influenced partially by the
changes in properties, welding is done in a closed chamber using mterpass joint preparation and cleaning procedures. The v.elding
an atmosphere of helium, since nitrogen can be rer_oved more of these alloyq requites practices similar to those foilu_ed tn

easily from helium than from argon. The propertil_s of welds made welding materials contammg aluminum and tltanmrn as hardening
under pure helium atmospheres are compared with those of welds ,*dditions. It is shox_n that because the thermal conductivity and
made under atmospheres contaminated with nitrogen and oxygen, the melting point decrease with increases m beryllium content,

Alloys are designed using weldability parameters based on the the alloys containing more berylhurn appear the more readily
physical, mechanical, and metallurgical properties of Nb and its _veldable. Weldment quahttty md mechanical properties, before
possible alloying elements. The design parameters are used to attd after various thermal treatments, are discussed for several

screen out alloy additions which would produce he' cracking, beryllium copper alloys in shet.t and plate form. It is found that,

porosity, loss of ductility at ambient temperatures, and other where good protective atrnosph,:re is provided, an alloy sirnalar
welding defects. Alloys containing Ti, Me, W, V, Hf, and Zr are to the base metal can be used as a filler metal. Using the gas
produced, welded, and tested. The alloys are found to be tungsten- and metal-arc welding processes and tt_c electron-beam
weldable - i.e., not subject to cracking. It is found that weldable process, httle alloying occurs. After pus#weld tttermal treatment,

alloy additions_ with the exceptions ofTiand Hf, increase the weld metal properties are seen to approach those of the base metal.
ductile-to-brittle transition temperature, while additions greater
titan 1% decrease it. Alloys containing 10-20% Ti are ductile at A63-1342_

liquid-nitrogen temperatures. Data on the hardness and micro- RELIABLE WELD JOINT DESIGN FOR HIGIt STRENGTtl ROCKET

structures of the alloys are included. A weld in an alloy of Nb and MOTOR CASES.

: W, tested in ten.ion at 1,000 ° and 1.093 c , is found to have J.R. Dyar and N. F. Bratkovich (General Motors Corp, , Allison

strengths comparable to the base material. Die., Materials J,_ming Laboratory. Indi.mapolis, Ind. )

(Arncrican Welding Society, National Fall Meeting, Milwaukee.
A63-12350 Wig., Oct. 1-4. 1962.)

WELDING GHARACTEPASTICS OF COMMERCIAL COLUMBIUM Welding J"mrnal, Research Supplement, vol. 42, Mar. 1963,
ALLOYS. p. 126-s-i33- s.
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I_resentaLlon of a techmcal approach for rcsolvsng the basic increasingly common. Filament winding finds apphcatlon m the

elements of weld design in quahtatzve and quantstative terms. The fabrlcatson of very large rocket cases and cryogenic tankage.
approach is based on a statistical study of the stress analysis of Chemical mllhng, electrochemical machining, and electric dis-
welded joints, joint analyszs, and filler metal. The stress analysis charge machsnizlg ss tending to displace conventional methods.

of the weld.luint design ss described, and the methods of remedying Numerical production control is achlevsng a growing, place m aero-
minor _eld defects by reinforcement are considered. The results space production.
i_r various test configurations and for differs'hi reinforcements
are shown graphically0 A Z-re. inside and outssde reinforced weld

joint, of D6AC base metal, is selected for production apphc_tions. A6_b|_24
Material characterishcs and testing methods are described. It is APPLICATIONS OF THE GAS METAL ARC WELDING PROCESS.

Thomas W. Shearer, Jr.

Engineering Journal, vol. 9, 2nd Quart., 1962, p. 13-16.
A6_.|34_ Discussion of the application of the arc spot welding and the

THE C._YC_ENIC AND ELEVATED TEMPERATURE PROPERTIES continous arc welding techniques to the fabrication of light-gage
OF "SUPER ALPHA" TITANIUM ALLOY WELDMENTS. sheet metal. The equipment and principles of the two methods,

D. R. Mitchell and D. L. Day (Titamum Metals Corporation of ;ointly known as the gas metal arc welding process, are described,

America, Toronto Ghio). and the differences between these essentially similar procedures
{American Welding Society, National Fall Meeting, Milwa_ukee, are pointed out. h is shown that each technique produces a different

Wis., Oct. 1-4, 1962. ) type of weld. Each method has different merits whzch determine

Weldin_ Journal, Research Supplement, vol. 42, Mar. 1963, ".he applications for which it is suited best.
p. 134. s-144-s.
Contract No. NOas 59-6227-c.

Experimental investigation of the properties of weldments of A_1-1_147
the so-called "Super Alpha" alloys. In this category are ELECTRON BEAM WELDING OF LARGE AEROSPACE STRUC
Ts-8AI-IMo-IV, Ti-5AI-5Sn-5Zr, and Ti-7AI-12 Zr. The metal- TURES WITH PORTABLE VACUUM CHAMBEP._q.

largical characteristics of these alloys are described, and welding Gerald V. Anderson (North American Aviation, Inc., Los
and testing pror_.,ahzres are _.onssdered. The mechanical proper- 3ngeles, Calif.)
has are evaluated: (1) longitudinal and transverse weld room- Society of Automotive Engineers-American Society ol Na_-al

temperature tensile and bend, (2} room-temperature tensile, Engineers F National Aero-Nautical Meeting, Washington, D.C.,

(3) room-temperature and subzero notch and unnotched tensile, Apr. 8-111 1963_ Paper 676A. 6 p.
(4) elevated-temperature creep, and (5) stress stability. Results Description of a new concept that permits the electron-beam

process to be used for final assembly welding oI large productionof the tests are given in tabul'r and graphscal form. The proper-
ties of each alloy are discussed individualiy, and then compared parts. With this concept, 70-R long production joints are being
with each other. It is seen that good welded properties are ex- welded. By using a relatively small portable vacuum chamber that

hlbited by all the alloys, fits _n top ot the parts to be welded, just the area around the joint
is evacuated. Specially designed seals allow the electron gun,

mounted on a lid, to slide along the top of the chamber, making
A63-1409S 5-It !ong runs at speeds up to 60 in./min.
ELECTRON BEAM WELDING.

James R. King (Sciaky Bros. , Inc.. Electron Beam Applicatson, A63-15226

Chicago. I11. ) SOLID STATE WELDING OF BERYLLIUM.

Assembly and Fastener Engineering, vol. 6, Mar. 1963, p. Z4-29. E.M. Passmore fManlabs, Inc., Cambridge, Mass.)

Examination of the current status of electron-beam welding. (American Weldin s Societ)', Annual Meeting, 44th, Philadelphia,
The theoretical aspects are briefly discussed. Electron-beam- Pa., Apr. 22-26, 1963. )

welding equipment is described and diagrammed, including the Weldin 8 Journal, Research Supplement, vol. 4Z, Apr. 1963,
following features: (1) a vacuum chamber, (Z) a pumping system p. 186-s-189-s.
to provide and hold proper chamber vacuum, (3) electric controls, Contract No. AF 33(616)-5913.

(4). motor-driven work carriages, (5) an electron gun, and (6) power Investigation of the welding of both (1) hot-pressed and (Z) hot-
supplies. Electron-beam system design for deep-penetration pressed and extruded beryllium powder, using the differential
welds is d_scussed in relation to the special characteristics of the thermal expansion between the berylliutn specimens and a molyb-

electron beam and the type of weld desired, deuum clamp to hold the adjoining surfaces in contact while indue-

A63-14133 A63-18106
EFFECT OF A JOINT GAP ON CRACKING IN I_IGH TENSII,E WELDING TITANIUM.
C-Mn STEE L. Production Technology. vol. I, May 1963, p. 74-76.

3. D. Sutherland. Discussion of the methods of fuslon-welding of titanium. To

Brstlsh Welding Journal L vol. I0, Mar. 1963, p. 71-79. protect against atmospheric contamInation in titanium welds, argon
Experimental investigation of the effects of a . 06Z5-m. root shielding of every heated surface is used. Argon protection of the

gap between high-tensde C-Mn steel members prior to fillet upper weld-surfa'=e and of the weld undersurface is described.
welding. The experimental methods are described. Tests, made Briefly considered are welding cabinets which must be used when

with low-hydrogen and ruttle-coated electrodes, are discussed, complex components make adequate shielding difficult. A schematic
and the results are listed in tables. It is shown that when rapid diagram of a typical argon-arc welding fixture is presented. Weld-
cooling rates are encountered, there is an increased risk of weld- Ing equipment, sheet preparation, and the general characteristics
heat-affected zone cracking m the presence of such a joint gap. It of titanium butt welds and fusion welds are discussed. Other math-

is concluded that a gap reduces the effectiveness of low-hydrogen ods of joIning considered include resistance welding and flash-butt
welding. The chief defects in welds, porosity and hardening, are

electrodes as a means of making crack-free welds at rapid cooling described, and methods for their elimination are outlined.
rates. Ways of nullifying the deleterious effects of a root gap in

fillet joints are outlined.

A63-19329
A63.14303 A STUDY OF WELD HEAT-AFFECTED ZONES IN THE TITANIUM

ADVANCED PRODUCTION. 6AI-6V-25n ALLOY,

Irwin Slambler. R.E. Lewis (Lockheed Aircraft Corp., LockI:eed Missile and Space

Space/Aeronautics, vol. 39, Apr. 1963, p, 84-88. Co., PaloAlto, Calif.)and (K. C. Wu (U.S. Army, Watervliet
Survey of recent production techniques that have been developed Arsenal, Research and Engineering Division, Industrial Processes

to accommodate the increased size of r,_issile parts and the minia- Branch, Watervliet, ?_.._.).
turized missile system components. Diffusion bonding and elec- Weldin_ Journal¢ Res_.ar£h Supplement, vol. 42, June 1963,

tron-beam welding, and explosive welding techniques are becoming p, _41-s-_49-s; Discussion, p. ,.49-s-251-s. 37 r_is.
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investigation of high-strength, alpha-beta-type titanium 6AI_

6V-ZSn aUoy to disclo,e the prope rtie s in _.ld-heat zone s and de- 1964termine the effect of weld variaoles and heat treatment on these

properties. Resul_s show that the preheat is the most influential

factorinret.....gtou h........ lo.o.-treated-and-agodb......t- IAA ENTRIESat. Welding without preheat causes severe losses in impact strength
and notched tensile s;rength, which could not be recovered by ageing

t reatments afte rward or by re solution t renting and ageing, l_.4echa_i s ms
causing changes i. properties are studied by X-ray analysis and
photomic rographic techniques.

A64-11145

A63-24201 THE BRAZING OF T;.TANIUI : TO ALUMINUM.

WELDING OF ELECTRONIC MODULES FOR THE POLARIS f. Bollenra:h and G. Metzger (Rhetntsch-Westf3hsche Techn;st he
MISSILE. Hochschule. instttut iQr VerkstoffloJnde. Aachen. Ger:nan._).

G. Allen and ft. W=_ttstein (Lockheed Aircraft Corp., Lockheed {American ',Veldini[ Soctet)-, Anra=al Meeting. 441h. Philadelphia.
Nh_les and Spd_,: C,_,., Sunn:._ale. Calif.). Pa., Apr. 32-26. 19_].)
IEEE Transactions on Product Engmeerm_and Production. Weldin_ Jo.irnal, Research Supplement, vol. 41. Oct. 1q63, p. 44Z-s-
vol. PEP-7. Sept. 19_3, p. 1-7. 453-s. _=3 refs.

Investigation of the po.stb:hty of x, eldmg electronic module . Discussion of the problems of b_azing the dissimilar metal com-
Microw,_lding Is discussed in terms of design and materials prob- bination of aluminum-titanium with respect to the metal properties

IetPs, and necessary lead dtmenslons, welding equspment, weld and previous bcazing experience. ._m investigation of the stir-r-
schedules, and quahty control. Thousands of _elds made and alu/ninum alloy system showed that, under the conditions prevailing
tested offer evidence that nickel, rJumet, and Kovar are weidable during the experiments, a completely eutecttc mtcrostructure was

lead materials to nickel interconnecting media, obtained at 33 v_.% alum=num. The reactions under simulated braz-
ing conditions between titanium and the materials aluminum and its

binary alloys with silver, zinc and silicon were investigated. The
strength of the brazed joints of the combination titanium - Ai - Mg -

A63-25094 St alloy was also investigated wherein the brazed joint was sub-
ELECTRON BEAM WELDING TECHNIQUES AS APPLIED TO jeered to the hardening treatment for thp Al - MR - Si alloy. A
AEROSPACE STRUCTURES. bend test of lap joints (torch-brazed) of the combinations titanium -

.q.obcrt Baktsh. aluminum and titanium - AI - Mg - Si alloy with the silver - aluminum
SAE Transactions, vol. 71, 1963, p. IIL-12I. 17 refs. filler metal showed that the bend angle, before failure occurred,

_view of the properties and generation of electr.'2n b_ams used varied from 40 to greater than 90 degrees. In general, It is found
for welding. Among the areas discussed are tooling for electron that the influence of the thickness, in the range investigated, of the

be.am welding and accomplishments with electron beams in joining mtermetallic-compound layer on the strength of the brazed joints
aerospace materials, including beryllium, titanium and its alloys, was of minor significance. It is shown that the form of the test

and high-strength steels, specimen and the brazing process used to have a much greater in-
fluence on the strength.

A63-.25136 A64-11147

ELECTRON BEAM WELDING. WELDABILITY OF RENE 41.

E. G. Nunn (Edwards High Vacuum, Ltd. , Crawle_, Sussex, W. Scbwenk and A. F. Trabold (Grumman Aircraft Engineering
England). Corp. , Bethpage. N.Y. ).

Engineering Materials and Desien, vol. 6, Sept. 19_3, p. 640-644. Weldln_ 3ournal, Research Supplement, _ol. 4Z, Oct. 1963, p. 460-s-
14 refs. 465-s.

Description of electron-beam welding techniques used for re- Brief summary of investigations of the weldablhty of Rene 41.

fractory metals, as well as for .nore common metal-% such as Three processes - gas tungsten-arc welding, electron beam welding,
stainless steel. Considered are electron-beam machines, guns, and resistance spot-welding - were used to evaluate the weldabihty

and welding techniques. Among the advantages of these techniques of t|us high temperature nickel alloy. The results of the program
are the minimization of atmospherlc contamination, the high de- indicated that Rene 41 is a weldable alloy. However. special care
gree of control of electron-beam power, the very high heat con- should be observed in spot welding this materlal. The fusion welded
contention of a beam of electrons on ira?act, and the fine focus and base metal possessed high mechanical properties with joint efft-

very low mechanical force of such a beam. ctencies exceeding 85%.

A64-11952

A63-25247 RECENT ADVANCES IN ELECTRON BEAM WELDING TECHNOLOGY.

WELDING OF REFRACTORY METALS. 3. W. Meier (United Aircraft Corp., Hamilton Standard Din.,
Harry Schwartzbart (ITT Research Foundation, Chicago, IIL ). Windsor Locks. Conn. ).

IN: HIGH TEMPERATURE MATER!ALS. PT. 2. METALLURGICAL _Amerlcan Weldml[ Soctety, Rational Fall Meeting, Boston. Mass..
SOCIETY CONFERENCES, VOL. 18. Technical Conference, Sept.._0-Oct. 3, 1963.)
Cleveland, Ohio, Apr. 26, iT, 1961, Proceedings. Metallurgical Welding Journal, vol. 42, Dec. I_63, p. 963-967.

Society, and American Institute of Mining, Metallurgical, and Pe- Review of preliminary tebts conducted to determine the welding
tro|eum Engineers. Edited by G. M. Ault, W. F. Barcla'l, and capabilities of production-type high-voltage electron-beam welding
H. P. Manger. New York, Interscience Publishers Din., John equipment at atmospherlc pressure. The welds produced in this

Wiley and Sons, inc., 1963, p. 583-597, Z4 refs. manner are evaluated. Results show that welds produced by this
Discussion of the welding techniques used for the refractory process are quite similar to those pr_ duced by electron beam weld-

metals and their all_ys. Successful je._ning processes include ing in a vacuum, and that these welds have excellent properties.
tungsten inert gas, electron b_am, resistance spot, flash, ultra-
sonic, pressure welding, and brazing; special care must be taken

with respect to atmospherlc contamination, re._idual stresses, and &_-1391|
recrystallization. Generally, niobium and Santa,urn and their alloys DEVELOPMENT OF WELD FABRICATION TECHNIQUES FOR THE

see ntore readily weldable than molybdenum and tungsten. S-IC SATURN V VEHICLE.
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D. M. Daley, Jr. tNASA, Marshall Space Flight Center, Huntsville, welding schedule and jigging procedure are described, and results

Ala. t and D. C. Jefferys (Hayes lvternational Corp.. Marshall of tensile te_-ts, bend tests, X-ray examinations, and metallographic
Space Flight Center, Huntsville. AIm. h analysis ;nd'icate that the process is capable of meeti._g established

(American Weldmg Society, Annual Meetin 8. 44th. Philadelphia. Pa. , welding requirements. The proces._ is applicable to space vehicle
Apr. 22-26. 196.3. } c')_ rucUon where metals of high strenl_th-to-we;.ght ratio must be
Welding Journal. vol. 43, Jan. 1964. p. 34-41. employed.

Discussion of some of the problems that have been encountered

m. as well as welding methods and techniques deve; ped for. the A_I.I$_GF 6

fabrication of the S-IC booster stage of the Saturn V vehi¢lr. In BRAZING OF THIN GAGE RENE 41 HONEYCOMB.
particular, the weld fabrication of the S-IC vehicle is considered. L.H. Stone. A. H. Freedman. and E. B. Mikus (Northrop Corp..
Included is information on material selection, the vertical assembly Not.air Div.. Materials Sciences Laboratory. Hawthorne Calif, ).

w_th soft tooling, and the evaluation of the welding process and (American Weldin_ Society, National Fall Meeting. Boston. Mass. ,

equipment for producing high-quality, reliable structures that are a Sept. 30-Oct. 3. 1963. )
necessity in the giant space vehicles. Weldin_ Journal. Research Supplement. vol. 42. Sept. 1963.

p. 397- s-403-s.
A_ld_i3912 Study of commercial braze _lloys for Ren_ 41 honeycomb

WELDING CHARACTERISTICS OF LAI41XA bYtAGNESIUM-LITHIUM brazing. A Ni-Cr-Si-Mn braze alloy appeared to be the most
ALLOY SHEF_T. promising and v.as s_:bjected to a detailed study. This alIoy was

A. T. D=Amtesa and E. Willner (Lockheed Aircraft Corp.. Lockheed also evaluated using a *'diffusion sink" concept of brazing to fur-
Missiles and Space Co., Sunnyvale, Calif. }. ther reduce braze alloy-base interaction. Some of the process

(American Weldin[[ Society. Annual MeetinL 44th. Philadelphia. Pa., parameters established included: amount of braze alloy required
Apr. 2Z-26. 1963. ! for a given panel configuration, method of braze alloy placement.
Welding Journal, Research Supplement, voL 43. Jan. 1964. p. l-s - optimuL_ brazing ter-per_tures, and length of time at brazing tem-
9-s. 20 refs. peratore. The infh:_.nce of the selected braze alloy, braze cycle.

Expe_ rin, ental investigation of the mechanical properties of the and postbraze heat treatments on the mechanicaI and metallurgical
gas tungsten-arc welded LAI41XA magnesium-lithium alloy. A properties of the base metal as well as the braze joints was deter-
semiautomatic gas tungsten-arc equipment consisting of a stationary mined by short-time tensile and lap shear tests at 60.0°F and
electrode holder and an automatic electrically neutral - i. e.. cold 1850°F. and metallographic analysis. Successful txansition from
ware filler metal feed assembly is used for weld:-_ in this brazing of laboratory honeycomb specimens to full-scale Z4 inch to

investigation. It is found that inert-gas backing _, 'ecessary to 36 inch production panels using an infrared quartz lamp process
avoid the formation of a centerline-rootside oxide-_hut. However. was accomplished with minor modification of the laboratory pro-

the I..AI41XA alloy can be successfully welded without backside cedurcs. Presently planned space vehicles will require the use of
shielding and oxide-shut formation by unconventional techniques, moderately hot str_tctures in certain areas and Rune 41 honeycomb
These techniques include chilling the rootside of the joint on a brazing can fill this need.

backing fixture. "casting" the weld fusion metal rote a backing groove.
or formation of unusually large weld fusion zones where sufficient ' A64-]5_
liquid-state occurs. Restraint hot or delayed cracking due to MICROMINIATURE ELECTRON BEAM WELDED CONNECTIONS.

welding does not appear to be a problem with the LAI41XA alloy. D.J. Garibotti (United Aircraft Corp.. Hamilton Standard Div,
Electronics Dept., Broad Brook. Conn. } and W. V. Lane (U. S.

Army. Electronics Research and Development Laboratory, Fort
AIMHI4876 Monmouth, N.J. ).

RESISTANCE WELDING OF INCONEL 718 NICKEL BASE ALLOY. (American Weldin8 Society, National Fall Meetinl_, Boston. Mass..W. D. Padian and R. P. Robelotto (North American Aviation. Inc..

: Research and Development, Metallic Materials Laboratory, Los Sept. 30-Oct. 3. 196 3. )

Angeles. Calif.). Weldin 8 Journal, Research Supplemen t, vol. 4Z, Sept. 1963,
(American Welding Society, Annual Meeting, 44th0 Philadelphia. p. 417-s-4ZT-s. 5 refs. :Statistical type reliabili*y study of electron-beam joining tech-

Pa., Apr. 22-26, 1963.) niques with associated fixturing used to develop a high termination
Weldin 8 Journal_. Research Supplement, vol. 45, Feb. 1964, density interconnection system for the integration of microminia-
p. 49-s-56-s. turized electronic components of the thin film and integrated circuit

Outline of an investigation _f the spot and seam welding charac- variety. The interconnecting system is composed of ten stacked
teristics of Inconel 718 nickel-base alloy. This wrought material wafers. The v:afers are joined by means of peripheraI conductor
has excellent strength at elevated temperatures .ranging from 800 ribbons on all four sides, yielding a structure with 80 interwafer
to 1, 300°F. The characteristics of the alloy were determined for conductors and 800 electron-beam welded joints on 0.0Z5 inch cen-
_.:-, material thicknesses and heat treat conditions, and the speci- ters. "/he interconnectlon technique is suitable for application to

,, mens were evaluated by X-ray and metaliographlc analysis. The almost any wafer dimension and geometry. The reliability of the
quahty, strength, edge distances, and minimum allowable no-shunt
spot spacmgs wer_ the features studied. The results indicate that process is n_easured in terms of mechanical and electrical charac-teristics of the interconnections which are tested initially and after
postweld ageing _ncreases joint properties up to 90% of aged tensile
ultimate strength for 0.0Z0 m. material and up to 70% for 0. 060 in. environmental exposure. Statistical techniques are utilized in the

reliability testing of pull strength, weld resistance, thermal shock,
material, ambient temperature r_nge, and vibration. Electron-beam welding

is found to be a statistically predictable, exceptionally reliable

A64-1S274 joining process."

WELDING THIN WALLED TITANIUIV: PRESSURE VESSELS.

G, Pagnotta and G. W, Hume (General Electric Co., Schenectady, A64-15628
N. Y. ). FUSION WELDING OF BERYLLIUM. :

(American Weldin 6 Society, National Fall Meeting, Boston, Mass., E.M. Passmore (Avco Corp., Research and Advanced Develop-
Sept. 30-Oct. 3. 1963. ) merit Div., Wilmington, Mass. ).
Weldin 8 Journal, vol. 4Z, Sept. 1963, p, 709-714. (American Weldinl_ Societ}" t Annual MeetinR r 44th, Philadelphia r

Discussion of the gas tungsten:arc process for welding thin- pa. _ Apr. 22-Z6, 1963. )
walled titanium pressure vessels. A 0. 015-inch-thick wall pressure Weldin 8 Journal, Research Supplement, vol. 43, Mar. 1964,
vessel weighing only 6 pounds is successfully fabricated in a dry p. ll6-s-lZS-s. ;_4 refs.

box under an argon atmosphere. The welding machine is an ac-dc Contract No. AF 33(616)-5913.
unit with gas and water controls and maximum current capability Investigation of the joining of beryllium (Be) plates by gas
of 200 amperes. Welding-grade argon and a lightweight electrode tungsten-arc braze welding and fusion welding with ac current,

holder with a 2-1_ercent thoriated-t,.mgstenelectrodegro_md toconical in order to evaluate these techniques for applications at tempera-
shape are employed. The process of degreasing the parts with lures to 1300°F, and to elucidate some factors affecting weld quail-

acetone is described and operation of the dry box is explained. The ty. Braze welds were made using filler strips of an aluminum-lZ
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silicon alloy and of unalloyed silver, arc melted in place. It is A64-1769]
found that, although Al-12Sz braze welds do not appear to be useful INTERCONINECTION TECHNIQUES FOR MICROCIRCUITS.

for elevated temperature applications, transverse tensile strengths F.Z. Hoister, R. D. Engquist, and J. H. Holtey (Hughes Aircraft
of Ag braze welds amounting to about If, 000 psi at lJ00°F indicate Co. , Cuiver City, Calif. ).

a potential usefulness for _uch applications. The tendency toward IEEE Transactions on Component Parts, vol. CP-II, Mar. 1964,
tearing and c,racking during fusion welding was found to be reduced p. 33-41. 13 refs.
by increasing prehe=t temperature and by decreasing speed and Brief consideration of inte=connection techniques for micro-
current, as long as comparisons are made between fusion zones clrcuits, including the materials, processes, and equip:_nent used.

of similar size and geometry. Additions of aluminum to the fuslon The followlng techniques are discussed: soft soldering; reslstance
zones in amounts of about l percent or less were found to promote welding; series weldlng; parallel-gap welding; ultrasonic _elding;

tearing. Variations in the susceptibility to tearing encountered in thermocompression bond:ng; -.lectro_.iating, conductive _.dhesives;
the various lots of Be tested were attributed to variations in the AI deposited films; percussive arc welding; electror_ beam w.:Idlng;
content, and laser welding. The two techniques predominat_ly used in

today:s mirrocircuitry production are soft soldering and res!sta_,ce

A64-16074 welding.
SPOT WELDINC_AGED 16 S. W.G. AND Z2 S. W.G. NIMONIC 80A

AND NIMONIC 90. A64-tq180

D. N. Waller (British Welding Research Association. London. WELDING OF 18% Nt-Co-Mo MARAGING ALLOYS.

England). C.M. Adams, Jr. and R. E. Travls (Massachusetts lnstltute of

(British Welding Research Association, Report B4/18/63, Oct. 1963. ) Technology, Dept. of Metallurgy, Cambridge, Mass. ).

British Welding JOurnal, vol. II, Apr. 1964, p. 18_t-188. S refs. (American Weldin R Soclety, National Fall Meeting, Boston, Mass..
Presentation and evaluation of various methods for removing the Sept. 30-Oct. 3, 1963.)

tenacious oxide film prior to welding. Spot welding conditions are Welding Journal, Research _upplennent, vol. 43. May |964j
given for welding aged 16 s.w.g, and Z:_ s.w.'g. Nimonic 80A and p. 193-s-197-s.
Nimonic 90 which enable post service repairs or modifications to be Experimental investigation of the welding of 18°_ Ni-Co-Mo

made to aero-engines. Static cross-tension and shear strengths of ma,'a_ing alloys used in large structures where quench-and-temper
spot welds made in the aged material are determined and compared heat treatment of assembled components is difficult to accomplish
with the strengths of welds made in solution treated sheet and wzth with commercially available heat-treat eqmpment. Weldments are

post-weld-aged weld strengths. [t is emphasized that careful deposited on 18_ Ni maraging steel ranging in thlckness from 0. 065
control of the electrode tip condition during welding must be exer- to 0.500 in. by the electron beam, permanent electrode and con-

cised. Weld c_-rent variations i14%) from those reconunended will sumable electrode processes. Uniaxial and biaxial tensile strength:
produce low strength welds (50%). and joint efftciencies are determined for the various w _.ding pro-

cesses and heating cycles. In addition, the peak temperatures ex-
A64-17239 perienced during welding in the heat-affected zone are deter:nined.
WELDING NICKEL-IRON ALLOYS OF THE INVAR TYPE. and the darkly etched regions are identif'.ed with specifi_ peak tem-

C. E. Witherell (International Nickel Co. , Research Laboratory. peratures and correlated with micro- and macrostructures. Trans-
Bayonne, N.J. ). verse tensile testing of all weldments solutiooized and aged subse-

(American Welding Society, Annual Meeting, 4Sth, Det]roit, /viich. quent to welding exhibited joint efficiencies that are of an average
May 4-8, 1964. ) value of 96%.

Weldin 8 Journal, Research Supplement, vol. 43, Apr. 1964,
p. 161-_-169-s. 23 refs.

Study of the welding characteristics of mckel-iron all_ s of the A64-19789
i Invar type in both sheet and plate thicknesses. Welds produced LASER WELDING FOR MICROELECTRONIC INTERCONNECTIONS.

i using filler metal of standard composition were porous and hot Herman RischaU and .}'ames R, Shackleton (Hughes Aircraft Co. ,
; cracked. Additions of deoxidants such as manganese ..nd carbon Ground Systems Group, Fullerton, Calif. ).

effectively controlled the hot cracking and the porosity was elimi- (Institute of Electrical and Electronics Engineers , Electronic

i hated by the addition of titanium. Sound and ductile welds having Components Conference, Washington, D.C. , May 5-7, 1964. )properties essentially matching those of the base metal were made IEEE Transactions on Component Parts, vol. CP-II, June 1964,
using covered electrode and gas shzelded processes and a modified p. 145-151.

filler metal. Evaluation of laser welding for the fabrication of intercomtecting

A64-17240 rnicroelectric assemblies. A ruby laser is employed in this inves-
tigation. The ability to join d'issimilar rnaterlals having thickness

differences of the order of 50 to I is shown to be possible through
IMPROVEMENT OF GAS METAL-ARC SPOT WELDS.

:, S.A. Agnew and W. N. Canulette (Air Reduction Co., Inc., Air the use of a laser. The feasibility of welding to thin films is dern-
Reduction Sales Co., Process and Equipment Development Dept., onstrated by metallurgical examination of the welded connection.
Murray Hill, N.J. ). Welds are evaluated by visual inspection, rnacrosection, and micro-

t (American Weldin_ Society, Annual Meeting. 44th, Philadelphia, section. Preliminary results of substrate studies indicate that un-

Pa...Apr. 22-26, 1963. ) glazed alumina is a satisfactory material for this process.

• Weldin_ Journal, Research Supplement, vol. 43, Apr. 1964,
p. 184-s-192-s.

Report of an investigation sponsored by NASA to develop suitabh

equipment and processes for the arc spot-welding of lap joints of A64-20667
aluminum alloy in three different thickness combinations. In a EXO-FLUX WELDING OF STAINLESS STEEL TYPE ALLOYS.

series of 1O0 consecutive welds, the difference between the minimum R.A. Long, R. A. Caughey, and W. Bassett (Telecomputing Corp.,
and maximum strengths was required to be less than 2S% of the Narmco Research and Development Die., San Diego, Calif. ).

average strength of the series. A constant and minimal amount of (American Welding Society_ National Fall Meetln_ Milwauke%
heat input during arc initiation and a constant thermal conductivity Wis. r Oct. 1-4, 1962.)

at the joint interface were necessary to meet NASA' s requirements. Weldin_ Journal, ass.c arch Supplemen_t , vol. 43, June 1964,
The necessiLry control of heat input was provided by Lhe use of an p. 259-s-264-s.

electrode retraction system for achieving consistent and rapid es- Description of the exo-flux bonding concept, in which "exo"
tablishment of a stabie arc at the electrode tip. With the improved refers to a novel exter.ally applied heating tape which provides

beat control, less buckling end more uniform buckling of the top locah_cd h_gh-cncrgy heat inputs to the parts to be jom_d, and
sheet took place, and as a result the variation in thermal conduc- "flux" refers to the elemental metal-donating compound (e. g., _

tivity at the interface was reduced. It was found possible to pro- boron oxide, B203, which supphes elemental boron). The applies-
duce welds in.excess of NASA's strength requirements, but the tion of the method to the bond=ng of PH 15-7 Mo, AM 350, AM 355,
variation in strength was greater than that desired, although better and A 286 stainless steels is described, as is the adaptation of
than that obtainable with commercial equipment, overlap fabrics*ion processes to honeycomb sandwich bonding.
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A64-20799 voltage and arc length have been minlm,zed by the constant current"

DISTORTION CONTROL DURING WELDING OF LARGE STRUC- characteristscs of the power source, and through _losed-loop feed-
TURES. back. An arc starting mechanism Is included whzch provides pre-
J. R. Stitt (R. C. Mahon Co. , Detrolt, Mich. ). cise and reliable arc mttlatlon at all weld currents.
Soci_,ty of Automotive Engineers and American Societal of Mec_.i_mi-
cad Engineers. Air Transport and Space Meeting, New York, N.Y.,
Apr. Z7-30. 1964. Paper 844B. 8 p. A64-21979
Members, $0.75; nonmembers, $I.00. PROCESS A.ND DESIGN CRITERIA FOR RESISTANCE WELDING

Discussion of distortion problems resulting from the arc RENE 41.

welding and subsequent cooling of large structures. The causes of D.T. Lr.vell and C. N. Anderson (Boeing Co., Aero-Space Dlv.,
thas distortion are discussed, as are methods for anticipating the Seattle, Wash. ).
dsrection It will take. Some available means of distortion control (Arr.erican Weldin _o_.Soclety ........AnnualMeetm_, 45th, Detroit, Mich.,
are described, including preformiog before welding and the use of May 4-8, 1964, Paper.)

an oxy-gas flamt- to apply corrective V-shaped heats. The use of Welding Journal, Research Supplement, re', 43, July 1964,
distortson _ontrol techmques ts tllustrated and lr.cludes apphcation p. 307-s-319-s. 6 refs.

to the fabrication of eight 79-ton, 132-ft-long columns fozming part Report of a research and development program :o (1) develop
of adestruct=ve test stand for the Marshall Space Flight Center. improved resistance welding techniques, (2) determ:ne the effect

of spot and seam weld qual:'._ on joint properties, and (3) establish

realistic processing controls for resistance welding Rene 41 for

A64-21065 elevated temperature applications. Welding paran_eters were in-

DIFFUSION WELDING. vestigated, and weld quality characteristics were evaluated. Ther-

W. A. Owczarski (United Aircraft Corp., Pratt and Whitney Air- real cycling tests were conducted. The best overall welding tech-
craft D_v., East Hartford, Conn.). niques employed preheat and maintained critical control of the heat

Society of Automotwe Engineers and American Society of Mechanical buildup. Unequal joint thickness combinations were found diffi_.ult
to weld, but by use of removable metal shims it was found possibleEngineers, Air Transport and Space Meetin s, New York, N.Y.,

Apr. 27-30. 1964, Paper 849A. 13 p. 28 refs. to weld at unequal thicknesses as high as 9:_. Metallurgical studies
Members, $0. 75; nonmembers, $1.00. of Ren_ 41 base metal at elevated temperatures were conducted.

Review of the salient features and best known applications of Based upon results of this work, a spct-weldmg machine was ac-

diffusion welding. An attempt ts made to provide a working dehm- quired which proved highly successful Engineering quality and ex-
tlon of th_s technique, as well as a comprehensive rewew of the perimental production process control criteria were established
manner m whzch it has been applied in many industries. A brief from exammation of various weld quality characteristics.

account of the important technical features of the process, including

the parameters to be dealt with in applying diffusion welding to AG4..2"JO08
specific problems, ss presented. INTF, RCONNECTION TECHNIQUES FOR MICROCIRCUITS.

F. Z. Keister, R. D. Engquist, and J. H. Holley (Hughes Aircraft
Co.. Culver City, CaIif. ).

A64-21706 IN: ANNUAL MICROELECTRON[CS SYMPOSIUM ON THE DE-

ELECTRON BEAM AND LASER TECHNIQUES FOR JOINING. VELOPMENT OF MICROELECTRONICS THROUGH MATERIALS
W. J. Farrell (Sc_aky Brothers, Inc., Ch,=ago, Ill. ). INTEGRATION, THIRD, ST. LOUIS, Me., APRIL 13-15, 1964.
IN: MATERIALS SCIENCE AND TECHNOLOGY FOR ADVANCED PROCEEDINGS.

APPLICATIONS; PROCEEDINGS OF THE GOLDEN GATE MATE- St. Louis, Me., Institute of Electrical and Electronics Engineers,
RIALS CONFERENCE, SAN FRANCISCO, CALIF., FEB. 13-15, "inc., 1964, p. V-A-I to V-A-9. 13 refs.
1964. VOLUME Z. Description and comparative evaluation of the materials, equip-
Conference sponsored bythe American Society for Metals. ment, and processes involved m the welding and bonding of micro-
Berkeley, Cahf., AmericanSoclety for Metals, 1964, p. 451.,510. csrcuitry. Covered are soft soldering; resistan=e welding; series

8 refs. welding; parallel-gap welding; ultrasonic welding; thermocom_res-
Discussion of electron beam welding, which has become an sion bonding; electroplating; conductive adhestves; deposited hires;

• important tool for aerospace fabrication. The unique characteris- percussive arc welding; electron beam _veldmg; and laser welding.
tics of electron beam welds are said to be related to the purity of It is concluded that no one technique is suitable for all applications,
the atmosphere in which the weld takes place, and the htgh power although soft soldering and resistance welding, because of their
density which _s possible to attain, resulting in narrow, deep pen- proven rehability, at present predominate. Laser welding and

etrating welds of high joint efficiency and greatly reduced distortion electron beam welding, while still under laboratory evaluation, are
and warpage. The process is now being applied to mtcro-circultry seen to offer more long-range potential than other techniques, but
welding, general aerospace fabrication and repair. A ne_v field of requtre fairly ex_ensive equipment and well-trained personnel.
application has been opened with the development of very powerful

electron beam welders - in the order of 30-kw total power - and of A64-22075

automatic power programming: that of we]ding heavy fabrications TECHNIQUES IN THE FABRICATION OF WELDED AND EN-
to replace large forgings. CAPSULATED HIGH DENSITY ELECTRONIC PACKAGING. H.

S. Maszy, H. L. Uglione, Jr., A. R, Bell, Jr.,'and R. Spanholtz
A64-21978 (Martin Marietta Corp., Martin Co, , Orlando, Fla. ),

GAS TUNGSTEN-ARC WELDING TECHNIQUES WITH A NEW (Institute of Electrical and Electronics Enj_ineers, International
ELECTRONICALLY CONTROLLED POWER SUPPLY. Convention, New York, N.Y., Mar. 23-Z6, 1964.)

F. J, Grist and R, L. Hawkins (Miller Electric Manufacturing IEEE International Convention Record, eel, IX, pt. 9, 1964,
Co., Appleton, Wis. ). p. 111-119.

(Amertcan Weldin 6 Societ),, National Fall Meet_nji , Boston, Mass., Review of a program to develop improved module fabrication
Sept. 30-Oct. 3, 1963, Paper. ) methods using encapsulant materials and various methods of rests-

• Welding .Tournal, eel. 4_, July 1964, p. 598-604. lance welding. Data presented are based on the evaluation of the

Description of a less-expensive, sophisticated power supply to welding transfer molding and welding of over 1600 modules. Among
enhance commercial acceptance of the welding techniques. A weld- the results of the study are: (1) all component lead materials were

ing machine designed especially for thin-gage base metals was de- weldable, although lead-tin coated leads are found to be undesirable;
veloped. Using the gas tungsten-arc process, high-quality (MiI-T- (2) specific weld 0chedules need to be established for each welding
Specihcation) spot and seam welds can be produced with excellettt machine for each combination of matersal and size; (3) micromodules

_" consistency and reliability. The equipment is somewhat more corn- can be manufactured with less than 1/2% or I% rejectior, :ate on an

plex than the average gas tungsten-arc unit, but is not considered economscal basis; (4) encapsulation of micromodules by transfer

to be so exotic as to be prohibitive to the small commercial operator, molding techniques reduces time awl manpower considerably; and

lnfin:tely flexible controls are provided for adjusting to desired cur- (5) the hi-tower method of Fackagirlg enhances the welding process
rent programs. The effect of uncontrollable variables such as line by its case of fabrication.

k" -
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A64-23530 A64-24592

ULTRASONICS IN WELDING. BONDING, BRAZING, AND WELDING.N. A. Ol'shanskii and A. V. Mordvzncseva.
M. D. Davis (Beech Aircraft Corp., Wichita, Ken.), F. L.

I'_:ULTRASOUND IN INDUSTRIAL PROCESSING AND CONTROL Edmondson, D. C. Mason, Franc*s H. Crane, A. E. Unruh

(SOVIET PROGRESS IN APPLIED ULTRASONICS. VOLUME I). (General Dynamics Corp. , New York, N. Y. ), Arthur N. KuglerEdited by V. F. Nozdreva.
(Air Reductlon Co. , Inc., Air Reduction Sales Co. , New York,

New York, Consultants Bureau Enterprises, Inc., 1964, p. 58-68. N.Y.), and Frank R. Swaney (Space Technology Laboratories,
8 refs. Tran#Aation. Inc., Redonao Beach, Cahf.).

Exp=.r*mental *nvestlgatton of the possible areas o* application IN: TOOLLNG FOR AIRCRAFT AND MISSILE MANUFACTURE.
of ultrasounds in welding and of the development of ult:asonic

welding technology and equipment. It is stated that ultrasomcs Edited by Frank W. Wilson and Walter R. Prange.
may be applied in welding practice on a much wider scale than in- New York, McGraw-Hill Book Co., 1964, p. I09-163.

Descrtptlon of methods of joxning metallic and nonmetaihc
d*cated *n the foreign literature. Ultrasonics is _ ud to have the materials. In recent years the availabilityof strong adhesives of

following potentlalareas of apphcat*on in weldxng: (1)itmay be uniform quality and *.hedemands of high-speed flighthave c,lusedused as a source of energy to weld together both metals and non-

metals m spot welds, seam welds, and butt welds; (Z)ultrasounds, the replacement of many comI)onents of conventions/ structure by

combined with conventional contact welding, may simplify the adhesive-bonded components. The primary advantage of adhesive
welding process; (3) m arc welding and electrosiag welding, the bonding is high strength. Itis, however, a precise process, and

handling and storage are major problems. Adhesives, honeycomb

manufacture, and working procedures are described. Controlled

atmosphere brazing is discussed with reference to materials.

detail fabrication, preparatior_ assembly, brazlng fixtures, atmo-

spheres, pressure application, post-braze operations, and quality
A64-23756 control. Welding processes are described, with mention of pre-
NEW DEVELOPMENTS IN ELECTRON BEAM WELDING. heating, post-weld thermal treatment, design considerations,

J. L. Solomon (Sciaky Brothers, Inc. , Chicago, Ill. ). fixture design concepts, and welding fixtures.

American Soclety of Mechanical Engineers, Production Engineer-
ing, and American Society of Tool and Manufacturing Englneere,
Conference and Exposition. Detroit, Mich., Apr. Z0-24, 1964,

Paper 64-Prod-lZ. 17 p. A64-24777
Members, $0.50; nonmembers. $I.00.

Review of the state of the art. In this process, a beam of fast- RESISTANCE SPOT AND SEAM WELDING FV520S SHEET.
I, F. Squires (British Welding Research Association, London,

moving electrons, accelerated to half the speed of light by high
potentidlS, is focused by electrostatic and electromagnetic means England).

British Welding Journal, vol. II, Aug. 1963, p. 394-410. 7 refs.to the smallest possible spot size on the surface of the work piece,

and its kinetic energy is transformed into heat, which brings the "Anistry of Aviation Contract No. KS/I/0110.
_" temperature of the work at the localised area to the melting point. Analysis of the parameters for the resistance spot and seam

The process is carried ont in a vacuum chamber and provides welding of 0. 010-in. -thick and 0. 022-in. -thick sheets of FVSZ0S
particularly narrow welds with depth-to-width ratios of up to 30:l. steel used in airframe skins and stiffeners. Welding conditions

The process is adapted to thin welds and to welding of. refractory and strengths are determined. Postweld heat treatment was

metals, readily oxidizeO metals, and vacuum-melted alloys, studied with regard to its effect'on the weld strength. The effect onEquipment generally used is described. Attempts to weld corn- the spot welding conditions of preweld heat treatment was also

ponents too large to go into the vacuum charnbe- have met with investigated. Other factors studied are the effect on the spot we._l
some success and involve use of vacuum seals around the portion of electrode life _ -d weld p_tch, the short-time elevated tempera-
of the component to be welded. Dissimilar materials can, under ture strength, and methods of reducing indentai*on on one surface
some circumstances, be welded by electron beams. Methods of of the sheets being welded.

work-handlin_ are discussed.

A64-25.141
PRODUCTION APPLICATIONS OF ELECTRON BEAM WELDING.

_' J.W. Meier (United Aircraft Corp. , Hamzlton Standard D*v. ,

t A64-24499 Windsor Locks, Corn. ).
JOIN-TNG OF REFRACTORY _.IETALS, (American Society of Mechamcal Engineers, Winter Annual Meeting,
A. G. Metcalfe (SOLAR, Research Laboratories, San Diego, Calif.). Philadelphia, Pa. , Nov. 17-22, 1963, Paper 63 - WA-IZ2.)

IN: THE SCIENCE AND TECHNOLOGY OF TUNGSTEN, TANTA- ASME, Transactzons, Series B - Journal of Engineering for Industry,
LUM, MOLYBDENUM, NIOBIUM AND THEIR ALLOYS; PROCEED- vol. 86, Aug, 1964. p. Z80-Z86,

INGS OF THE NATO AGARD CONFERENCE ON REFRACTORY Descrzption of the operation and application of electron-beam
METALS, OSLO UNIVERSITY CENTRE, OSLO, NORWAY, JUNE welding techniques. The principles of operation and major advan-
23-26, 1963. rages of electron-beam welding are reviewed. -The latter include

Edited by N. E. Promisel. low-energy input, precise controllability, and a high-purity welding
AGARDograph 82. envxronment, The applications of this technique are discussed,

Oxford, Pergamon Press, 1964_ p. 557-570. IZ role. among them its use for weldt*,g blades to turbine wheels, fabricating
Discussion of the state of the art of the joining of refractory titanium elevon tracks for aircrait, hermetically sealing micro-

metals for aeronautical applications. Fusion welding adequate for relays, and repairing and modifying fin,sh-machined components.
aerospace applications, including electron beam welding, tungsten
electrode-inert gas (TIG), and metal electrode-inert gu (MIG), is
described in terms of weld composition, atmosphere, fixturing and
heat treatment, welding speed, and weld bead contour. Resistance &64-25165
welding and ultrasoni_ and flash welding are briefly considered. SPOT AND ST.rTCH WELDING OF 18 S, W.G. AND 12 S. W. G,
High-temperature brazing of the refractory mettls is described, JETHETE M 152 - WELDING CONDITIONS AND WELD PROPER-

as are reactive brazing and weld brazing, Also de!ineated are the TIES.
processes of d,ffueion bonding and pin joining. It is seen that P.M. Knowluon (Britlsh Welding Research Association, London,

niobium, tantalum, and moderate-strength alloys of these metals England).
can be welded to give strengths _nd ductilities approaching those of British Welding Journal, vol. 11, Sept. 1964, p. 462-481, 7 refs.

wrought sheet, bY arc, electron be_r*, and resistance welding. Study of procedures for surface preparation and welding of
AII.y_ with restricted solubility for interstltitls such as molybdenum two thicknesses of 3ethete M 152, a martensltic stalaless steel with
and tungsten, plus tanttlum and niobium alloys rich in the former possible aircraft engine applications. Welding conditions are

mettle, become irreversibly embrittled by recrystalliaation, evtluated for permissible tolerances, strength, consistency, pitch
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and edge <Itstancceffects, stitch woldmg, and electrode wear. columbtum for titanium and aluminum in the nlckel-base alloy_ are

Spot welds dre found to he brlttle,and methods for theirheat considered. Retie'6Z alloy ts cited as an _'xample of 'rlallorlng 'I ,in

treatrnetltare evaluated metallurgically. Elevated temperature alloy for increased w'eldabdlty and hlgh strengtP in i specific

strer_gthsare also determined and compared with sheet strengths, temperature range. F. R L.
The results of the work are presented in data sheet form.

A65-10377
A64.27300 WEL.UlNC ALUMINUM PARrs.

WELDING 3-I/ZAND 9 PER CENT NICKEL STEELS AND 36 PER l{,_waid E. Adkms (Kai_cr Aluminum and Chem,,a} Corp., Kai_,.'r
CENT NICKEL-IRON ALLOY FOR CRYOGENIC SERVICE. .Aluminum and Chemical Sales, Inc., 5kokle, iii.).

J. W. Flannery (international Nickel Co., New York, N.Y. )and Asst_mbl[_ Engineering, eel 7, Nov. ]96.t, p. 35-38.
C. E. Wttherell (International Nickel Co., Research Laboratory, D,qcussion of the three mo._t commonly employed methods of

New York, N.Y.}. ,_elding aluminum and ,alum.hum ,illoyparts: lungfish-arc, inert-
(American Society for Testing{ and Materials, Annual Meeting, bTth, gas-shielded welding (Txg); metal-arc, inert-gas-shielded weld*ng
Chicago, III.,Jt_neZl-Z6, 1964/) (Mix); and resistance spot welding. No attempt *s made to describe

Materials Research and Standards, eel. 4, Oct. 1964, p. 533-539. the processes themselves, rather the aim is to provide a basic
9 refs. undcrstandlng oI the several factors involved, such as oxide film

Discussion of general welding techniques, including the use of rut.royal,wcldmg current, cleaning and degreasmg, fillerwir_

both commercially available and newly'developed fillermetals, selection, and electrode tip shaping. Specific suggestions are of-

Other points thought to be important are included, such as properties le_ed as a guide to good practice with each process. W.M.R..
and treatment of base materials, weld preparation, welding tech-

nique, preheating, andpostheadng. The R-99 fillerwire composi-

tion is reportedly designed to make possible the submerged arc A65°| ! ! 6]
welding of 3-112% nickel steel. The R-100 composition is said to DEVELOPMENT OF ROLL-WELDED SANDWICH PANELS OF

give excellent results as a fillermetal for the gas metal arc process TITANIUM ALLOY.

and to show promise as a core wire for an improved coated elec- J.A. Houck, D. N. WAhams, R. I. Jaffee [Battelle Memorial

trode. Other wires considered to show good performance are the Institute.Columbus, Ohio), and M. J. Lowy [Douglas Aircraft Co ,
ntckel-ba_,eausteniticfillerwires and the modified Invar welding Inc. , Santa Monies, Calif.).

wire. D.H. 1N: SOCI_:TY OF AEROSPACE MATERIAL AND PROCESS ENGI-
NEERS, NATIONAL SYMPOSIUM ON MATERIALS FOR SPACE

VEHICLE USE, 6TH, SEATTLE, WASH., NOVEMBER 18-Z0, 1963.

A64.28171 VOLUME Z.

TUNGSTEN ARC SPOT AND BUTT WELDING OF A CONTROLLED Seattle, Society of Aerospace Material and Process Engineers,

TB.ANSFORMATION STAINLESS STEEL. 1963. 30 p.

A. G. Brain. - .- Description of a process for fabricating production-size

British.Weldin_ Journal, eel. 11, Oct. 1964, p. 531-545. IZ refs. corrugated sandwich panels of titanium alloys. The panels are
Research sponsored by the Ministry of Aviation. bonded by rolling in a pack of mild steel with triangular bar inserts

Experimental investigation of the tungsten arc spot and butt tnterspaced in the corrugations to provide a matrix material to

welding of 0. 02Z- and 0.010-in. thick FVSZ0 alloy sheet. The influ- support the structure during roll bonding. The steel matrix also
ence o1 welding parameters on spot size, and the effect of this on permits forming into shipped sections wiih simple and cOmpound

mechanical properties in tension and shear _re studied. The lnflu- curvature as low as IT. After forming, the iron matrix is removed
cnce of pre- and post-weld heat treatment on the mechanical prop- by acid leaching. For corrugation depths greater thin about 4 in. ,

rites of spot and butt welds is determined. The alloy under study fresh acid ts pumped to the bottom of the leach holes by a manifold

is found to exhibit good weldability in terms of freedom front hot device. The process also can be conducted to provide edge attach-
and cold cracking and the formation of hard and brittlestructures meats and ports to be rolled into the panels. The present scale of

in the heat-affected zone. The use of weld hacking, as well as of a development is up to 36 x 72-m. panels, but the maximum width

small-bore nozzle, is essential for spot welding of 0. 010 ( and of and length of panels are hmt:ed only by rolling mill capacity, The
_" 0.02Z) m.-thick sheet. The consistency of arc striking is greatest quality of the roll-welded joint is reported to be excellent. The

with a gradually tapering electrode. In properly formed welds in urllt area cost aptJears to be considerably lower than for alternative
s ingle-sp_,ishear and tension specimens, the mechanical properties methods. (Author) D.H.
she". a coefficient of variation of 4 to 8% for 0.0it-in. sheet, and

5 to 19% for the 0. 010-in, sheet. V.P. A65-11362
A LASER SYSTEM FOR WELDING AND MACHINING AEROSPACE

METAI_5.

Robert A. Kaplan (TRG, Inc., Melville, N.Y. ).

1965 ILL., OCTOBER 19-21, 1964, PROCEEDINGS. VOLUME 20.

Chicago, National Electronics Conferencej Inc., 1964, p. 929-933.

IAA ENTRIES Contract O.A',C5,l-g,99.Review of the physical principles involved in energy transfer
f_om a laser beam, and description of the principal laser-beam
requirements and of the TRG laser system, with the emphasis on

A6S-10llJl control techniques. Experimental results using the laser welding

WELDABLE SUPERALLOYS. system are presented. The ac.antage of laser-beam processes is

James F. Barker and H. Thomas McHenry (General Electric Co., s.ated to be the extremely high encrgy densities and the precise
Cincinnati, Ohio). control of the beam si_e and shape which are available. =_ecause

Mechan*cal Engineering, vet, 86, Nov. 1964, p. 6:-b5. of these advantages, tt appears that laser-beam proce.Jse$ will
Discussion o_ the weldabthty of _urrcnt alloy sheets. Nickel- find considerable application in speciali*ed machining and welding

base superalloys are liabI_ to cracking in the zone affected by operations, involving either extremely high melting-temperature
weld heat in two ways: hot-short cracking, and cracking during materials, or very small and critical dimensions. M.M.

heat treatment following welding (strain-age, post-weld, or weld-
rest.'atntng cracking). The various types of failures are discussed A65-12099
in some detail, and a restrained-weld patch test is described which NEW DEVELOPMENTS fIN EL, ECTRCN BleAM TECHNO 1. DGY.

has shown excellent correlation wlth _hop experience. Variou_ J, W. Meier {United Aircraft Corp, , Hamilton Standard Die,,
alloys are compared, with an examination of their delayed aging Industrial Products, Windsor Locks, Conn. ).

reactions, With reference to alloy development, comment is made _Antertcan_Welding So¢iety_ National Fall MeetinB, San Fran_imce_
that the stronger superaltoys art. tl, e most difficult to fabricate Calif. f Oct. S-8! 1964 t Paper. )
rote welded turbine structures. The effects of substitution of Weldini Journal_ eel 43, Nov. 196 _, p. 995-931.
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Presentat*on of techniques in electron-beam welding technology. A65-12102

that are claimed to have considerable prattles1 significance. Arcing PROGRESS IN WELDING 9% NICI_EL STEEL.
in the high-voltage gun region, caused by contamination from C.E. Witherell (internat:.onal N_rkel Co. , Inc. , Research Labo-
vapors of the mater*el being welded, particularly aluminum, is ratory, Bayonne, N. J. ) and J. V. Peck (Thompron l:.amo Wool-

prevented by incorporating a bend in the electron-beam optical dridge, Inc. , Cleveland, Oh*o).

column of a welding machine. ? eats have shown that aluminum {American Weld_n_ Society, Annual Meeting, 45th, DetrPit, Mich....._..,

alloys such as 6061 and 7079 can be welded at maximum power and _ 4-8, 1964, Paper.)

low welding speeds over extended periods with absolutely no arcing Welding Journal, Research Supplement, vol. 43, Nov. 1964, p.
due to metal-x,:por contammatlon. A second development :s the 473-s to 480-s. 46 refs.

electron-beam welding with Z5 kw at 150 kv. Its advantages are the Presentatlon of the development of steel hller metal,v,hlch is
capability of heavler sectlon w_,Idmg wlth a single pass and the poe- saldto produce sound, ductile, and crack-free, gas-shielded welds

siblhty of welding at higher speed _ wlthnarrower fuslon and smaller m q%nickel steel The welds have excellent *space strength at :
heat-affected zones. Single-pass butt welds at these powers have -320°F in both the aswelded and stress-relieved condltmns and a

been made in more than 4 m. of AISI 30Z seamless steeland 4 in. yield strength of over 100,000 p s*. The f*lle: metal centares about
of 5083 alummum alloy. The welds were accomphshed at 150kv ]Z._%nickel, 0.05% carbon, 0.6%manganese with low I¢ ,ru,,u..

and 25 kw w*th a smgle pass at 7 *pro and 10*pm, respect*vely, phosphorus, silicon, and oxygen levels. The further addltlon cf
Last, rec,,nt developments m nonvacuum electron-bea,n weldmg about 0.1% titanium permits a11-positlon operation w*¢h short-c_'-

are d*scussed. Data are presented on operatmg : .rameters and cuiting arc-welding techniques. The filler-metal development is -,
their effect on weldmg and on me,hamcal prope'_*es ofnonvac,mm discussed in terms of the effects of the various elements and the "

welds *n several materials. The penetration of the weld is *ound to methods tried. (AuU.or) T.V.Y.
vary inversely as the atom*c number of the protective gas used.
The welds formed _n th*s process have been shown to have excellent
mechanical properties. T.V.Y.

A65-13260 :e _,
SOME PROBLEMS OF WELDING BY FUSIN,5 TITANIUM AND ITS _: _ ,'

ALLOYS [NEKOTORYE VOPROSY SVARKI PLAVLENIEM TITANA : "_"_

i EGO SPLAVOV]. _', _'_

A6.S-12100 G.L. Petrov, M. D. Shcnipkov, A. i. Lebedev, and A, S. lazyko_. ..... ,_
WELDING ALUMINUM SPACE LAUNCH VEHICLES. IN: _ TITANIUM METAL STUDIES; CONFERENCE ON METAL- . "_ ....

S. A. Ag .... N. E. Anderson, ( . R. Felmley, and L._ M. Layden LURGY, METALLOGRAPHY AND USES OF TITANIUM AND,_ITs _,"_" _&_:i_-'-:_:
(Air Reduction Co. , Inc. , Air Reductmn Sales Co. , Process and ALLOYS [METALLOVEDENIE TIrAI4A SOVESI!(,IIANIE PO

Equipment Development Dept. , Murray Hill and Union, N.J. ). MI_.TALLURGII, METALLOVEDENIIU I PRLNIENEN [IU 'I I'J_ANA" .- _}

(Amerlcan Weldin[ S_ociet[, 1;ational Fall Meeting, Boston, Mass., # I EGO SPLAVOV, 5TH, MOSCOW, USSR, MARCH 1963. TRUD_I. ".
Se_'. 30-Oct. 3, 1963, Paper.) Edited by I. I. Kornilov. ,,

W'--eldin_[ Journal, eel. 43, Nov. 1964, p. 93Z-93'. Moscow, Izdatel' save Nauka, 1964, p. Z73 -Zgz. [0 refs. In R,ss,aa.
Description of gas tungsten-arc and gas metal-arc processes investigationo* oxygen andhydrogei, sources of s,th',rat '[ "..

_ing soft toohng to weld space vehicles In the launch pos*tion, welded titanium seams to Jr%prove the quality of tltal*lumx_. , "" '_

i 2he hard tool functions of sternal support, controlling jo*ntfit-up. The procedure of experimental argon-shielded tltan*um v'r:.aingIs. ,dlstortion, and the sohd backing for the weld Pro accomplished by described in detail. Migration of oxygenand hydrogen at the, "

n.'eansof launch-positionwelding, machining uperation,and accurate c_- and _-titanium phase boundary is examined. It*_ found that .

alignment of parts prior to welding, production of a fused zone depending- on the partialpressure of_hydrogen in the gascous phase....,

which distributes shrinkage stresses equally, and by control of and the original hydrogen content in the m_tal, bc)thdecrease and , '

i penetratmn, respectively. The equipment used is discussed and increase in hydrogen content may take place in the wcldcd mr "a'-.
photographs are presented showing the var*ous units,used. The Highly pure argon is found to pr_,vide adequate protection of the _' - , :--_
jointconf_guratmn used to reduce distortion m various plate thick- molten titanium from hyor ,en and o._'ygen.A _alculation m_tl-,d _: - -_"" '

nesses is illustrated. The gas tun&sten-arc process is chosen _s proposed which yields sufficientlyaccurate da_a on residuul , _ :_

! when positwe control of penetration, low porosity in the weld, and deformation occurring in t_tanium alloys during argon-shi%.ded -_ O ;

greater plats thickness are desired, while the gas metal-arc process welding. • V. Z. : _:: (

is chosen when speed of travel *s import. _t. T.V.Y. _'

A65-13261 # _ _ :_
TWO-ARC FLUX-SHIELDED WELDING OF SEMIFINIS_ED PROD'-

A6S-12101 UCTS OF MEDIUM AND GREAT THICKNESS FROI% TITANIUM *%.
PLASMA ARC WELDING. ALLOYS [DVUKHDUGOVAIA SV_kRKA POD FLIUbOM POLUFA- :_¢ _

Stanley P. Filipski {Union Carbide Corp.. Linde Die., Newark BRIKATOV IZ TITANOVYF&I SPLAVOV SREDNIKH I BOL'SHIKI-I, :.
Laboratories, Electric Welding Dept., Newark, N.J. ). TOLSHCHIN]. •

(American Weldin_ Society. National Fall Meeting, Boston, Mass. , S.M. Gurevlc . and S. D. Zagrebeniuk. : : _ "

Sept. 30-Oct. 3, 1963, Paper. ) IN: TITANIUM METAL STUDIES; CONFERENCE ON ME2AL- _

Weldin_ Journal, eel. 43, Nov. 1964, p. 937-943. LURGY. METALLOGRAPHY AND USES OF TITANIUM AND ITS,.
Description of the process and apparatus used. Plasma arc ALLOYS [METALLO"EDEtqE TITANA; SOVESCHANIE PO _

welding can be used advantageously on all metals that would normal- METALLURGII, METALLOVEDENIIU I PBIIvIENENIIU TITANA_ _" _

1y be gas tungsten-arc welded except aluminum and magnesium. I EGO SPLAVOV, 5TH, MOSCOW, USSR, MAP.CH 1963, TRU]_Y},/ : o
In the thickness range where keyholing can be obtained, its ad- Edited by _. I. Kornilov. _ • _: - :; _ ;
vantages over the gas tungsten-arc process are increasedweldin k Moscow, Izdatel'stvo Nauka, 1964, p. 283-2e0. In Rus_iarh . -:i J °: -

speed, umform penetration, reduced joint preparation, reduced or Presentation of a new method of two-arc flux-_hielded we_d_t _ _=,
eliminated filler-metal requirements, and less sensitivity to arc- for th,ck titanium alloy products, which is distmguished from ot_; _ - n

length variations. Need for mechanical weld backing is ehminated two-arc techniques by the displacement of the electrodes bott_ a_o_g
when the keyholing plasma arc process is used. although gas back- and acroe,_the searr_axis and by the application of a_c_rren_ Of

ing is required to protect the weld underbead. Square butt joints f00 to 700 amp. The welding technique is described in detail and
are made in material up to I/4 in. thick with a single pass. &re the mechanical characteristics oi titanium welds obtaIp-d,._l_e • _ "

shaping is accomphshed by bracketing the main orifice of the arc- .tabulaled. Th_ results 4re rated as entirely adequate. _ *'_ V_Z. c_
constricting nozzle with a pair of auxiliary ports. The torch,

, controls, and power supply are discussed, with rectifiers being , "_'_ -:
preferred for stability in the latter. This process can be applied £6J-13629 _,_,i.,.... =-

to stainless-steel tube welding, circumferential pips welding. SOME RESULTS OBTAINED WITH ELECTR_:_ BEAM WELDING_,.$.._ ,, o _.i _
welding of reactive metal compacts, aerospace applications, and W.P. :AcGregor. "_r*'- '_ ¢_

thin materials, T.V.Y. Machinery/, eel. 105. Dec. 16, I%4,.... p. 1436-14_9. , _:,. :* :. _
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Use ,Jt S_=at,y e-it(=run b_-;.n= .rdt-r, to v, eld lantaium, tungsten, (American Weidin_ S(;c=ety. Annual .Meet=hie. 44th. Philadelphia,
hi. l,,., _'a=ri(.ss *te,'l, molyl_denun=. _nd other mater=ale. The Pa.. Apr. 22-26. 11,33.
pr=nt'lid*-5 ,Jr *.he etct Iron lie;t=.. _e_uer arc. de_t-r]bed, anE the Welding J,;_rnal. vol: 43. Aug. 1964. p. 679-683.
_pi.r._tt_n t,f the d_."fusJon _=s_-.p va<,_.,n_.. _yste=:= (wh:ch e_dttta',-s Disc,_ssion of welding by applicatlo._ of gas metal-arc and
the sys*._-J:_ to 10 -4 :orr) is otttl=nt-<_. Extern.tl:y _untroll¢_-*.lec- submerged-arc processes tullY-80, commercial quenched and

.*.r_,m_tgr._-t:c foc'Jsmg ls ds_d. Dissimilar metals succexsfull °" tempered structural steels, and mutating steels. These special-
_,_lncd mci JcJ¢: <opi;er to 51, el and _t_inless sit-el; tttanlttn- to property steels have high st.,'engtb characteristics and good notch
ai,=lT_Jeum _tnd cop!for; :'ara_lun= to tas,lalur_., zircorlt_m, and siam- toughr,_-ss. Welding processes to fabricate them are expecte_ to

_es_ st,.el; and ztrctJn]-:t:: to 5tamlcss steel. Photot_raphs of the provide weld metal having good mechamcal characteristics "as
•tcl_er and pholomscrographs of -_eided parts ar¢ mt I,tded. D.H. deposited. " and ._fter stress relief or after heat treatment. In the

gas metal-arc process, a new filler metal may be required to
obtain the .'nechanical properties des=red, and the filler metal can

A6$-I_k_71 be developed with the assurance that the inert atmosphere of the

150KV ELECTRON BEf_M WF_I..DIIqG MACHINE. arc will pt_'.ide metallurgical cleanliness in the deposit. For

The Engineer. rot. £1g. L_ec. 18. 1964. p. 1003. 1004. submerged-arc welding, the development of a fKler metal and
composition combination can in:'oh'e considerably more time and

Descriptien of the large high-voltage electron beam welding
machine installed at _ristol Sidde_ey Engines. Ltd. l_lam=laetured effort. Fabricators often p_refer to use the process for thick

by Czr] Zeiss, the eq_i_ent offers the 3perator five degrees-of- structural components: howet'er_ initial production applications arc
freedom of movement o_ the workplece, which may w_igh u._ to usually made with the gas metal-arc process. HY-80 is welded
500 lb. It has a range of high ruling* supply up to 15QkV. and is today using submerged-arc welding, and gas metal-arc welding
said t,_ be able to handle amy component in the nero entree -'ield w=th esther spray or short-circuiting transfer. Commercial

quenched'and tempered structural st_ ",is can also be welded by all
which ss likely to require welding. A long. parallel seam can be three processes to meet the combined requirements of impact and
p.-odoced which at the point of impact confines metallurgical dis- strength specified for the base plate. Maraging sleel (18_ n/ckel),
turbances to a minimum. Working distances o._ up :o 3 ft are pus- basically a iow-carboq iron-nickel alloy to whxch cobalt, molyb-
sible. The gains gun can _e used i_t a wide range nf material
thicknesses from about I-I/Z in. to 0.005 in., by redu_i_ I the pov, er denum, titaniur._, and aluminum have been added, it pre*.,ntly

at the electron gun. The machine can weld dissimilar =.*etals _ weldable using the spray transfer gas metal-arc and submerged-arc
materials once considered _mweldable. such as Nimo_ic tlS. "processes. Comment ia made that gas metal-arc welding with

short-circuiting transfer is being develaped rapidly for out-of-
F. R, L. position work, F- R. 1_.

A65-18k_r_
NOIqVACUUM EI2c.CTROiq-BF, Ak4 WELDING -:THE BIG BREAK- A6._.|_42t_ #
THROUGH. PROPERTIES OF X7000-SERIF_ ALUMINUM ALLOY WELDI_LENTS.

Daniel B. Dallas. A.T. D'Annessa (Lockheed Aircraft Corp., Lockheed Missiles and

Too: and i_tnufacturin ! Enlin-eer. vol. -_4, Jan. 19_5. p. 65-68. Space Co.. Patio Alto. Calif. ) and R. E. Friend (Lockheed Aircraft

Description of a resent develop_-,ent in electron beam technology Corp.. Lockheed M/ssiIes and Space Co., Sunnyvale. Calif. ).
which makes ;t_possible to do some welding jobs in an inert-gas or [Ameriean Weldin B Society. Annual Meet=niL 451h. Detroit, Mich.,

atmoSpheric environment, thus eliminating the requirement for pro- May 4-8. I964. )

longed pompdowns an_ elaborate toO!ing. Objectives of cOntinuing Welding Journal. Research Supplement. vol. 43. Aug 1964.
m tease the working distance and to p. 337-e to 343-t. 10 role.laboratory research _re to " _,

. obtain more data on w,_ldinq parameters for different materials. Presentation of the results of studies conducted to determine

Most of the applieatioJ,s to date bare been in the welding of steels: the fusion weldin 8 charaeterinties a4ul the mechanical properties
18-8 stainless. AISI. 4340. l_n_ 41. and TZM. Other materials of the XT00Z, XT00_. and X7039 aluminum alIoy sheet and plate

such as SAg 1010, and 46Z0. Inconel X, 505Z and 7Zl9 aluminun_ weidments. Welding was performed with the semi-automatic gaz
alloys, and copper have been successfully weidnd. Welding speeds tungsten-arc process using single pass, dczp. square-butt such-

of 10 to 145 in./rain have been achie _d. and working distances in niques. The MRD 7-5. X5080. and X5039 filler metal compositions
exees_ of !/2 in. have been attained w_:h some metals. Topics dis- were used to weld the X7002. X700o. and X7039 alIoys, respectively.

cussed are: machme operations, vacuum vs nonvacuum welding, Static tensile properties of base-metal control specimens and weld
_, and weld character=sties. D.H. specimens representing various weld/heat-treat sequences, thick-

nesses, and test temperatures presented include: (1) bate-metal

and "T6" as-welded properties at 300OF, room temperature, -ll0°F.
A6_-_4J3_ and -326°F for sheet and plate thicknesses; (Z) properties of post-
OPTIMUM DF-,SIGN OF HIGH-POWER SERVe. weld. artificially aged wei,'_-.:,;._*.; _t _00OF. rOOm temperature,

1% M. Low=It and S. M. Shinners (Sperry Rand Corp.. Sp=rry -ll0°F. and -3Z0°F; and (J) room-temperature properties of post-
Gyroscope C_.. Great Neck, N.Y. ). weld solution-heat-treated and artificially aged weldmentt. In

Electro-Technology. vol. 75. Jan. 1965. p. 41-4"/, 5 refs. addition, the effects of natural aging on room-temperature properties
Brief review of the effects of load resonances and nonlinear are _reaented for as-welded plus 2, 6. 12. and I6 weeks natural-

friction in the design of high-power ser_vos followed by presents- aging reference points. Discussions of the weldin k characteristics

t,on of a method for ihe optimum design of a nonlinear controlter of t._e various alloys and intergranular, heat-_,Hect zone ruptures of
which solves these problems, it is shown that a system having a s_bzero X?00Z tensile specimens are included. (Author} F.R.L.
rate ieedba,_k loop in conjunction with a.,celeration feedback is an

optimum conftgurat=o=, for the requirements of a typa¢al satellite 1_._,-|_4

tracker with regard to load resonances and nonlinear friction° In FABRI_ATD4G THE S-[C SPACE BOOSTER.

_ ,_ addition, analyt=c techniques utihzin 8 signal fiery graphs in conjunc- H. 1_.. Farner _nd T. R. Rutkay (Boeing Co., New Orleans, /.,a.).

t=on wit h descr=bm 8 functions lot-the anticipated nonhnearities are (Ameri¢,Ln W<Idinlz Society_ Fall Meeting_ Sa n Francisco*. Calif.,
used to analyze a proposed ninth-order tracking system with regard Oct. S.8_ 1"164. )to ace _racy and stabihty. A_tuat simulated results obtained for this '

: syst_rr, have hush, compared w_th anticipated theoretical results. It Welding $our,_al, vol. 44, Jan. 1965 p. 29-34.
, is considered that the application of th_s general approach to the Discussion ,_f the major S-IC components, together with selected

: ' class o( sfstems having low r_._t.=.,t frequencies :n the presence details and sul2a,ss_n_blies_ with special emphasis on forming, heat
] of nonhn,.a,-=t_es is unlimited. F.R.L. treatment, and welding. The major detail parts in the S-IC tanks are
; cylindrical shin sections, _ -ring tr.msition members, Utnkhead gores,
f and tankhead ftt:ings. The large sizes of the tank details led to the

A65-15476 :_ use of nonconven.ional i_,;'_',:in F methods such as bulge and age Curtain 8
WELDING OF MODERN SPECIAL PROPERTY STEELS, on the tank 8or_ and skin details, respectively. Likewise, the welding

R. A. Kubli andN, D. Freeman (Union Carbide Co_p.. l, inde Div.. of tit.*, io,g _umplex tank joints led to the developn_ent of revised weld-
Newark Lgboratnrie=. Newark, N.J. ). =ng. oncepts such as the use of square butt-edge preparations and th_

.i
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A65-21237

extensive ure of blind overlap we!dang from two sxdes. [rmovattons A65-17423

in the fittxng-to-gore weldments, the fuel suction .-Ibow. ann the LOX HANDBOOK OF ELECTRON BEAM WELDING.
hmnels are also described. A.B.K. ._. Bakish and 5. 5. White {Dynatech CGrp., Cambridge, Mass. ).

New York, John Wiley and Sons, Inc., 1964. 269 p.
$lh 50.

A6_-|8985 This handbook is considered a self-co_tained reference work
PIGMA WELDING - A METHOD FOR REDUCING WELD POROSITY. for welding, metallurglcal, and mech;tnical engineers concerned

R. B. Barker (Dew Chemical Co.. Rocky Flats Din.. Golden, Colo. ). w/th the application of electron beams to welding. It stresses the

(American Weld:ng Society, Fall Meetit,g. San Fxanc_.sco, Calif., achievements of the technique to date and the expectations for elec-
(_t. 5-8, 1964.) trots-beam joining technology in the fLture. Of the nine chapters

Weldin£ Journal.__Res'ar ¢h Supple,nent. vet. 44. Jan. 1965. composing the discussion, the first two are concerned with the

p. l-s-6-s- history and fundamental principles of electron beam guns and deslgn
AEC Contract No. AT (Z°-l) -II06- parameters. There follows a rev/ev, o._ both custom and commer-

Description of an innovation developed for the purpose of reducing ciniIy designed electron-beam joinin_ equipment. These chapters

porosity when weldln_ a!umi."um by the gas metal-arc technique. This provide a background for the discussion of the physical metallurgy
innovation, called PIGMA. or PressuriTed Inert Gas Metal Arc of this type of welding. .Jigging and ,'ixturing for e!ectron beam

welding process, consists tn regt.lating the ambient atmospheric welding, joint desi _ns, and costs az • discussed in succeeding chap-
lets. and the last ti..-_e chapters are concerned with electron-beam

pressure of the inert gas shield surrounding the welding arc. in application in general, welding stamlards, and the future of the tech-
addition to optirruzing all of the stancLtrd welding variables. A total nology. References are cited at the end of each chapter, and a sub-
of 32 welds was mad-. with the equipment described. Th;se welds Sect index is presented. F.R.L.
were divided in;o four groups, the first two groups being made in _n

arflon-50 v[o helium atmos., here. the third group in an argon atmo-
sphere, and the fourth group in helium. From a radiographic ex-
amination _t was found that. as the chamber atmosphere was increased. A6S-]_[_

weldporositydecreased, regardlessofthegas co_nposition. In helium. WELDED ALUMINUM PARTS.
porosity varied from Z. 75 v/o at atmospheric pressure (It psia)to 0. I Fred R. Collins {Aluminum Company of America, Alcoa Research

at ZOO pain. In argon, porosity ranged from 6.'/5 v/o at atmospheric Laboratories. Process Metallurgy Din... New Kensington. Pa. ).

pressure to 0. Z v/o at 200 pain. In the two argon-S0 v/o helium Machine Design, vol. 37. Mar. 4. '.76S, p. IZ8-133.
mixtures, porosity varied from 3.5 v/o at atmospheric pressure to Description of various welding method: and feller materials
O. 5 v/o at I00 psi. A.B.K. for welding alumlnum alloys. Commerci_l w(:lding pro_esses noted

= include gas metal-arc, gas tungsten-arc, resistance-spot (seam).

A6_-]_986 ultrasonic, pressure, flash, and gas met_tl-arc ape" welding tech-
ELECTRON B_ WELDED HEAVY GAGE ALUMINUM ALLOY niques. Factors affecting the properties of the weld are discussed
ZZlg. for both heat-treatable and non-heat-treatable _lloys. and criterla

M. W. Brennecke (NASA., I_Ltrshall 5pace Flight Center, ManufacutJ:- for the selection of filler materials are noted. The welding of

ing Research and Technology Div., M_nufacturing Engineering Labs- dissimilar aluminum alloys, and of aluminum alloys to other metals.
ratory. Huntsville, Ale. ). i_ also noted. P.K.

(American Welding Society, Annual Meeting[, 45th. Detroit. M/ch.,

May 4-8, 1964. ) A65.1990S
Welding Journal, Research. Supplement, vol. 44, Jan. 1965, RESISTANCE WELDING OF ELECTRONIC MODU!,ES AT NASA=S
p. 27-s-39-s. 24 refs. GODDARD SPACE FLIGHT CENTER.

Considerations of characteristics of aluminum alloy ;*ZIg. Assembly E-gineering, vol. 8, Mar. I765, p. 20-ZZ.
Mechanical properties obtained for electron-beam welded aluminum

alloy 2219 vary with welding parameters, thickness of metal, or weld Description of techniques used at NASA_s Goddard SpaceFlight Center for the layout and a_sembl7 of high-reliability resis-
depth-to-width ratio and type of specimen tested. Joint efficiencies lance-welded electronic modules. The module design and assembly

up to 805_ of tensile strength and 885_ of so-called "yield strength" proced_sres, the welding equipment, and the testing techniques
have been obtained for ZZI9-T87 plate up through Z-3/8 in.-thickness. (including mechanical and metallurgical inspec_xon) which arc used
Satisfactory square butt joints may be welded in the fiat or vertical are discussed. P. K_
positions employing about the same weld settings or parameters.
Variation in parameters in either position can affect resultant

strength, gust as in gas tungsten-arc or gas metal-arc wel_iing. A65-21237 _
maximum strength is associated with high-speed welding when WELDING FABRICATION OF HIGH PRESSURE OXYGEN VESSELS

employing the electron beam and lower strength with slower speeds, FOR LIFE 5UPPCRT IN SPACE.
in which case heat soaks into the base metal and the advantage of Kenneth J. Miller (darrell Corp., AiResearch Mamdacturing Co.,

the high-energy density of the electron beam is lost. Los :Angeles, Calif. ).

(Author) A. B.K. (American Welding Society, Annual Meetin s, ._3rd, Cleveland, _.

Ohio, Apr. 9-13, 1962, Paper.)

• 6_-|6792 . Weldinj_ Journal, vol. 44, Mar. 196S, p. 187-193.!
ULTRASONIC WELDING. Use of the gas tungsten-arc process to make boss and girth

Charles _glenicki (U, 5. Army, Picatinny Arsenal, Dover, N.J. ). welds in AISI 4340 steel hemispheres in welding of high pressure

! Product EnJineerinl, vol. 36, Feb. 15, 196S, p. 87-91. oxygen storage spheres for the Project Mercury Environments[
Description of a welding technique which makes it possible to Contrnl System. The fabrication method developed eliminates the

join dissimilar materials of widely different thicknesses. Ultra- use of convention.M preheating and postheafing procedures commonly
sonic welding combines pressure and high-frequency vibratory used when welding this low-alloy high-strength carbon steel,

_ motions to create a solid-state bond. No heat is needed, The Welding techniques and a method of controlling interpass welding

relationship between ultrasonic welding, on the one hand, and fusion temperatures are discussed. Physical testing properties of both
welding, resistance welding, electron-beam welding, and cold-pre8- as-welded and heat-treated weld properties are shown. Metal-

sure welding, on the other, is examined, and the advantages of lur,_ical data and analysis of this welding procedu_re are illustrated.

i ultrasonic welding are pointed out. Although virtually all combine- Preweld plannin 8 arfd quality control procedures which providedlions of dissimilar metals can be welded, best results are obtained excellent in-process controls of all variables are described in

i with combinations of similar hardness. Generally, all thermo- detail, and complete reliability of the sphezes was consistently

i plastics can be bonded ultrasonically, but not thermosetting plastics, demonstrated. Technicians rather the. certified production welders
Ultrasonic welding of ceramics is still in the laboratory stage. The were selected to perform the welding, A control welding checkoff

i thickness that can be welde_ depends primarily on the power of the list used during welding fabrication is presented. Comment isv,eldin 8 equipment _nd the area of the weld. Ultrasonic spot welding, made-that, in space-age welding, it is important to recognize

seam welding, and rin 8 weld=n_f are described. A. fl, K. welding as a science rather than an art. F.R.L.
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A65-21239

A6$-21239 = Thayer School of Engineering. Hanover. N.H. ).

T_II_ ['.'FFECT OF PRESSURE ON THE (.;A_ METAL-ARC WELDING (American Weldin_ Society, Annual Meetin s and Weldin 6 Show.
9,'_ ALUMINUM ALLOYS. 46th. Chicago. III.. Apr. Z6-30. 1965, Paper.}

(3 R. _;aher (Br:ttsh We|drag Research Assuctat._.% Arc Welding We|dmg Journal. vol. 44. Apr. 1965. p. Zb8-276. Z2 refs.
Secuon. Cambrldge. England}. DescrsptlonoI the use ofa gas-staluihzed plasma arc for fusion
(Amertc._n Welding Society. National Fall Meeting. San Francisco, welding. Studies uszng hugh-speed photography of the transferred-
Cahf. , C_t. 5-_. 1964. Paper. ) .,node plasma arc are reviewed. It ts shown that, when the arc

Weldm_ Journal. Research Supplement. vol. 44, Mar. 1965. column and its cool outer sheath are prop_.iy controlled, extremely
p. 107-s t,) llS-s, good welds can be obtained. Single-pass butt welds in metals up to

NASA-supported research, llT-in, thick are readily achieved without the need for edge prepara-
Study _f the :tectal transfer char lcterlstzcs and weld-bead tion or filler metal. Butt welds in thicker sections are charac-

shapes obtazned when arc welding 1/4 m.-thzck 545b-type AI/Mg terlzed by a "wineglass" configuration with t_'e stern portion ap-
usxng l/IS-re. -dia._.. falls: metal and argon shielding at ambient proaching the narrow width of welds produced by the out-of-vacuum
pressures between 1 and 30 psia. As the pressure is increased electron-b,.am _rocess. The use ofincreasedpower levels should

o,.er th.s range, the rate of metal transfer and arc current drawn make tt possible to make single-pass welds in materials up to Z-in.
:ncreases for ,t /axed failer metal feed speed, and the arc voltage thick or more. Alternate plasma-torch geometries are discussed.
sucreases for a fixed apparent arc le_tgth. When making butt we_ds P.K.
at pressures below standard, the plate penetration is reduced and

must be _,ompensatt'd lot by increasing the feed speed and decreasing A6S-226_ ---

the _'eld:ng speed. At pressure above standard, penetration and arc POROSITY IN TITJ-NIUM WELDS.

effsciency are improved, allowsng the use of smaller edge prepara- D.R. Mitchell (Titanium Corporation of America, West Caldwell.
ttons and higher v.eldmg speeds. {Author} F. R L. N.J. }.

{American WeldinR Society, ,Annual Meetin s and Weldin[[ Show.
4bth, Chicago. Ill., Apr. Zb-30, 1965.}

A6_-_1240 _ Welding Journal, Research Supplement, vol. 44. Apt. I965. p.
FABRICATION OF IRON-NICKEL ALLOYS FOR CRYOGENIC 157-s to 167-s. 14 refs.

PIPING SERVICE. Dgscussion of val_ious factors affecting porosity in titanium
T. Gottlieb and C. S. Shira (North American Aviation, Inc., welds. Experiments are lescribed which consisted of a series of

Rocketdyne Die.. Materials and Processes Dept., Canoga Park. welds with systematic _'ariations in welding parameters and joint-
Calif. ). preparation procedures. The effects of these factors, and of pick-

{American Weldinll Society. Annual Meeting, x.Stho Detroit. Mich.. ling variables and metal-filler additions, on the porosity of welds in
May 4-8, 1964, Paper.) Ti alloys are reviewed. A mechanism is described by which hydro-
Weldin s Journal, Research Supplement, vol. 44. Mar. 1965. gen may produce porosity in Ta _'elds, and is suggested that hydrogen,
p. llb-s to 173-s. in a form other than dissolved tt.%iiormly in the me al. causes the

Evaluation of the weldability ol Fe-3b_ Ni. which has been porosit-_,. It is found that gross porosity can he effectively eliminat-

found tc be superior to conventional piping materials for cryogenic ed or reduced by pickling in a solution containing 35_ HNO 3 and 5'_
liquid "ransfer systems. It retains toughness, ductility, and weld HF imn*ediatel¥ before welding. P.K.
integrity at temperatures as low as -423°F, and thus meets the

demands of liquid propellant-rocket engine systems. The low coef-
ficient of expansion characteristic of this alloy provides design.
fabrication, installation, and maintenance economies not available

with other alloys. Mechanical and physical properties data for
Fe-3b_ Ni weldments, and various combinations of joints between
corrosion-resistant steels, low-carbon steel, and the alloy are

presented. The effects of prior processing, pre- and postweld
thermal _reatment, filler metals, and welding are discussed. It is
considered that. in general, welding procedures and precautions

for this alloy are no more stringent than those needed for develop-
ment of high quality we_ds in 300-series corrosion-resistant steele
if proper filler metals are used. {Author) F. R. L.

A65.22683 #

A RATIONAL APPROACH TO INSPECTION AND TESTING OF
ENGINEERING WELDMENTS.

Ronald Ch.ugh (Cansdian Standards Association. Canadian Welding
Bureau. West Vancouver. British Columbia, Canada).

(American Weldin 8 Society, Annual Meetin I and Weldin_ Show.
46th, Chicago, IlL, Apr. 26-30, 1965.)

Weldin B Journal, vol. 44. Apr. 19bS, p. 261-767. S refs.
Description of a system for classifying welded products ac-

cording to their expected toad conditions, which can be used to es-

tablish inspection and ,eating requirements for weldments. A
classification scheme with eight subdivisions, ranging from low-

stress to nuclear and space applications, is presented. The in-
fluence _f defects on the performance of welds is examined for

both static and dynamic loadmgs. Criteria for the acceptability of
welds are discussed, and inspection techniques and related cost
considerations are described, P.K.

A65._2684 #

RECENT DEVELOPMENTS IN PLASMA WELDING.

G. Cooper (Thermal Dynamics Corp., Lebanon, N,H.}, $, Palermo

(Dartmouth College, Graduate Business School, Han0ver, N.H. ),

and J,A Browning (Thermal Dynamics Corp. ; Dartmouth College,

,?
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bRAZING ANO MELDING OF SI_TERED ALUHI_UN POHDER
JPRS-18187 _66-10750

Listing O_
---Subject --Headings of Reports _ELDING OF VARIOUS GRA_ULATEO METALLIC POHDERS -

T_GSTENt NICKELe T|_t LEAD, TITANIUM, AIUNINUM
AND FERROALLOYS 466-10761

The following _blect index has been prepared to enable the u_r to locate

a particular reference as rapidly as possl_e A brief statement, de_nbmg SP_T MELDING OF SINTERED ALUMINUM POWDER HI [H
the content of a gwen refere_e, appears under ea_ appropriate su_oct ALUMINUM ALLOYS

heading An acc_slon number, eg. N65-12345 or A65-13456. assigned for JPRS-22622 _b_- IZ 010
purposes of identification, is located below and to the right of the d_olp-
t_e statement The _rne referenco may be _und under _veral different
_blect headings so that the u_r has a choice of more than one approach m 8IBL I OGRAPHY - FUS ION WELDI NG OF ALUMINUM
his _arch _r in_rmation $8-63-56 N66-15980

ALUMINUM SHEll PLkTE HELDING TOOLS AND TECHNIQUES
NASA-SP-5_03 N66-16859

ALUM!NUN MELDING NETHODS, TUNGSTb_ ARC AND METAL
ARC |NERT GAS SHIELDED AND RESISTANCE SPOT HELDING

AbS-lO3T7

HELD POROSITY REDUCTION IN ALUMINUM HITH GAS METAL

_, ARC IN PRESSURIZED INERT GAS ATMOSPHERE
A65-15985

ACOUSTICS
ULTRASONIC HELDING OF REFRACTORY METALS ALUMINUM ALLOY

ASD-TR-/-888 IIIl/ N62-16273 RESEARCH REPORT ON BONDING ALUMINUM TO HILD STEEL
8Y ARGONARC MELDING A63-11136

AGING

WELDING AND HEAT TREATMENT OF 0-120 VCA TITANIUM MELDING OF TODD SERIES ALUNINUM FOR NUCLEAR ROCKET
ALLOY APPLICATIONS N63-22320 23-27
ARF-2211-§ N62-17266

COMPARISON OF METAL ARC MELDED AND TUNGSTEN ARC
AIRCRAFT CONSTRUCTION WELUED ALUMINUM ALLOY - WELC STRENGTH EVALUAfION

COMPARISON BONDING, BRAZING AND MELDING FOR NASA-TM-X-5083T -N63-23028
JOINING AIRCRAFT STRUCTURAL COMPONENTS ._-;-_"

A66-24592 GAS METAL ARC SPNT MELDING OF-ALUMINUM AI.LOY LAP
JOINTS HITH HEAT C_NTROL AND CONSTANT

AIRCRAFT PART THERMOCGNOUCTIVITY AT JOINT INTERFACE
ELECTRON BEAM MELDING OF AIRCRAFT Ab_-IT_60
MATERIALS AND COMPONENTS A63-E0463

SPOT MELDING OF SINTERED ALUHINUH POkDER WITH
AIRFRAME MATERIAL ALUMINUM ALLOYS

ELECTRON BEAN HELDING OF AIRCRAFT JPRS-22422 -, _dbB-I20IO
MATERIALS AND COMPONENTS A6_-10663

_ELDABLE HIGH-STRENGTH ALUMINUM ALLOYS -
AIRFRAME STRUCTURE LEf_RATURE REV1EM AN_ BIBLIOGRAPHY

RESISTANCE SPOT AND SEAM NELDING OF FV520S STEEL NASA-CR-S2372 N66-1306T
SHEETS FOR AIRFRAME SKINS AND STIFFENERS

A66-26TT7 ELECTRU_ 8E.,M HELDING OF-NIOBIUM, TUNGSTEN;
'tOLYBDENUM, NICKELv AND ALUHINUN ALLOYS

ALLOY _4-17211
ELECTRON BEAM [ ELECTROSLAG REFINING TO [MPROVE
QUALITY OF STEELS & ALLOYS FOR WELDMENT$ MACHINE CO_TROLLEO HIDE-HEAVE TECHNIQUE fOR
JPRS-18690 N66-1C770 _UI.TIPASS VERTICAL MELDING OF THICK ALUMINUM

ALLOYS
WELOING TURBINE COMPONENTS FABRICATED FROM HEAT NASA-CR-55902 N66-17693
RESISTANT ALLOYS N64-17090

JOINING OF STEEL AND OTHER _EAR-RESISTA_T METALS
ARC HELOINGt PLASMA ARC & ARCLESS ELECTRIC FUSION TO ALUMINUM ALLOYS
WELDING OF HEAT RESISTANT ALLOYS FA-M66-8-| N66-20607

Nb4-ITOgI
ULTRASOHIC MELDING OF ALUMINUM ALLOY SHEET AND

INERT-GAS SHIELDED ARC MELDING OF HEAT RESISTAN1 CAPSULES FOR HERMETIC SEALING
ALLOYS N64-17092 RR-61-99 N64-22551

ALUMINUM HIGH VOLTAGE ELECfRON BEAM MELDING OF ALUMINUM
EXPLOSIVE HELDING OF ALUMINUM AU.OYS
ASTME PAPER-SP62-1T N62-17661 NASA-CR-58563 N66-29567

ELECTRON BEAM HELOING OF SINTEREO ALUMINIUM n_LOING CAST ALUMINUM ALLOY PLATE TO _ROUGHT
EUR-39,E '_ N63-10776 ALUM|NUN ALLOY PLATE USING GAS TUNGSTEN-ARC

P_IOCESS
BRAZING PROCESS FOR THE JOINING OF ALUMINUM AND FA-R-1726 M66-30599
TITANIUM A64-11165
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ARC MELDING SUBJECT INOEX

FUSION WELDING CHARACTERISTICS AND MECHANICAL ICELOING CASf ALUMINUM ALLOY PLATE TO MROUGHT
PROPERTIES OF XTOO2t X7006 AND X7039 ALUMINUM ALUMINUM ALLOY PLATE USING GAS TUNGSTEN-ARC
AI.LOY SHEET AND PLATE MELDMENTS PROCESS

A65-15677 FA-R-| 72B N66-30599

TENSILITYt DUCTILITY AND HARONESS EVALU_'ION OF GAS TUNGSTEN /;RC ANO GAS METAL ARC PROCESSES USING
ELECTRnN BEAM MELDEO ALUMINUM _LLOY 221_ SOFT TOOLING TO MELO ALUMINUM SPACE VEHICLES IN

A65-15986 LAUNCH POSITION Ab5-12100

ALUMINUM MELDING METHOd' AND FILLER METAL OEPENDS ELECTROOE DISPLACEMENT AND APPLICATION OF 600 TO
ON BASE ALLOYS AND SERVICE REQUIREMENTS FOR HELOEb TOO AMP CURRENT TO TWO-ARC FLUX SHIELOEO MELDING
JOINT A65-19266 OF SEHIFINISHED THICK TITANIUM ALLOY PRODUCTS

A65-13261
.' PRESSUR_ EFFECT ON METAL TRANSFER AND HELD-BEAD

SHAPES IN ARC MELDING OF ALUMINUM ALLOYS IN ARGON GAS METAL-ARC AND SUBMERGED-ARC MELOING OF SPECIAL
AbS-ZI239 PROPERTY STEELS A65-15676

MELDING OF ALUMINUMo NICKELw AND NIOBIUM ALLOYS HELD POROSITY REDUCTION IN ALUMINUM MITH GAS METAL
AND BAINI-TICt MARTENSI_ICt AND NICHROME STEELS ARC IN PRESSURIZED INERT GAS AI"MOSPHJ:RE

N65-I2854 A65-15985

ARC NELO|NG PRESSURE EFFECT ON METAL TRANSFER AND W'ELD-BEAO
RESEARCH REPORT ON BONDING ALUMINUM TO MILO STEEL SHAPES IN ARC MELDING OF ALUMINUM ALLOYS IN ARGON
BY ARGONARC WELDING A63-11134 04-18 AbS-ZI239

GAS TUNGSTEN ARC-WELDING OF BERYLLIUM TUBES FOR ELECTRODE AND FLUX TECHNOLOGY FOR ARC WELDERS
GAS-COOLED NUCLEAR REACTORS A63-11572 FTD-TT-62-1522/182 NbS-13786

INVESTIGATION TO STUDY EFFECTS.OF GAS TUNGSTEN- NARROW-GAP HELOS IN THICK STEEL PLATES BY
ARC AND ELECTRON BEAM MELDING ON NIOBIUM ALLOYS AUTOMATIC ARC _ELDIN3 PROCESSES

A63-1Z350 AI)-65¢B64 N65-21556

EQUIPMENT AND APPLICATION OF GAS METAL ARC WELDING ARGON
A63-16326 MECHANICAL PROPERTIES OF TECHNICALLY PURE CHROMIUM

WELDED BY ELECfRON BEAM IN ARGON ATMOSPHERES
COMPARISON OF METAL ARC MELDED AND TUNGSTEN ARC ANO IN CONTROLLED ATMOSPHERIC CHAMBERS
MELDED ALUMINUM ALLOY - HELD STRENGTH EVALUATION JPRS-29812 N65-22T05
NASA-TM-X-SO83T N63-23028

AUSTEMITiC STEEL
WELDING CHARACTERISTICS bF GAS TUNGSTEN-ARC MELDED COMPLEX PROBLEM OF WELDING AUSTENITIC STEEL AND
LA|61XA MAGNESIUM-LITHIUM ALLOY SHEET, INERT-GAS ALLOYS
BACKZNG BEING NECESSARY TO AVOID CENTERLENE- JPRS-ZB963 N65-1T889
ROOTS IOE OX IOE-SIIUT " A66-1391Z

Ill

MELDING THIN MALLEO TITANIUM PRESSURE VESSELSt B
USING THE GAS TUNGSTEN ARC PROCESS UNOER ARGON BAINZTIC STEEL
ATMOSPHERE A66-15276 MELDING PROCEDURES AND FILLER MATERIALS FOR

JOINING MARTENSITIC ANO BAINITEC STEEL
:. GAS METAL ARC SPOT WELDING OF ALUMINUM ALLOY LAP ML-TOR-b¢-Z55 N66-3093"3 -

JOINTS NITH HEAT CONTROL AND CONSTANT

THERMOCONDUCTIVITY AT JOINT INTERFACE MELOING OF ALUHINUM_ NICKEL, AND NIOBIUM ALLOYS
A66-17260 ANO BAINITIC, MARTENSITIC, AND NICHROME STEELS

N65-12856
DISTORTION CONTROL FOR LARGE ARC MELOEO STRUCTURES
SAE PAPER 8¢48 A66-ZOT99 BERYLLIUM

ELECTRON BEAM NELOING TECHNIOUES FOR BERYLLIUM,
CONSTANT CURRENT AND CLOSED LOOP FEEDBACK USED IN TITANIUM ANO HIGH STRENGTH STEELS
ELECTRONICALLY CONTROLLEO POWER SUPPLY OF GAS SAE PAPER-516A N62-15390
TUNGSTEN ARC MELDING MACHINE A66-219?B

CRYOGE-"CI_! GAS TUNGSTEN ARC-WELOING OF BERYLLIUM TUBES FORMELDING OF NICKEL-IRON ALLOYS FOR GAS-COOLEO NUCLEAR REACTORS Ab3-UST2
SERVICE A66-2¥300

BRIEF DISCUSSION OF THE DEVELOPMENTS IN MELDING,
MELDING PARAMETERS AND HEAT TREATMENT EFFECT ON BRAZING AND FABRICATION OF NIOBIUM, BERYLLIUM AND
MECHANICAL PROPERTIES IN TENSION ANO SHEAR OF THEIR ALLOYS A63-11996
TUNGSTEN ARC SPOT AND BUTT MELDED STAINLESS STEEL
FV520 ALLOY SHEETS AbB-28171 DESCRIPTION OF THE SOLID STATE WELDING OF

BERYLLIUM A63-15226
ARGON ARC_ SPOTt AND ROLLER HELDING OF NIOBIUM

-- ALLOYS, AND PROPERTIES OF HELOED JOINTS HIGH TEMPERATURE MELD'ING TECHNIOUES AND HELD
JPRS-22-_DT N66-12T02 _UALITY OF GAS TUNGSTEN-ARC BRAZE-MELDED AND

FUSION-MELDED BERYLLIUM PLATES A64-1562_
AUTONATIC SUBMERGED ARC-MELDING OF TITANIUM-ALLOY

PARTS N66-1361B ULTRASONIC NELOING OF BERYLLIUM FOIL TO STAI'NLESS
STEEL

ARC MELOINGt PLASMA ARC g ARCLESS ELECTRIC FUSION NASA-TM-X-935 N64-1295b
HELOING OF HEAT RESISTANT ALLOYS

N66-1TO91 METALLURGICAL TECHNOLOGY OF BRAZING AND MELO|N_ OF
BERYLLIUM

INERT-GAS SHIELDED ARC WELDING OF HEAT RESISTANT NASA-TT-F-9021 Nb6-_.T230
'ALLOYS N66-1 T092 --

ELECTRON BEAN BRAZING OF BERYLLIUM USING VARIOUS
ELECTRIC ARC HELOING OF TITANIUM IN INERT GAS FILLER METALS
STREAM NAEC-AML-199T N66-31095
FTO-MT-63-31/1&2 N66-1876@

- _ BERYLLIUM ALLOY
SUBMERGED ARC AND ELECTROSLAG MELDING FOR THICK BRIEF INTRODUCTION TO THE USE OF BERYLL|Ut
TITANIUM ALLOY PLATE CONTAINING COPPER ALLOYS IN MELDED STRUCTURES
ONIC-NEHO-18B N66-26336 _ A63-13622

l
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SUBJECT INDEX DIFFUSION MELDINC

MELDING AND BRAZING OF BERYLLIUM AND ITS AND IN CONTROLLED ATMOSPHERIC CHAMBERS
ALLOYS - BIBLIOGRAPHY JPRS-Z9812 Nb5-22705
$B-63-61 N66-20547

CHROH|UM ALLOY
BIBLIOGRAPHY EVALUATION OF INCONEL _ELDING OF AGE HARDENABLE

PLASMA JET MELDING, COATING, AND CUTTING - NICKEL-CHROMIUM ALLOY AT ROOM TEMPERATURE
B ! 6L ! OGRAPHY AZ50 N64- I 1928
$B-63-21 N63-22728

COATING
HELDABLE HIGH-STRENGTH ALUMINUM ALLOYS - PLASMA JET MELDING, COATING, AND CUTTING -
LITERATURE REVIEM AND BIBLIOGRAPHY BIBLIOGRAPHY
NASA-CR-52372 Nb4-L3067 SB-_3-Z! Nb3-ZZ728

BIBLIOGRAPHY - FUSION MELDING OF ALUMINUM COBALT ALLOY
58-63-56 N66-IS980 MELDABILETY OF NICKEL-COBALT-MOLYBDENUM MARAGING

STEEL SHEET
FUSION tHERHIT MELDING- BIBLIOGRAPHY SM-44648 N64-19024
$B-63-25 N66-20518

COMPONENT RELIABILITY
MELDING AND BRAZING OF BERYLLIUM AND ITS NIGROMINIATURE ELECTRON BEAM MELDED CONNECTIONS
ALLOYS - BIBLIOGRAPHY UTILIZED FOR RELIABILIT" OF PULL STRENGTHt HELD
SB-63-61 N64-ZO54T RESISTANCE, THERMAL SHOCK AND VIBRATIOq

A64-15278
ANNOTATED BIBLIOGRAPHY ON FUSION MELDING OF ALLOYS
OF MAGNESIUM MITH LITHIUM AND THORIUM CONTAINER
SB-63-SZ N64-Z3881 ULTRASONIC RING MELDING TO SEAL PROPELLANT

CONTAINERS
BONDING RR-6_-4 | N65-14267

EYPLOSIVE MELDING OF ALUMINUM
ASTME PAPER-SP62-77 N62-17661 COPPER ALLOY

BRIEF INTRODUCTION TO THE USE OF BERYLLIUM-
BONDING AND MELDING OF DISSIMILAR METALS CONTAINING COPPER ALLOYS IM MELDED STRUCTURES

N65-18528 A63-13422

BRAZING CRACK
OPTIMUM BONDING TECHNIQUES FOR FABRICATION ULTRASONIC MELDING OF REFRACTORY METALS
OF TUNGSTEN ANO OF ROCKET-NOZZLE ASSEMBLIES N62-14288

A63-10466
CRACK FORMATION

DISCUSSION OF DEVELOPMENTS AND TECHNIQUES FOR NELOABILETY AND CRACK SENSITIVITY OF NICKEL
METAL JOINING BY HIGH-SPEED BRAZING AND ELECTRON- SUPERALLOY SHEETS AbS-IOI81
BEAM ANO ULTRASONIC WELDING OF SPACE-AGE METALS

A63-11989 CRACK PROPAGATION
EFFECT OF A ROOT GAP BETMEEN HIGH-TENSILE C-MN

BRIEF DISCUSSION OF THE DEVELOPMENTS IN NELDINGt, STEEL MEMBERS ON WELD-HEAT AFFECTED CRACKING
BRAZING ANO FABRICATION OF NIOBIUM, BERYLLIUM AND A63-14133
THEIR ALLOYS A63-11996

CRYOGENIC EQUIPMENT
JOINING OF NICKEL-BASE ALLOYS IRON-NICKEL ALLOY MELDABILITY EVALUATED FOR
OMIC-181 N63-12583 CRYOGENIC PIPING SERVICE, NOTING MELDMENT

PROPERT | ES A65-21260
BRAZING PROCESS FOR THE JOiNiNG OF ALUMINUM ANO
t ] TAN I UM A66-11145 CRYOGEN|CS

MELDING OF NICKEL-IRC_I ALLOYS FOR CRYOGENIC
BRAZING OF THIN GAUGE RENE 41 HONEYCOMB PANELSt SERVICE A64-27300
USING INFRARED QUARTZ LAMPS FOR USE IN SPACE
VEHICLE A64-15276 CYLINDER

ELECTRDSLAG MELDING OF CYLINOERS
COMPARISON BONOINGt BRAZING AND MELDING FOR N64-27621
JOINING AIRCRAFT STRUCTURAL COMPONENTS

A64-2_592 D
BRAZING AND MELDING OF ._INTERED ALUMINUM POMDER DIFFUSION
JPRS-I8187 N64-19750 MELDING TITANIUM AND ITS ALLOYS BY DIFFUSION UNDER

VACUUM N64-13420
MELDING AND BRAZING OF BERYLLIUM AND ITS
ALLOYS - BIBLIOGRAPHY OIFFUSION BONDING
$B-63-61 N64-20547 OPTIMUM BONDING TECHNIQUES FOR FABRICATION

OF TUNGSTEN AND OF ROCKET-NOZZLE ASSEMBLIES
METALLURGICAL TECHNOLOGY OF BRAZING AND MELDING OF A63-10466
BERYLLIUM
NASA-TT-F-9021 -" N66-27230 DESCRIPTION OF THE SOLID STATE MELDING OF

BERYLL 1UN A63-15226

ELECTRON BEAM BRAZING OF BERYLLIUM USING VARIOUS
FILLER METALS DIFFUSION MELDING DETAILING MECHAN|SMw PROCESS
NAEC-AML-199T N64-31095 PARAMETERS AND APPLICATIONS

SAE PAPER B49A A64-21065

MELDING AND BRAZING REFRACTORY METAL FOILS
ASO-TDR-63-T99v PT. i N65-1OBg8 JOINING OF REFRACTORY METAL_ BY NELDING_ BRAZING_

PIN JOINING OR DIFFUSION BONDING

REFRACTORY METALS - BRAZINGw BONDINGv MELDi. NGI A64-26499
;* AND JOINING OF REFRACTORY METAL AND HIGH

STRENGTH STEEL_ N65-213TO DIFFUSION MELDING
ARGON SHIELUCD T.ITAKIUN FUSION MELDINGt EXAMINING

C MIGRATION OF OXY_GEN AND HYDROGEN AT ALPHA ANO BETA
TITANIUM PHASE BOUNDARY A65-13260"

CHRONIUN
'_ MECHANICAL ,ROPERTIES OF TECHNICALLY PURE u_ROMIUM VACUUM DIFFUSION MELDING OF HIGH-MELTING METALLOID

MELDED BY ELECTRON BEAM IN ARGON ATMOSPHEt:ES COMPOUNDS NITH HIGH-MELTING METALS
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O|ODE SUBJECT INDEX

JPRS-29550 N65-21569 MELDING TECHNIQUES USED FOR REFRACTORY METALS AND
[HEIR ALLOYS INCLUDING ELECTRON BEAM, PRESSURE

DIOUE MELDING, ULTRASONIC AND OTHERS A63-25267
PRODUCTION ENGINEERING FOR MOUNTING SILICON DIODES
BY MELDING N65-19619 ELECTRON-BEAM MELDING OF TUNGSTEN

DMIC-MEMO- 152 N63-10102

E MELDING OF COMMERCIAL NIOBIUM ALLOYSw

ELECTRIC MELDING ELECIRON BEAM, SPOT, FLASH BUTT
ELECTRON BEAM AND LASER BEAM MELDING FOR ASO-TDR-62-292 N63-10706
FABRICATING AEROSPACE STRUCTURES

A64-21706 ELECTRON BEAN MELDING OF SINTERED ALUMINIUM
EUR-39o E N63-10776

ARC MELDING, PLASMA ARC & ARCLESS ELECTRIC FUSION
MELDING OF HEAT RESISTANT ALLOYS ELECTRON BEAM MELDING OF AEROSPACE METALS

N66-17091 ASO--TOR-63-132 N63-16322

LAYOUT AND ASSEMBLY TECHNIQUES OF HIGH RELIABILITY MELDING CAPABILITIES OF HIGH VOLTAGE ELECTRON BEAM
RESISTANCE-MELDED ELECTRONIC MODULES AT GODDARO MELDING EQUIPMENT A66-11952

SPACE FLIGHT CENTER A65-19905
MICROMINIATURE ELECTRON BEAM MELDED CONNECTIONS

ELECTRODE UTILIZED FOR RELIABILITY OF PULL STRENGTH, MELD
PONDER-PLATE ELECTRODE FOR ELECTROSLAG FACING - RESISTAI_CEt I,;E_MAL SHOCK AND VIBRATION
SHEET STEEL N66-10768 A66-15278

ELECTRODE AND FLUX TECHNOLOGY FOR ARC MELOERS " EQUIPMENT COMPG:_ENTSt DISSIMILAR ML[AL MELL_W'¢G
FTD-IT-62-1522/182 N65-13786 TECHNIQUES AND WORK HANDLING METHODS FOR ELECTRON

BEAI_ WELDi;1G

ELECTRON BEAM ASNE PAPER 64-PROD-12 A66-2375b
PDMER SUPPLY FOR AN ELECTRON BEAM MELOER
DP-731 N62-14939 OPERATI,_ PRINCIPLES AND INDUSTRIAL ADVANTAGES OF

ELECTRGN BEAM MELDING
HIGH VOLTAGE ELECTRON BEAN MELDING OF AEROSPACE ASME PAPER 63-MA-122 A66-25161
COMPONENTS
SAE PAPER-51kB N62-15386 ELE:TRON 8FAM MELDING & A NOI_MELTING POSTHEAT

TREATiNr; r_$% EMBRACING ONLY FUSION 8 HEAT

ELECTRON BEAM MELDING TECHNIQUES FOR BERYLLIUMt A_-Ef'| ' _ ' _J
TITANIUN AND HIGH STRENGTH STEELS t_AL-l_.-._,..5tt/2-5 N66-II185
SAE PAPER-SIBA N62-15390

ELECTRUM BEAM MELDING OF NIOBIUM, IUhGSTEN,
OESCRIPTION AND APPLICATIONS OF ELECTRON BEAM MOLYBOENUM_ NICKEL, AND ALUMINUM ALLOYS
MELOINGe _|TH PORTABLE VACUUM CHANBERS_ EMPLOYED N66-17211
IN THE PRODUCTION OF LARGE AEROSPACE STILUCTURES
SAE PAPER 676A A63-16_67 ELECTRON BEAN MELb|NG AND MACHINING OF ELECTRON

TUBE MATERIALS
ELECTRON BEAM AND LASER BEAM MELDING FOR EBR-133 N66-26095
FABRICATING AEROSPACE STRUCTURES

A6*t-21T06 ELECTRON BEAN MELDING OF MARAGING STEEL
N64-26352

ELECTRON BEAM £ ELECTROSLAG REFINING TO IMPROVE
QUA* [TY OF STEELS & ALLOYS FOR MELDMENTS HIGH VOLTAGE ELECTRON BEAM MELDING OF ALUMINUM
JPRS-18690 N66-10770 ALLOYS

NASA-CR-58563 N66-29567
MELDING OF NIOBIUM BY VACUUM ARC AND ELECTRON BEAM
MELTING . N6_-20656 13-17 ELECTRON BEAM BF,AZING OF BERYLLIUM USING VARIOUS

FILLER METALS
TUNGSTEN INERT GAS, ELECTRON BEAM, ANO RESISTANCE NAEC-AML-1997 N66-31095
SPOT MELDING OF NIOBIUM ALLOY D-43
TM-3865-67 N65-'6126 ELECTRON BEAM TECHNOLOGY DEVELOPMENTS OISCUSSIHG

- BEND IN OPTICAL COLUMN TO PREVENT ARCING IN GUN,
ELECTRON BEAM MELO|NG MELDING M|TH 25 KM AT 150 KV AND NONVACUUM

ELECTRON BEAM MELDING OF AIRCRAFT TECHNIQUES A65-12099
MATERIALS AND COMPONENTS A63-10663

ELECTRON BEAH MELDING FOR DISSIMILAR METALSe
ELECTRON-BEAM MELDING OF ULTRA-HIGH-STRENGTH OUTLINING PUMPING AND MELDING SYSTEMS
SHEET STEELS SUBJE_ T TO BIAXIAL OR MEMBRANE A65-13629
LOADING A63-1157_

HIGH VOLTAGE ELECfRON BEAM MELDING MACHINE
DISCUSSION OF DEVELOPMENTS AND TECHNIQUES FOR HANDLING ANY AERG ENGINE COMPONENT-REQUIRING
METAL JOINING BY HIGH-SPEED BRAZING AND ELECTRON- MELDING A65-15371
BEAM AND ULTRASONIC MELDING OF SPACE-AGE METALS -

A63-11989 MACHINE OPERAT|(_N _. _ND AELD CHARACTE_11STICS IN
NONVACUUM ELECTRON BEAM MELDING

INVESTIGATION TO STUDY EFFECTS OF GAS TUNGSTEN- A65-15387
ARC AND ELECTRON BEAM MELDING ON NIOBIUM ALLOYS

A63-12350 TENSILITYe DUCTILITY AND HARDNESS EVALUATION OF
ELECTRON BEAM t_ELDEO ALUMINUM ALLOY 2219

DaSCUSSION OF EQUIPMENT AND TECHNIQUES INVOLVED A65-19986
IN THE ELECTRON BEAM_MELDING PROCESS

-' A63-16095 BOOK ON ELECTRON i_EAM HELDING INCLUDING
PRINCIPLES, EQUIPMENTo JIGGING, COSTS,

GENERATION. OF ELECTRON bEAMS FOR ELECI,,ON BEAM APPLICATIONS AFrO FUTUkE EXPECTATIONS
MELOING OF AEROSPACE STRUCTURES REV|EWED A65-t7'_23

A63-25094

: ELECTRON BEAM WELDING METHODS FOR_ATTACHING RIB-
ELECTRON BEAM MELDING AS A HIGH QUALITY JOINING SHAPED SPACERS TO NUCLEAR FUEL ELEMENTS AND
PROCESS M|TH REFRACTORY METALS AND MORE COMMON HOUSING
METALS, SUCH AS STAINLESS STEEL_ COPPER AND DP-889 N65-1112_
ALUMINUM A63-25136
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SUBJECT INDEX HEAT TRANSFER

ELECTRON BEAM WELDING - A,LJtCRAF, TURBINE ENGINE I_
GEAR APPLICATIONS N65-15181 m

MECHANICAL PROPERTIES OF TECHNICALLY PURE CHRONIUM FEEOBACK CONTROL SYSTEM
WELOED BY ELECTRON BEAM IN ARGON ATMOSPHERES LOAD RESONANCES AND NONLINEAR FkICTIUN EFFECTS ON
AND IN CONTROLLED ATMOSPHERIC CHAMBERS TYPE- III MULTIPLE-FEEDBACK SYSTEM SYNfHESIS
JPRS-29812 N65-22705 A65-15z_30

ELECTRON TUBE FILLER
ELECTRON BEAM WELDING AND NACHINING OF ELECTRON WELDING OF NICKEL-IRON ALLOYS FOR CRYOGENIC
TUBE NATERIALS SERVICE A66-27300
EBR-133 N66-26095

FLAW
ELECTRONIC CONTROL MICROFLAWS IN HIGH STRENGTH HELD METALS - CAUSES,

CONSTANT CURRENT AND CLOSED LOOP FEEDBACK USED IN EFEECTSe ELIMINATION
ELECTRONICALLY CONTROLLED POWER SUPPLY OF CAS WAL-TR-662.6/I N6Z-13632
TUNGSTEN ARC WELDING MACHINE A66-ZI978

FLUX
ELECTRONIC EQUIPMENT ELECTROOE AND FLUX TECHNOLOGY FOR ARC WELDERS

RESISTANCE _POT-WELDING OF INTERCONNECTING FTD-TT-62-ISZZ/I8Z N65-[3786
ELECTRONIC COMPONENTS
NASA-SP-5011 N65-13535 FUSION MELDING

DISCUSSION OF EQUIPMENT AND TECHNIQUES INVOLVED

ELECTRONIC NODULE IN THE ELECTRON E?EAM WELDING PROCESS
INTERCONNECTIVE WIRE WELDING IN ELECTRONIC NODULES A63-14095
NASA-TN-[}-2321 N66-23235

DESCRIPTION AND APPLICATION.., OF ELECIRON BEAM

LAYOUT AND ASSEMBLY IECHNIQUES OF HIGH RELIABILITY WELDING, WITH PORTABLE VACUUM CHAMBERS, EMPLOYED

RESISTANCE-WELDED ELECTRONIC NODULES AT GODDARD IN THE PRODUCTION OF LARGE AEROSPACE STRUCTURES
SPACE FLIGHT CENTER A65-19905 SAE PAPER 676A Ab3-I_ttt7

ELECTRONIC PACKAGING FUSION-WELDING OF TITANIUNt USING ARGON SHIELDING
DESIGN ANO MATERIAL PROBLEMS IN THE MICROWELDING AS A PROIECIX_I AGAINST ATMOSPHERIC CONTANINATION
OF ELECTRONIC MODULES FOR THE POLarIS MISSILE TO A63-1BIO6
INCREASE RELIABILITY AND TO REDUCE SIZE AND

, WEIGHT OF NODULE A63-ZteZ01 WELDABILITY OF RENE 4Iv HIGH-TEMPERATURE NICKEL
ALLOY, OENONSTRATED BY APPLICATION OF THREE

MICROCIRCUIT INTERCONNECTION TECHNIQUESt MATERIALS DIFFERENT WELDING PROCESSES Ab6-1116T
AND EQUIPMENT, INCLUDING SOFT SOLDERING AND

RESISTANCE WELDING PROCESSES A61*-IT692 HIGH TEMPERATURE WELDING TECHNIQUES AND WELD
(_UALITY OF GAS TUNGSTEN-ARC BRAZE-WELDED AND

ENCAPSULATION AND RESISTANCE WELI_ING FOR HIGH FUSION-WELDED BERYLLIUM PLATES A66-15628
DENSITY ELECTRONIC NODULE PACKAGING

A64-Z2GI5 BIBLIOGRAPHY - FUSION WELDING OF ALUMINUM

$B-63-56 N66-15980
ELECTROSLAG PROCESS

ELECTROSLAG WELDING OF SHIP PARTS WITHOUT FUSION THERNIT WELDING - BIBLIOGRAPHY
SUBSEQUENT HEAT TREATMENT SB-63-25 N61t-20518
JPRS-21685 N64-10325

ANNOTATED BIBLIOGRAPHY ON FUSION MELDIN,_ OF ALLOYS
WELDING OF VARIOUS GRANULA-TEO METALLIC POWDERS - OF MAGNESIUM WITH LITHIUM AND THORIUM

TUNGSTEN, NICKEL, TINy LEAD, TITANIUNt ALUMINUM SB-63-52 N6_-23881
AND FERROALLOYS N66-1076T

GAS STABILIZED PLASMA ARC USED FOR FUSION WELDING

POWDER-PLATE ELECTRODE FOR ELECTROSLAG FACING - NOTING ARC CONTROL, BUTT WELDS AND TORCH
SHEET STEEL N66-1UT68 02-18 GEOMETRIES A65-22686

: ELECTRON BEAM & ELECTROSLAG REFINING TO IMPROVE
QUALITY OF STEELS G ALLOYS FOR WELDMENTS v

JPRS-1BZ_90 N6et-lOT70 GAS COOLED REACTOR /GCR/
GAS TUNGSTEN ARC-WELDING OF BERYLLIUM TUBES FOR

! ELEC'rROSLAG wELOING PROCESS GAS-COOLED NUCLEAR REACTORS A63-11572
JPRS-24559 N64-20015

GAS-METAL INTERACTION
SUBMERGED ARC AND ELECTROSLAG WELI)ING FOR 1HICK GAS METAL ARC SPOT WELOING OF-ALUMINUM ALLOY LAP

TITANIUM ALLOY PLATE JOINTS WITH HEAT CONTROL AND CONSTANT
DMIC-MEMO-IBB N6#t-26336 THERMOCONOUCTIVITY AT JOINT INTERFACE

A6_.-17260
ELECTROSLAG WELDING , :ORGINGS OF TITANIUM ALLOY

N64-27618 GEAR
ELECTRCN BEAM WELDING - AIRCRAFT TURBINE ENGINE

ELECTROSLAG WELDING OF LOW ALLOY STEEL GEAR APPLICATIONS N65-15181
N66-_'T619

ii i

ELEGTROSLAG WELDING OF CYLINDERS rl
N66-27621 HEAT RESISTANCE

WELDING TURBINE COMPONENTS FABRICATED FROM HEAT
EXPLOSIVE REST STANT ALLOYS N66-17090

EXPLOSIVE WELDING OF ALUMINUM
ASTHE PAPER-SPb2-TT N62-17661 ARC WELDINGt PLASMA ARC _ ARCLESS ELECTRIC FUSION

WELDING OF HEAT RESISTANT ALLOYS
EXPLOSI ,el FORMING No6-IT091

EXPLOSIVE FORMING E WELDING OF HONEYCOMB SANDWICH
PLATE INERT-GAS SHIELDED ARC_ WELDING OF HEAT RESISTANT
NASA-CR-59395 N64-33922 ALLOYS N66-17092

EXPLOSIVE WELDING OF AREAw SPOT, AND SEAM BY HEAT TRANSFER
RELEASED ENERGY FROM EXPLOSIVE SOURCE GAS METAL ARC SPOT WELDING OF ALUMINUM ALLOY LAP
A66-13 N65-1065,., JOINTS WITH HEAT CONTROL AND CONSTANT
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HEAT TREATMENT SUBJECT INDEX

THERMOCONDUCTIVITY AT JOINT INTERFACE INERT ATMOSPHERE
A64-17240 WELDING OF REFRACTORY METALS MITH INERT ATMOSPHERE

CHAMBER
HEAT TREATMENT AD-bOBB18 N65-16116

WELDING AND HEAT TREATMENT OF B-120 VCA TITANIUM
ALLOY INERT GAS
ARF-2211-5 N6Z-[T266 INERT-GAS SHIELDED ARC MELDING OF HEAT RESIST_ANT -

ALLOYS N66-1T092
WELDING TITANIUM ALUMINUM V-SN ALLOY WITHOUT
PREHEAT CAUSES SEVERE LOSSES IN IMPACT STRENGTH OPTIMUM SYSTEM OF MELDING CONTROLS TO INTEGRATE
AND NOTCHED TENSILE STRENGTH A63-19329 TRAVEL SPEED ¢- MiRE FEED IN METAL INERT GAS

kELOING PROCESS
TRANSVERSE TENSILE TESTING OF SOLUTIONIZEO AND NASA-CR-53266 N66-17572
AGED WELDMENTS OF NICKEL-COBALT-MOLYBDENUM
MARAGING ALLOYS EXHIBIT JOINT EFFICIENCIES ELECTRIC ARC MELDING OF TITANIUM IN INERT GAS
AVERAGING 96 PERCENT A66-19180 STREAM

FTD-MT-b3-31/1&2 N66-18748
HEAT TREATMENT EFFECT ON SPOT AND STITCH MELDING
PROPERTIES nF JETHETE H152. MARTENSITIC STAINLESS IUNGSTEN INERT GAS. ELECTRON BEAM. AND RESISTANCE
STEEL FOR AIRCRAFT ENGINE USE A66-25165 SPOT WELDING OF NIOBIUM ALLOY 0-63

TM-386_-67 N65-16126
WELDING PARAMETERS AND HEAT TREATMENT EFFECT ON
MECHANICAL PROPERTIES IN IENSION AND SHEAR OF IRON ALLOY
TUNGSTEN ARC SPOT AND BUTT MELDED STAINLESS STEEL WEEDING CHARACTERISTICS OF INVAR TYPE NICKEL-IRON
FV520 ALLOY SHEETS A66-Z81TI ALLOYS A66-17239

ELECTROSLAG MELDING OF SHIP PARTS HIT,:_JT MELOING OF VARIOUS GRANULATED METALLIC POWDERS --
SUBSEQUFNT HEAT TREATMENT TUNGSTEN. NICKEL. TiNt LEAD. TITANIUMe ALUMINUM
JPRS-ZI685 N66-10325 AND FERROALLOYS N66-ZOT67

ELECTRON BEAM WELDING _ A NONMELTING POSTHEAT IRON-NICKEL ALLOY WELDABILITY EVALUATED FOR
TREATING PASS EMBRACING ONLY FUSION & HEAT CRYOGENIC PIPING SERVICE. NOTING NELDRENT
AFFECTED ZONES PROPERTIES A65-21260
WAL-TR-4tO1. 5612-5 N66-11185

SATURN ROCKET S-IC BOOSTER FABRICATION WITH L
ATTENTION TO ASSEMBLY. MELO QUALITY AND HEAT LASER OUTPUT
TREATMENT A65-15984 ELECTRON BEAM AND LASER BEAM MELDING FOR

FABRICATING AEROSPACE STRUCTURES
HERMETIC SEAL A66-21706

ULTRASONIC MELDING OF ALUMINUM ALLOY SHEET AND
CAPSULES FOR HERMETIC SEALING LAUNCH VEHICLE
RR-61-99" N64-22551 HIGH FREQUENCY RESISTANCE MELDING PROCESS FOR

SPACE VEHICLE AND LAUNCH VEH:CLE MATERIALS
HIGH STRENGTH ALLOY _ NASA-CR-58562 N66-29566

MELDABLE HIGH-STRENGTH ALUMINUM ALLOYS -
LITERATURE REVIEM AND BIBLIOGRAPHY LEAD
NASA-CR-S2372 NbB-1306T MELDING OF VARIOUS GRANULATED METALLIC POMDERS -

TUNGSTENt NICKELt TINt LEADt TITANIUHt ALUMINUM
HIGH STRENGTH STEEL AND FERROALLOYS N66-1076T

STRENGTHENING MECHANISMS AND MELDING METALLURGY OF
HIGH STRENGTH STEELS N65-19231 LOAD TEST

MELDED PRODUCT CLASSIFICATION ACCUROING TO
REFRACTORY METALS - BRAZING, BONDING, MELDIN.G. EXPECTED LOAD CONDITIONS RANGING FROM LON STRESS
AND JOINING OF REFRACTORY METAL AND HIGH TO NUCLEAR AND SPACE ENVIRONMENTS USED FOR
STRENGTH STEEL NbS-ZI370 MELDMENT INSPECTION AND TESTIN_

A65-Z2683

HIGH VOLTAGE
HIGH VOLTAGE ELECTRON BEAM MELDING OF AEROSPACE _U_
COMPONENTS
SAE PAPER-516D N62-15386 MACHINING

AEROSPACE METAL MELDING A._]D MACHINING SYSTEM USING
HONEYCOMB -_ LASER BEAM A65-11362

EXPLOSIVE FORMING _ MELDING OF HONEYCOMB SANDMICH
PLATE MAGNESIUM ALLOY
NASA-CR-5939_ N66-33922 ANNOTATED BIBLIOGRAPHY ON FUSION WELDING OF ALL3Yb

OF MAGNESIUM NITH LITHIUM AND THORIUM
HONEYCOMB CORE SB-6_-52 N66-Z3881

Br(AZING OF THIN GAUGE RENE 61 HONEYCOMB PANELS.
L_SING INFRARED QUARTZ LAMPS FOR USE IN SPACE MARAGING STEEL
#EHICLE A66-15276 TRANSVERSE TENSILE TESTING OF SOLUTIONIZED AND

AGED HELO_IENTS OF N|CKEL-COBALT-MOLYBDENUN

-- I MARAGI,_G ALLOYS EXHIBIT JOINT EFFICIENCIF5
AVERAGING 96 PERCENT A66-1918U

; MCONEL
CAUSES OF FRACTURE IN STAINLESS STEEL AND NICKEL MELDING TESTS ON MARAGING STEELS
BASE ALLOY WELD METALS DMIC-MEMO-182 NBk-IZOT2
ASD-T DR-62-317 N62-15272

"' HELDABILITY OF NI(,KEL-COBALT-MOLYBDENUM MARAGING
SPOT AND SEAM MELDING CHARACTERISTICS OF STEEL SHEET
]NCDNEL 718 NICKEL-BASE ALLOY, INCLUDING NELOING SM-66668 N66-19026
PROCEDURES AND JOINT STRENGTH AT ROOM AND ELEVATED
TEMPERATURES A66-16876 _LECTRON BEAN MELDINt; OF MARAGING STEEL

N64-2_352
EVALUAT|ON OF INCONEL MELDING OF AGE HAROENABLE
NICKEL-CHROMIUM ALLOY AT ROOM TEMPERATURE MELDING OF MARAG|NG STEEL N66-26353

_. A250 N64-11928
MARTENS|TIC $'* EEL

! HEAT TREATMENT EFFECT ON SPOT AND STITCH WELDING
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SUBJECT INDEX METALLURGY

PROPERTIES OF JETHETE M152, MARTENSITIC STAINLESS TRANSVERSE TENSILE TESTING OF SOLUTIONIZED AND
STEEL FOR AIRCRAFT ENGINE USE A66-25165 AGED WELDMENTS OF NICKEL-COBALT-MOLYBDENUM

MARAGING ALLOYS EXHIBIT JOINT EFFICIENCIES
MARTENS[TIC STEEL WELDING N66-IT093 AVERAGING 96 PERCENT A64-19180

WELDING PROCEDURES AND FILLER MATERIALS FOR MICROELECTRONIC INTERCONNECTION TECHNIQUEt USING
JOINING MARTENSITIC AND BAINITIC STEEL RUBY LASER WELDING TO JOIN DISSIMILAR MATERIALS
ML-TOR-64-255 N64-30933 AND THIN FILMS A66-19789

WELDING OF ALUMINUMt NICKELt AND NIOBIUM ALLOYS DIFFUSION WELDING DETAILING MECHANISH, PROCESS
AND BAINITIC, MARTENSITIC, AND NICHROME STEELE PARAMETERS AND APPLICATIONS

N65-12856 SAM PAPER B49A A64-21065

MATERIAL TESTING CRITICAL CONTROL OF WELD HEAT BUILDUP IN PROCESSES
HEAT TREATMEN[ EFFECT O_' SPOT AND STITCH WELDING FOR RESIST;,NCE WELDING OF RENE 6t AT ELEVATED
rROPERTIES OF JETHETE MI._Z, MARTENSITIC STAINLESS TEMPERATURES A66-21979

" STEEL FOR AIRCRAFT ENGINE USE A66-25165
PLAS_'A WELDING & METAL CLEANING BY PLASMA ARCS

MECHANICAL PROPERTY RS! C-123 N64-17655
WELDING PARAMETERS AND HEAT TREATMENT EFFECT ON
MECHANICAL PROPERTIES IN TENSION AND SHEAR OF (,AS TUNGSTEN ARC AND GAS METAL ARC PROCESSES USING
TUNGSTEN ARC SPOT AND BUTT WELDED STAINLESS STEEL buFT TOOLING TO WELD ALUMINUM SPACE VEHICLES I,'I

FV520 ALLOY SHEETS A66-28171 LAUNCH POSITION A65-12100

MECHANICAL PROPERTIES OF TECHNICALLY PURE CHROMIUM PLASMA ARC WELDING CHARACTERIZED BY KEYHOLING TO
WELDED BY ELECTRON BEAM IN ARGON ATMOSPHERES INDICATE COMPLETE PENETRATION AND GREATER SPEED
AND IN CONTROLLED ATMOSPHERIC CHAdBERS A65-12101
JPRS-29812 N65-22TO5

TENSILITY, DUCTILITY AND HARDNESS EVALUATION OF
METAL ELECTRON BEAM WELDED ALUMINUM ALLOY 2219

MICROFLAWS IN HIGH STRENGTH WELD METALS - CAUSES, A65-15906

EFFECTS, ELIMINATION
WAL-TR-662.6/1 N62-13632 METAL-METAL BONDING

RESEARCH REPORT ON BONDING ALUMINUM TO MILD STEEL

ELECTRON BEAM WELDING OF AEROSPACE METALS BY ARGONARC WELDING A63-1113_
ASD-TDR-63-132 N63-16322

ELECTRON BEAM AND LASER BEAM WELDING FOR
METAL BONDING FABRICATING AEROSPACE STRUCTURES

EXO-FLUX WELDING OF STAINLESS STEEL ALLrJYS BY A6tt-ZI706
COMBINATIUN OF OVERLAP AND HONEYCOMB SANDW.;CH
BONDING A66-2066T GAS METAL-ARC AND SUBMERGED-ARC WELDING OF SPECIAL

PROPERTY STEELS A65-15676
CONPARISOP* BONDING, BRAZING AND WELDING FOR
JOINING AIRCRAFT STRUCTURAL COMPONENTS FUSION WELDING CHARACTERISTICS AND MECHANICAL

A66-26592 PROPERTIES OF X7OO2t X7006 AND X7039 ALUMINUM
ALLOY SHEET AND PLATE WELOMENTS

JOINING OF STEEL AND OTHER WEAR-RESISTANT METALS A65-15677
TO ALUMINUM ALLOYS
FA-M66-8-1 N66-204OT NETAL OXIDE

BRIEF INTRODUCTION TO THE USE OF BERYLLIUM-
AEROSPACE METAL WELDING AND MACHINING SYSTEM USING CONTAINING COPPER ALLOYS IN WELDED STRUCTURES
LASER BEAN A65-11362 A63-13622

ULTRASONIC WELDING OF DIS3IMILAR MATERIALS 0,'1 METAL PLATE
THICKPIESSES WITHOUT HEAT A65-16792 NARROW-GAP WELOS IN THICK STEEL PLATES BY

AUTOMATIC ARC WELDING PRO_ESSES
BONDING AND WELDING OF DISSIMILAR METALS AD-656866 N65-21556

N65-18528
METAL WORKING

REFRACTORY METALS - BRAZING, BONDING, WELDINGt MATERIAL SELECTIONv VERTICAL ASSEMBLY WITH SOFT
AND JOINING OF REFRACTORY METAL AND HIGH TOOLING AND EQUIPMENT EVALUATION IN WELD
STRENGTH STEEL N65-ZI3TO FABRICATION TECHNIQUES FOR S-IC BOOSTER STAGE OF

SATURN V VEHICLE A64-13911
METAL COMPOUND

VACUUM DIFFUSION WELDING OF HIGH-MELTING METALLOID JOINING OF REFRACTORY METALS BY WELDINGw BRAZING_
COMPOUNDS WITH HIGH-MELTING METALS PIN JOINING OR DIFFUSION BONDING
JPRS-29550 N65- 21569 A64-2_t4_

METAL FOIL NETALLURGY
ULTRASONIC WELDING OF BERYLLIU" FOIL TO STAINLESS ULTRASONIC WELDING OF REFRACTORY METALS
STEEL N62-16288
NASA-TM-X-935 N66-12956

WELDING AND HEAT TREATMENT OF 8-120 VCA TITANIUM
WELDING AND BRAZING REFRACTORY NETA,. FOILS ALLOY
ASD-TDR-63-T99_ PT. I NbS-IO89B ARF-2211-5 NBg-IT266

METAL JOINT WELDABILITY STUDY OF EIGHTEEN PER CENT
DISCUSSION OF EQUIPMENT AND TECHNIQUES INVOLVED NICKEL-COBALT-MOLYBDENUM MARAGING STEEL
IN THE ELECTRON BEAM WELDING PRrICESS A63-10665

A63-16095

t OPTIMUM BONDING TECHNIQUES FOR FABRICATION
EFFECT OF A ROOT GAP BETWEEN HIGH-TENSILE C-MN OF TUNGSTEN AND OF ROCKET-NOZZLE ASSEMBLIES
STEEL MEMBERS ON WELD-HEAT AFFECTED CRACKING A63-10666

A63-14133
METALLURGICAL TECHNOLOGY OF BRAZING AND WELDING OF

SPOT AND SEAM WELDIhG CHARACTERISTICS OF BERYLLIUM
INCONEL 718 NICKEL-BASE ALLOYw INCLUDING WELDING NASA-IT-F-DO21 N66-27230
PROCEDURES AND JOINT STRENGTH AT ROOM AND ELEVATED
TEMPERATURES A66-1_BT6 BOOK ON ELECTRON BEAM WELDING INCLUDING

l-T
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MICROCIRCUIT SUBJECT INDEX

PRINCIPLES, EQUIPMENT, dIGGING, COSTS, NICKEL AND NICKEL ALLOY WELDING - IECHNIQUESj
APPLICATIONS AND FUTURE EXPECTATIONS PROCESSES, JOINT CONSTRUCTION, MATERI_LS, AND

A65-17423 METHODS
JPRS-22945 N64-15675

MICROCIRCUI T
MICROCIRCUIT I,'_TERCONNEC.TIUN TECHNIQUES, MATERIALS ELECTRON B_AM WELDING OF NIOBIUM, TUNGSrEN,
AND EQUIPMENT, INCI UDING SOFT SOLDERING AND MOLYBDENUM, NICKEL, AND ALUMINUM ALLOYS
RESISTANCE WELDING PROCESSES A66-17692 N64-1721I

WELDING AND BONDING TECHNIQUES FOR MICROCIRCUIT WELDABILITY OF NICKEL--COBALT-MOLYBDENU_ MARAGING

INTERCONNECT IONS A66-22008 STEEL SHEET

SM-44648 NB6-19026
MICROELECTRONICS

DESIGN AND MATERIAL PROBLEMS IN THE MICROWELDING WELDABILITY AND CRACK SENSITIVITY UF NICKEL

OF ELECTRONIC MODULES FOR THE POLARIS MISSILE TO SUPERALLOY SHEETS A65-10IBI
INCREASE RELIABILITY AND TO REDUCE SIZE AND

WEIGHT OF MODULE AB3-26201 FERRITIC FILLER MEIAL TO PRODUCE SOUND CRACK-FREE

GAS-SHIELDED ARC WELDS IN 9 PERCENT NICKEL STEEL
MICROELECTRONIC INTERCONNECTION TECHNIQUE USING A65-12LO2

RUBY LASER WELDING TO JOIN DISSIMILAR MATERIALS

AND THIN FILMS A64-I9789 IRON-NICKEL ALLOY WELDABILITY EVALUATFD FOR

CRYOGENIC PIPING SERVICE, NOTING WELDMENT
MICROFILM PROPERTIES A65-21260

MICROFLAWS IN HIGH STRENGTH WELD METALS - CAUSESy
EFFECTS, ELIMINATION WELDING OF ALUMINUM, NICKEL, AND NIOBIUM ALLOYS
WAL-TR-642.AZI N62-13632 AND BAINITIC, MARTENSITIC, AND NICHROME STEELS

N65-12854
MICROMINIATURIZATION

MICROMINIATURE ELECTRON BEAM WELDED CONMECIIONS NIMONIC ALLOY
UTILIZED FOR RELIABILITY OF PULL STRENGTH, WELD A NEW METHOD FOR THE EL!MINATION OF CONTRACTION

RESISTANCE, THERMAL SHOCK AND VIBRATIqN r'.'tIIIFS IN SPOT WELDS BY MEANS OF VARYING
A64-I5278 t L 'r.cD HEAT CONDITIONS A63-I2063

MISSILE CONSTRUCTION _,...F_CE PREPARATION OF AGED NIMONIC ALLOYS FOR
JOINING AND FORMING TECHNIQUES IN THE CONSTRUCTION SPOT WELDING A6 -16076

OF MISSILE COMPONENT_ _ A63-14303
flIO@IUM

MOLYBDENUM ALLOY WELDING OF COLUMBIUM IN CONTROLLED-ATMOSPHERE
ELECTRON BEAM WELDING OF NIOBIUM, TUNGSTEN, CHAMBER WITH TESTS SHOWING AGING BEHAVIOR OF
MOLYEDENUM_ NICKEL, AND ALUMINUM ALLOYS WELDS A&3-11576

N66-17211
BRIEF DISCUSSION OF THE DEVELOPMENTS IN WELDING,

WELDABILITY OF NICKEL-COBALT-MOLYBDENUM MARAGING BRAZING AND FABRICATION OF NIOBIUM, BERYLLIUM AND
STEEL SHEET THEIR ALLOYS A63-I1996
SM-44648 N64-190_4

WELDING OF NIOBIUM BY VACUUM ARC AND ELECTRON BEAM

N MELTING N64-20656

NETWORK SYNTHESIS NIOBIUM ALLOY
LOAD RESONANCES AND NONLINEAR FRICTION EFFECTS ON "DESCRIPTION OF A TECHNIQUE FOR WELDING NIOBIUM

TYPE- I IT MULTIPLE-FEEDBACK SYSTEM SYNTHESIS AND NIOBIUM ALLOYS A63-]2349
A65-15430

INVESTIGATION TO STUDY EFFECTS OF GAS TUNGSTEN-

NICKEL ARC AND eLECTRON BEAM WELDING ON NIOBIUM ALLOYS
WELDING GF VARIOUS GRANULATED METALLIC POWDERS - A63-1235q

TUNGSTEN, NICKEL, TIN, LEAD, TITANIUM, ALUMINUM

AND FERRDALLOYS N64-10767 WELDING OF COMMERCIAL NIOBIUM ALLOYS_
ELECTRON BEAM, SPOT, FLASH BUTT

NICKEL AND NICKEL ALLOY WELDING - TECHNIQUES_ ASD-TDR-62-292 N63-10704

PROCESSES_ JOINT CONSTRUCTION, MATERIALSt AND
METHODS WELDA=LLITY STUDIES OF THREE COMMERCIAL NIOBIUM-

JPRS-22945 N64-15675 BASE ALLOYS - REFRACTORY METALS SHEET ROLLING
PROGRAM

NICKEL ALLOY DMIC-MEMO-169 N63-20626
CAUSES OF FRACTURE IN STAINLESS STEEL AND KICKEL

BASE ALLOY WELD METALS WELDING CItARACTERISTIGS OF NIOBIUM ALLEYS AT
A_'D-TDR-62-317 N62-I5272 ELEVATED TEMPERATURES

ASD-TDR-63-8_3 N64-I1371
JOINING UF NICKEL-BASE ALLOYS

DMIC-18I N63-12583 ARGON ARC, SPOT, AND ROLLER WELDING OF NIOBIUM
ALLOYS_ AND PROPERTIES OF WELDED JOINTS

WELDABILITY OF RENE 61, HIGH-TEMPERATURE NICKEL JPRS--22597 N66-1270;_
ALLOY, DEMONSTRATED BY APPLICATION OF THREE

DIFFERENT WELDING PROCESSES ABA-III47 ELECTRON BEAM WELDING OF NIOBIUM, TUNGSTE,_It
MOLYBDENUM, NICKEL, AND ALUMINUM ALLOYS

SPOT AND SEAM WELDING CHARACTERI_.TICS OF N64-172LI
INCONEL 718 NICKEL-BASE ALLOY, INCLUDING WELDING

PROCEDURES aND JOINT STRENGTH AT ROOM AND ELEVATED WELDING OF ALUMINUM, NICKEL, AND NIOBIUM ALLOYS
TEMPERATURES A64-14876 AND BAINITICt MARTENSITIC, AND NICHROME STEELS

N65-12854
WELDING CHARACTERISTICS OF INVAR TYPE NICKEL-IRON

ALLCYS A66-17939 TUNGSTEN INERT GAS! ELECTRON BEAMy AND RESISTANCE
SPOT WELDING OF NIOBIUM ALLOY 0-63

WELDING OF NICKEL-IRON ALLOYS FOR CRYOGENIC TM-.._BbS-6T N65-16123
SERVICE A66-27300

NONLINEAR FEEDBACK
EVALUATION .qE INCDNEL WELDING OF AGE HARDENABLE LOAD P:'$ONANCES AND NONLINEAR FRICTION EFFECTS ON
NICKEL-CHRUM_uM ALLOY AT RUON TEMPERATURE tYPE- ill MULTIPLE-FEEDBACK SYSTEM SYNTHESIS
A250 N64-1192B A65-15430
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SUBJECT INDEX REFRACTORY METAL

NUCLEAR FUEL ._HAPES iN ARC WELDING OF ALUMINUM ALLUYS IN ARG_ "_
ELECTRON BEAM WELDING METHODS FOR ATTACHING , IB- A6S-ZIz39
SHAPED SPACERS TO NUCLEAR FUEL ELEMENTS AND
HOUSING PRESSURE VESSEL
DP-889 N65-11122 WELDING THIN N_LLED TITANIUM PRESSURE VESSELS,

USING THE GAS "UNGS:EN ARC PROCESS UNDER ARGON
NUCLEAR ROCKET ATMOSPHERE A64-15274

WELDING OF 7000 SERIES AIUMINUM FOR NUCLEAR ROCKET

APPLICATIONS N63-22320 HIGH PRESSURE OXYGEN VESSEL WELDING BY GAS

TLINGSTEN-ARC PROCESC_ DESCRIBING PROCESS AND TESTS

A65-21237

OPIIMAL CONTROl PRESSURE WELDING
OPTIMUM SYSTEM OF WELDINC CONTROLS TO INTEGRATE WELDING [ECHNIQUES USED FOR EEFRAr.TORY METALS AND

TRAVEL SPEED & WIRE FEED IN METAL INERT GAS THEIR ALLOYS INCLUDING ELECTRON GEAMt PRESSURE

WELDING PROCESS WELDING, ULTRASONIC AND OTHERS Ab3-25267
NASA-CR-53_6,5 N64-11672

PRODUCTION ENGINEERING

p PRODUCTION ENGINEFRING FOR MOUNTING SILICON DIODES
UY WELDING N65-[9619

PHASE TRANSFORMAT ION
ARGON SHIELDED TITANIUM FUSION WELDING, EXAMINING PRODUCTION METHOD
MIGRATION L,F OXYGEN AND HYDROGEN AT ALPHA AND BETA ROLL-WELDING OF CORRUGATED SANDWICH PANEL

TITANIUM PHASE BOUNDARY A65-13260 FABRICATION OF TITANIUM ALLOY A65-1116I

PLASMA _RC PFOP_LLANT TANK
PLASt'A WELDING & METAL CLEANING BY PLASMA ARCS ULTRASONIC RING WELDING TO SEAL PROPELLANI

RSIC-123 N66-17655 CONTAINERS

RR-64-41 N65-1_267
PLASMA ARC WELDING

ARC WELDING, PLASMA ARC _;ARCLESS ELE'CTRIC FUSION
WELDING O,: HEAT RESISTANT '_LLOYS

N64- ITOOI QUALITY CONTROL
CRITICAL CONTROL OF WELD HEAT BUILDUP IN PROCESSES

PLASM._ WELDING 8 METAL CLEANING BY PLASMA ARCS FOR RESISTANCE WELDING OF Rt:NE 41 AT ELEVATED
RSIC-123 N6_.-I7655 TEMPERATURES A64-?1979

PLASMA ARC WELDING CHARACTERIZED BY KEYHOLING TO WELDED PRODUCT CLASS:FILATION ACCORDING TO

INDICATE COMPLETE PENETRATION AND GREATER SPEED EXPECTED LOAD CONDITIONS RANGING FROM LOW STRESS
A65-IZIGI TO NUCLEAR AND SPACE ;NVIRONMENTS USED FOR

WELDMENT INSPECTION Ah" TESTING

GA'; STABILIZED PLASMA ARC USE3 FOR FUSION WELDING A65-22683
NOTING ARC CONTROL, BUTT WELDS AND TORCH

GEOMETRIES A65-2268/_ WELDING OF TITANIUM AND ITS ALLOYS - METHODS OF
WELDING AND CONTROL OF DEFECTS IN WELD SURFACES

PLASMA JET AND SEALS N65-21206
PLASMA JET WELDING, COA='ING, AND CUTTING -

BIBLIOGRAPHY R
SB-63-21 N63-22728

REACTOR
POROSITY GAS TUNGSTEN ARC-WELDING OF BERYLLIUM TUBES FOR

TITANIUM WELD POROSITY AND ITS DEPENDENCE ON GAS-COOLED NUCLEAR REACTORS A63"-11572

DISSOLVED HYDROGEN AND WELDING PARAMETERS
A65-22685 REFRACTORY ALLOY

ULTRASONIC WELDING OF SELECTED REFRACTORY METALS
POSITION SERVO ANb ALLOYS N63-23470

GAS TUNGSTEN ARC AND GAS METAL ARC PRF'CESSES USING

SOFT TOOLING TO WELD ALUMINUM _PACE VLHICLES IN ULTKASONIC WELDING REFRACTORY METALS AND _' LO¥._
LAUNCH POSITION A05--12100 WITH POWER-FORCE PROGRAMMING

AO-427997 N64-1_ -,11
POSITIONING EQUIPMENT

PRECISION POSITIONING CONTROLS FOR REFRACTORY METAL
WELDING SATURN SPACE VEHICLES A63-tOZeBZe ULTRASONIC WELDING OF REFRACTORY METALS

Nb2-14268
POWDER METALLURGY

WELDING OF VARIOU. ¢ GRANULATED METALLIC POWDERS - ULTRASONIC WELDING OF REFRACTORY METALS

TUNGSTEN, NICKEL, TINy LEAD, TITANIUM, ALUMINUM ASD-TR-7-888 IIIIl N62-16273
AND FERROALLOYS N/',6-10767

WELDING OF CDLUMBIUM IN CONTROLLED-_TMOSPHERL
WELDING OF SINTERED ALUMINUM POWDER SHEERS CHAMBER WITH TESTS SHOWING AGING BEHAVIOR OF

N65-11760 WELDS A63-11574

FUSION WELDING OF SINTERI-{. ALUMINUM POWDER ?RICE DISCUSSION OF _'HE DEVELOPMENTS IN WELDING,

NAP-lIT43 BRAZING AND FABRICATION OF NIOBIUM, BERYLLIUM AND

THEIR ALLOYS Ab3-I1996
BUTT WELDING OF SINTERED ALUMINUM POWDER WIRE

N65-I1744 BRIEF INTRODUCTION TO THE USE OF BERYLLIUM-
CONTAINING COPPER ALLOYS IN WELDED STRU_.IURES

POWER SOURCE A63-13422
POWER SUPPLY FOR AN ELECTRON BEAN WELDER
DP-731 N62-16939 ELECTRON BEAN WEL,'ING AS A HIGH QUALITY JOINING

PROCESS WITH REFR,\CTORY METALS A;_D MORE COMMON
POWER SUPPLY METALS, SUCH AS STAINLESS STEEL, COPPER AND

CONSTANT CURRENT _ND CLOSED LOOP FEEDBACK USED IN ALUMINUM A63-25136
ELECTRONICALLY CONTROLLED POWER SUPPLY OF GAS
TUNGSTEN ARC WELDING MACHIN_ A,,<-'t-219T8 WELDING TECHNIQUES USED FOk REFRACTOR v METALS AND

THEIR ALLOYS INCLUDING ELECTRON BEAN, PRESSURE
PRESSURE EFFECT WELDING, ULTRASONIC AND OTHERS A63-25267

PRESSURE EFFECT ON METAL TRAt",;_,'_ _, j:' krLD-BEAD
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RIB SUBJECT i_DEX

ULIRASONIC WELDING OF SELECTED REFRACTORY METALS SATURN V LAUNCH VEHICLE
ANO ALLOYS N63-23670 MATERIAL SELF'TION, VERTICAL ASSEMBLY WITH SOFT

TOOLIt;_, AN{J EQUIPMENT EVALU/.I ION IN HELD
JOINING OF REFRACTORY METALS BY WELDING, BRAZING, FABRICATION TECHNIQUES FLIR S-IC BOOSTER STAGE OF
PIN JOINING OR OIFFdSION BONDING SATURN Y VEHICLE A66-13911

Ab4-Z4699
SATURN LAUNCH VEHICLE

ULTRASONIC WELDING EQUIPMENT FOR REFRACTORY PRECISION POSITIONING CONTROLS FOR
METALS - CERAMIC TRAHSOUCER AND COUPLING SYSTEMS kELDING SATURN SPALE VEHICLES A63-10666
ASD-T R- T-888/V ! / N66-1264T

SATURN S- IC S(AGE
ULTRASONIC WELDING REFRACTORY METALS ANO ALLOYS SATURN ROCK-':T S-IC BOOSTER FABRICATION dlTH
WITH POWER-FORCE PROGRAMMING ATTENTION tO ASSEMBLY, WELD QUALITY ANO ,EAT

[ AD-427997 N66-- 16811 TREATMENT A65-159fl6

ULTRASONIC dELOING EQUIPMENT FOR JOINING SEALING
REFRACTORY METAL'." AND SUPERALLOYS ULTRASONIC RIi_G MELOING TO SEAL PqDPELLANT
RR-64-53 N66-2929B CONTAINERS

RM-66-61 N65-16267
WELDING OF REFRACTORY METALS
A0-621905 N66-3125B *;ELDING OF TITANIUM AN[/ ITS ALLOYS - METHODS OF

WELDING AND CONTROL OF DEFECTS IN I/ELO SURFACES
MELDING AND BRAZING REFRACTORY METAL FOILS AND SEALS NbS-2120b
ASI)-TDR-63-Tg9j PT. I K65--10898

SERVQSTABiLITY CONTROL
MELOING OF REFRACTORY METALS WITH INERT ATMOSPHERE LOAD RIESONANCES AND NONLINEAR FRICTION EFFECTS ON
CHAMBER TYPE- Ill MULTIPLE-FEEDBACK SYSTEM SYNTHESIS
A0-608818 N6S-|6i 16 A6S-! 5630

REFRACTORY METALS - BRAZING, BONGING, MELOINGJ SHEET
AND JOINING OF REFRACTORY METAL AND HIGH MOTOR CASE FABRICATION FROM WIDE CLOSE-IOLI_RANCE
STRENGTH STEEL Nb$-213TO STEEL SHEETS

ASD-TR-62-T-TB7 N62-13546
RIB .

E!.ECIRON BEAM WELDING METHODS FOR ATTACHING RIB- SHEET METAL
SHAPED SPACERS TO NUCLEAR FUEL ELEMENTS AND EI.ECTROM-OE/tM MELDING OF ULTRA-HIGH-STrENGTH
HOUSING SHEET STEELS SUBJECT TO BIAXIAL OR MEMBRANE
OP- B89 N65-11122 LOAD I NG A63- i 15 T3

_ ROCKET FUEL TANK WELl)ABILITY STUDIES OF THREE COMMERCIAL NIOBIUM-
ELECTRON-BEAN WELDING OF ULTRA-HIGH-STRENGTH BASE ALLOYS - REFRACTORY METALS SHEET BULLING
SHEET STEEI.S SUBJECT TO BIAXIAL OR MEMBRANE P,'tOGRAM
LOADING J _3-1 l_)T3 ON! C-MEMO-169 N63-20426

ROCKET MOTOR CASE ALUMINUM SHEET P.*.JTE MELDING TOOLS ANO TECHNIQUES
MOTOR CASE FABRICATION FROM WIDE CLOSE-TOLERANCE NASA-SP-5003 N64-16859
STEEL SHEETS
ASO-TR-bT-T-787 N62-13566 _ELDABIL|TY OF H|ChEI.-COBAIT-NOLYBOENOM HARAGING

STEEL SHEET
STATISTICAL STobY OF THE STRESS ANALYSIS OF SM-66648 NbB-I9OZ6
W_LDED JOINT, JOINT G.'-ONETRY AND FILLER METALS IN
THE OE$IGN FOR ROCKET _'OTOR CASES SHIP

: A63-'._623 EL ECTROSLAG NELO|NG OF SHIP PARTS WIIHOUT
_UBSEQUENT HEAT TREATMENT

MELDING PROCESSES FOR F_BRICATIQN OF TITANIUM JPRS-21685 NbB-IOsz5
ROCKET MOTOR CASE
WAL-TR-Tb6.21I-IBt VOL. Ill N66-20910 SII.ICON

PRODUCTION ENGINEERING FOR MOUNTING SII. ICON DIODES
ROCKET NOZZLE BY WELDING N65-19619

OPTIMU': BON._iNG ECHhlQUES FOR FABRICATION
OF TUNGSTEN AND ROCKET-NOZZLE A_-SEMBLIES SINTERED ALUMINDM PONDER

A63-10466 WELD|NO OF SINTEI_ED ALUM[NUN PONDER SHEEIS
N65-11T60

ROCM ., e:._£" -
EVALUATIUh OF ]NCONEL WELOING OF AGE HAROENABLE FU3|ON MELDING OF SINTERED ALUNINUH POWDER
NICKE(.-CHROHIUN ALLOY AT ROOM TEMPERATURE N65-I1743
AZSO H64-1 i 928

BUTT WELOING OF SINTERED ALUMINUM POWDER HIRE
RUBY LASER N6_-11766

MICROELECTRONIC INTERCONNECTION TECHHIQUE_ CJS_NG
RUBY LASER WELDING TO JOIN OISSIMILAR MATERIALS ' SINTERING
AND THIN FILMS AbB-19789 ELF.CTROI4 BEAM WELDING OF SINTEREO ALUMINIUM

-_,U_-39, E N63-10776
tb

,_I BRAZING AND I/ELOING OF SINTEREO ALUMINUM PONDER
SANDMIC_ COhSTRUCT ION , JPRS-IB187 NbB-|Q750

EXU-FLUX WELDING OF SIAINLE3S STEEL ALLOYS WY
CURBINATIUN OF OVERLAP AND HONEYCOMB SANOMIrH SPOT WELDING OF SINTEREO ALUMINUM POWDER WITH
BONDING A6t,-2066T AI.UMI NUN ALLEYS

JPR$-22422 N66-12010

_ANOMICH PLATE
-' EXPLOSIVE FORMING & fIELDING OF HONEYCOMB SANDWICH SOLDERING

PLATE MICROCIRCUIT INTERCONNE_TION TECHNIQUES_ MATERIALS
NASA-CA-S9395 N64-33,22 ANO EQUIPMENTw INCLUO|NG SOFT SOLDERING AND

RESISTAt_CE WELOING PROCESSES AbB-IT692
ROLL-MELDING 9F CORRUGATED SA'tPNICH PANEL
FABRICATION OF TITANIUM ALLOY A6._-iIl61 SPACE METAL

: OISCUSSION OF DEVELOPMENTS AND TECHNIQUES FOR
_ METAL JOIN:NG BY HIGH-SPEED BRAZING AND ELECTRON-
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BEAM AND ULTRASONIC _ELDING OF SPACE-AGE METALS LOMBINATiON OF OVERLAP AND HONEYCUHB SANDWICH
A63-1198q UGNOING Ab6-20667

SPACE VEHICLE MELDING PARAMETERS AND HEAl TREATHENI EFFECT ON
HIGH FREQUENCY RES|STANCC MELDING PROCESS FOR MECHANICAL PROPERTIES IN TENSION AND SHE_R OF
SPACE VEHICLE ANO LAUNCH VEHICLE MATERIALS TUNGSTEN ARC SPOT AND BUTT MELDED STAINLESS STEEL
NASA-CR-SBSbZ NC_-Z9566 FV52U ALLOY SHEETS Ab¢-28171

SPACECRAFT CONSTRUCTION MATERIAL ULTRASONIC MELDING OF BERYLLIUM FOIL TU STAINLESS
HATERTAL SELECTIONt VERTICAL ASSEMBLY With SOFT STEEL
TOOLING AND EQUIPMENT EVALUATION IN WELD NASA-TH-X-935 Nb4-12956
FABRICATION TECHNIQUES FOR S-IC BOOSTER STAGE OF
SATURN V VEHICLE A66-13911 STEEL

MOTOR CASE FABRICATION FROM WIDE CLOSE-TOLERANCE
SPOT MELDING STEEL SHEEFS

A NEW METHOD FOR THE ELIMINATION OF CONTRACTION ASD-TR-6Z-T-787 N62-L3566
CAVITIES IN SPOT WELDS BY MEANS OF VARYING
POSTWELO HEA¥ CONDITIONS A63-12063 HICROFLAWS IN ItlGH STRENGTH HELD HEIALS - CAUSESe

EFFECTSe ELIMINATION
MELDING OF COMMERCIAL NIOBIUM ALLOYSt kAL-TR-662.41_ N62-I3632
ELECTRON _EAKt SPOTe FLASH EUTT
ASD-TOR-62-292 Nb3-,0706 ELECTRON BEA't MELDING TECHNIQUES FOR BERYLLIUM,

TITANIUM AND HIGH STRENGTH STEELS
STRENGTH OF SPOT WELDING OF TITANIUM ALLOYS AT SAE PAPER-5,¢A Nb2-15390
ROOM AND ELEVATED TEMPERATURES
NAHC-AHL-|319 N63-15402 RESEARCH RE.PORT ON 80NOING ALUMINUM TO HiLD STEEL

BY ARGONARC MELDING Ab3-LI136 06-IB
SPOT AND _EAH MELDING CHARACTERISTIC[ OF

INCONEL T|B NICKEL-BASE ALLOYt INCLUDING MELDING POWDER-PLATE ELECTRODE FOR ELECTROSLAG FACING -
PROCEOURES AND JOINT STRENGTH AT ROOM AND ELEVATED SHEET STEEL Nb4-10768
TEMPERATURES A_4-14876

ELECTRON BEAM & ELECTROSLAG REFINING TO IMPROVE
:URFACE PREPARATION OF AGED NIHONIC ALLOYS FOR QUALITY OF STEELS g ALLOYS FOR WELDHENTS

SPOT WELDING A66-16OT4 JPRS-I8¢90 N6_-IO7TO

GAS METAL ARC SPOT WSLDING OF ALUMINUM ALLOY LAP JOINING OF STEEL ANO OTHER WEAR-RESISTANT HETALS
JOINTS WITH HEAT CONTROL AND CONSTANT TO ALUMINUM ALLOYS
THERMOCONOUCTIVITY AT JOINT INTERFACE FA-N6_-8-| NbB-_OBOT

A64-17260
FERRITIE FILLER HETAL TO PRODUCE SOUND CRACK-FREE

CRITICAL CONTROL OF HELD HEAT BUILDUP IN PROCESSES GAS-SHIELDED ARC WELDS IN 9 PERCEN| NICKEL STEEL

FOR RESISTANCE WELDING OF RENE 61 AT ELEVATED AbS-IZiO2
TEMPERATURES -A66-21979

kELOING OF ALUHINUMt NICKELI AND NiOBIUH ALLOYS
RESISTANCE SPOT AND SEAM WELDING OF FV5205 STEEL AND BAINITICt MARTENSITICt AND K|CHRUHE STEELS
SHEETS FOR A'RFRAME SKINS AlTO STIFFENERS NBS-LZ8S4

AB_-24TTT
STRAIN AGING

HEAT TREATMENT EFFECT ON SPOT AND STITCH WELDING WELOAOILITY AND CRACK SENSITIVITY OF NICKEL
PROPERTIES OF JETHETE M|S2t MARTENSITIC STAINLESS SUPERALLOY SHEETS A65-10181
STEEL FOR A_RCRAFT ENGINE USE A64--25165

STRUCTURAL MATERIAL
MELDING PARAMETERS AND HEAT TREATMENT EFFECT ON MELDING PROCEOURES AND FILLER MATERIALS FOR
MECHANICAL PROPERTIES IN TENSION AND SHEAR OF JOINING HARTENSliIC AND BAINITIC STEEL
TUNGSTEN ARC SPOT AND BUTT WELDED STAINLESS STEEL NL-TOR-66-255 N64-30933
FVS20 ALLOY SHEETS A66-Z8171

SUPERALLOY
SPOT WELDING OF SINTEREO ALUMINUM POWDER WITH EXPERIMENTAL STImDY OF THE CRYOGENIC AND ELEVATED
ALUMINUM ALLOYS TEMPERATURE PROPERTIES OF SUPER ALPHA TITANIUM

JPRS-226_2 N_<t-120IO ALLOY MELDHENTS A6_-13626

ARGON ARCt SPOTt A.40 ROLLER WELOING OF NIOBIUM ULTRASONIC WELDING E_UIPHENT FOR JOINING
ALLOYSt AND PROPERTIES OF NELOED JOINTS REFRACTORY HLTALS AND SUPERALLOYS
JPRS-22597 N64-IZTOZ RR-66-S3 N66-29298

SPOT WELO|NG CHARACTERISTICS OF TITANIUM ALLOYS WELDABILITY AND CRACK SENSITIVITY OF NICKEL
NAEC-AML-18L5 N66-15819 SUPERALLOY SHEETS AbS-IOI81

SPOT & SeAM RESISTANCE MELDING OF TITANIUM SdRFACE OISTURTIUN
N66-1T096 DISTORTION CONTROL FOR LARGE ARC HELDED STRUCTURES

SAE P¢#ER 8668 A66-20799
ALUMINUM WELDING METHODSo TUNGSTEN ARC AND METAL
ARC iNERT GAS SHIELDED AND RESISTANCE SPOT MELDING SURFACE TREATMENT

ABS-IO37T _x'I.;ACF PREPARATION OF AGED NIMONIC ALLJYS FOR
S_T WtLOING AbB-I6074

RE_iSTANCE SPOT-NELOING OF INTERCONNECTING

E_ECTRON|C CCMPONENTS T
NASA-SP-5011 N6S-13535

TENSILE STRENGTH
TUNGSTEN INERT GASm ELECTRON 8EANt AND RESISTANCE TENSILITYt DUCTILITY AND HARDNES_ Ev_LVATION OF
SPOT MELDING OF N|DBIUM ALLOY 0-63 ELECTRON BEAM MELDED ALUMINUM ALLOY 2_'9
TM-386S-67 NbS-|b|2b Ab_-IS986

" STAINLESS STEEL THERMAL CYCLING '
CAUSES OF FRACTURE IN STAINLESS STEEL AND NICKEL MELDING TITANIUM ALUNINUM-V-_N ALLOY WITHOUTT
BASE ALLOY WELO METALS PREHEAT CAUSES SEVERE LOSSES IN IMPACT STRENGTH
ASD-TDR-b2-31T N62-15272 ANO NOTCHED TENSILE STRENGTH A63-|7329

E_O-FLUX MELDING OF STAINLESS STEEL ALLOYS BY
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TIN DISSOLVED HYDROGEN AID MELDING PARAMETERS
MELOANG OF VARIOUS GRANULATED HETALLII'. PONDERS - A65-22685

TUNGSTENt NICKELe TINt, LEADt TITANIUMt ALUMINUM
AND FERROALLOYS N64- |0767 TOLERANCE

MOTOR CASE FABRICATION FROM WIDE CLOSE-TOLERANCE
TITANIUM STEEL SHEETS

ELECTRON BEAM _ELOING IFC.14NIQUES FOR BERYLLIUHt ASD-IR-62-7-787 N62-13566
[I[ANIUM AND HIGH STRENGTH STEELS
SAE PAPER-516A N62-15390 TRANSDUCER

ULTRASONIC MELDING EQUIPMENT FCJR REFRACTORY
BRAZING PROCESS FOR THE JOINING uF ALUNINUH AND METALS - CERAMIC TRANSOUCER ANU COUPLING SYSTEMS
T I TAN|UM A64-1 | 145 ASD-TR-T-BBB/VE / N64-12667

' MELDINL; THIN NALLED TITANIUM PRESSURE VESSELS, TUNGSTEN
USING 1tiE GAS TUNGSTEN ARC PROCESS UNDER ARGON OPTIMUM BONDING TECHNIQUES FOR FABRICATION
ATMOSPHERE A66-1527,,'- OF TUNGSTEN AND OF ROCKET-NOZZLE ASSEMBLIES

A63-10466

MELDING QF VARIOUS GRANULATED METALLIC PONDERS -
[UNGSTENt NICKELt TINy LEADt TITANIUM, ALUMINUM ELECTRON-B-"*_ MELDING OF TUNGSTEN
AND FERROALLOYS N64r-10767 CHIC-MEMO-"|52 N63-10102

MELDING TITANIUM AND ITS ALLOYS BY DIFFUSION UNDER MELDING OF VAKIOUS GRANULATED METALLIC PONDERS -
VACUUM N64-L3620 TUNGSTENe NICY-ELt TINy LEADt TITANIUMt ALUMINUM

AND FERROALLOYS N66-10767
ELECTRIC ARC MELDING OF TITANIUM IN INERT GAS
STREAM TUNGSTEN ALLOY
FTD-NT-63-31/L&2 N6_-I8748 ELECTRON BEAN MELDING OF NiOBlUNt TUNGSTEN,

MOLYEDENUNt NICKELt AND ALUHINUH ALLLIYS
M_LDING PROCESSES FOR FABRICATION OF TiTANiUM N66-LT21X
ROCKET HOTDR C£SE
MAL-TR-T66.ZlI-ISt VOL. ill N64-20910 TURBINE

MELDING TURBINE (.C'_.MPONENTS FABRICATED FROM HEAT
MELOING OF TITANIUM AND ITS ALLOYS - METHODS OF RESISTANT t.LLUYS N66-17090
MELDING AND CONTROL OF ._EFECTS IN HELD SURFACES
AND SEALS N65-_']206 TURBINE ENGINE

ELECTRON BEAN MELDING - AIRCRAFT TURBINE ENGINE
TITANIUM ALLOY GEAR APPLICATIONS N65-151di

MELDING AND HEAT TREATMENT OF B-120 VCA TITANIUM

ALLOY UARF-2211-5 N62-17264
- ULTRASONIC SOLDIERING

EXPERIHE.NTAL STUDY OF THE CRYOGENIC AND ELEVATED APPLICATION OF ULTRASONIC ENERGY TO MELDING AND
TEMPFRATURE PROPERTIES OF SUP,:R ALPHA TITANIUM OTHER PRODUCTION TECHNIQUE._ A63-I2361
ALLOY MELDHENTS A63-| 3424

U_TRASONIC SPEED
STRENGTH OF SPOT MELDING OF TITANIUM ALLOYS AT ULTRASONIC _iELOING OF REFRACTORY METALS
ROOM AND ELEVATED TEMPERATURES N62-|_288
NAMC-AML-1319 N63-15402

ULTRASONIC MELO|NG
DEVELOPMENT OF PROCEDURE FOR MELDING 2-INCH-THICK DISCUSSION OF DEVELOPMENTS AND TECHNIQUE_ FOR
TII'ANIUM ALLOY - NAVIr PROGRAM N63-16206 HEI'AL JOINING BY HIGH-SPEED BRAZING AND ELECTRON-

BEAM ANO ULTRASONIC NEIOING OF SPACE-AGE METALS
AUTOMAT IC SUBMERGED ARC-HELDING OF T [TANIUN-ALLOY A63-11989
PARTS N66-13418

APPLICATION OF ULTRASONIC ENERGY TO MELDING AND
MELOING TITANIUM AND ITS ALLOYS BY DIFFUSION UNDER OTHER PRODUCTION KEC.HNIQUES A63-12361
VACUUM N6_- i 3420

NELDING TECHNIQUES USED FOR REFRACTORY METALS AND
SPOT MELDING CHARACTERISTICS OF TITANIUM ALLOYS THEIR ALLOYS INCLUDING ELECTRON BEANw PRESSURE
NAEC-AML-_8i5 N66-15819 MELDING, U_TRASONIC AND OTHERS A63-25267

SPOT _: _EAN RESISTANCE MELDING OF TITANIUM ULTRASONIC. I_ELDING OF SELECTED REFRACTORY META_LS
N6_-1T074 ANO ALLOYS N63-23-_70

NELDING OF TITANIUM ALLOYS N66-20655 ULTRASONIC MELDING OF METAL AND PLASTICSv
DISCUSSING EQUIPMENT AND APPLICATIONS

MOLTEN-SLAG ARCLESS ELCCTRiC MELDING OF VT5-1 A64-23530
TITAhAUN _LLOY N64-24258

ULIRASDNIC MELDING EQUIPMENT FUR REFRACTORY
SUBMERGED ARC ANO ELF,CTROSL_G MELDING FOR THICK : METALS - CERAMIC TRANSDLCER AND COUPLING SYSTEMS
TITANIUM .".L_.OY PLATE ASD-TR-T-8eB/Vi/ N64-1266T
ONIC-MENI_-IBB N64- 24336

ULTRASONIC MELOING OF OERYLLIUM FOIL "3 STAINLESS
ELECTROSLAC MELDING OF FDRGINGS OF TITANIUM ALLOY .CTEEL

N66-276iB NASA-TM-X-935 Nb6-L2956

ROLL-MELDiNG OF CORRUGATED SANOMICH PANEL ULTRASONIC HELDING REFRACTORY METALS AND ALLOYS
F_URICATION OF TITANIUM ALLOY _ A65-|!161 WITH POMER-FORCE PROGRAMMING

AO-_2799Y N64-14811
ARGON SHIELOEO TITANIUM FUSION NELOINGv EXAMINING
MiGRATiON OF OXYGEN AND HYOROGEN AT ALPHA AND BETA ULTRASONIC ,_ELO|NG OF ALUMINUM ALLOY SHEET AND
TIi'ANiUM PHASt_ BOUNDARY A65-13260 t_APSULES FOR :tERMETIC SEALING

RR-6 |-99 N66-22551
ELECTRODE DISPLACEMENT AND APPLICATIuN OF 600 TO
7OO AMP CURRENI TO rMO-ARC FLUX SHIELDED WELDING ULTRASONIC WELDING OF DISSIMILAR MATERIALS OR
OF SEMIFINISHED THICK TITANIUM ALLOY PRODUCTS THIC.'.NESSES NiTHOUT HEAT AbS-IbY92

A65-13261

ULTRASONIC RING MELDING TO SEAL PROPELLANT
TITANIUM MFLD POROSITY AND ITS DEPENDEt CE ON CONTAINERS
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RR-66-41 H6_-14_67 _AE PAPER 8668 Ab6-20799

ULTRASONICS ELECTROSLAG MELDING OF SHIP PARTS WITHOUT
ULTRASONIC WELDING EQUIPMENT FOR JOIN|"G SUBSEQUENT HEAT TREATMENT
REFRAC'_RY METALS AND SUPERALLOYS JPRS-2I_85 Nb6-10325
RR-66-53 N64-29298

ELECTRON BEAM _ ELECTROSLAG REFINING TO iMPROVE

V _UALITY OF STEELS _ ALLOYS FOR MELOMEqTSlr
JPRS-|8690 N6¢-IOT70

VACUUM MELTING
MELOING OF NIOBIUM BY VACUUM ARC AND FLECTRON BEAM MELDED PROD*'.. r CLASSIFICATION ACCORDING TO
MELTINC N66-20656 EXPECTED LO_ COND|T[ONS RANGING FROM LUM STRESS

TO NUCLEAR ANO SPACE ENVIRONMENTS USED FOR
VACUUM DEFvUSION _ELOING OF HIGH-MELTING HETALLb!O MELCHENT INSPECTION AND TESTING
COMPOUNDS WITH H3GH-MELT|NG METALS A&5-22683
JPRS-29550 N6S-2156_

_ELDING MACHINE
VACUUM SYSTEM PRECISION POSITIONING CONTROLS FOR

MELDING TITANIUM AND ITS ALLOYS BY OIFFU,_ON UNOER MELDING SATURN SPACE VEHICLES Ab3-ID666
VACUUM N66-13420

JOINING AND FORMING TECHNIQUES IN THE CONSTRUCTION

W UF MISSILE COMPONENTS A63-1_303

WELD STRENGTH EQUIPMENT AND APPLICATION OF GAS METAL ARC WELDING
PRESSURE EFFECT ON METAL TRANSFER AND MELO-BEAD A63-1_326
SHAPES IN ARC MELDING OF ALUMINUM ALLOYS IN ARGON

A65-21239 ULTRASONIC HELOING OF METAL AND PLAST!CS,
DISCUSSING EQUIPMENT AND APPLICATIONS

TITANIUM HELD POROSITY AND ITS DEPENOENCE ON A66-23530
OISSOLVEO HYDROGEN AND HELOING PARAMETERS

Ab5-22685 EQUIPMENT COMPGNENTS, DISSIMILAR METAL MELDING
TECHNIQUES AND MORK HANDLING METHODS FOR ELECTRON

MELDED JOINT BEAM MELDING
STATISTICAL STUDY OF THE STRESS ANALYSIS OF ASME PAPER 66-PROD-1Z A6¢-23756
MELDED JOINTt JOINT GEOMETRY ANG FILLER METALS IN
THE DESIGN FOR ROCKET MOTOR CASES RESISTANCE SPOT AND SEAM MELDING OF FVS20S STEEL

A63-|3_Z3 SHEETS FOR AIRFRAME SKINS AND STIFFENERS
Ab6-26777

DESCRIPTION AND APPLICATIONS Oc ELECTRON BEAM
MELOING_ MITH PORTABLE VACUUM CHAMBERS, EMPLOYEO AEROSPACE METAL MELDING AND MACHINING SYSTEM USING
iN THE PRODUCTION OF LARGE AEROSPACE STRUCTURES LASER BEAM A65-11362
SAE PAPER 676A A63-1_67

GAS TUNGSTEN ARC ANO GAS METAL ARC PROCESSES USING
ELECTRON BEAM MELDING AS A HIGH QUALITY JOINING SOFT TOOLING TO MELD ALUMINUM SPACE VEHICLES IN
PROCESS WITH REFRACTORY METALS AND MORE COMMON LAU' I POSITION AbS-12|O0
NETAILS, SUCH AS STAINLESS STEEL, COPPER AND
ALUMINUM A63-25136 HIGH VOLIAGE ELECTRON DEAII MELDING MACHINE

HANDLING ANY AERO ENGINE COMPONENT REQUIRING
SPOT AND SEAM HELDING CHARACTERISTICS OF iELDING AbS-153TI
INCONEL 718 NICKEL-BASE ALLOY, INCLUDING HELDING
PROCEDURES END JOINT STRENGTH AT ROOM AND ELEVATED MACHINE OPERATIONS AND HELD CHARACTERISTICS IN
TEMPERATURES A66-IZ876 NONVACUUM ELECTRON BEAM WELDING

A'5-15387

TRANSVERSE TENSILE TESTING OF SOLUTIONIZED AND
AGED MELDMFNTS OF NICKEL-COBALT-MOLYBDENUM BOOK ON ELECTRON BEAM MELDING INCLUDING
MARAGING ALLOYS EXHIBIT JOINT EFFICIENCIES PRINCIPLESt EQUIPMENT, JIGGING, COSTSt
AVERAGING 96 PERCENT A66-|9180 APPLICATIONS AND FUTURE EXPECTATIONS

AbS-17623
CRiTiCAL CONTROL OF HELD HEAT BUILDUP IN PROCESSES
FOR RESISTANCE MELDING OF RENE 61 AT ELEVATED HIGH PRESSURE OXYGEN VESSEL MELDING 6YGAS
TEMPERATURES A6_-21979 TUNGSTEN-ARC PROCESS, DESCRIBING PROCESS AND TESTS

A65-21237
JOINING OF REFRACTORY METALS BY HELDING, BRAZING,
PIN JOINING OR DIFFUSION 60NDI_ MELDING TEST

A66-26699 MELDABILITY OF RENE _1_ HIGH-TEMPERATURE NICKEL
ALLOY, DEMONSTRATED BY APPLICATION OF THREE

COMPARISON BONDING, BRAZING ANO HELDING FOR DIFFERENT MELOING PROCESSES A66-11167
JOiNiNG AIRCRAFT SIRULTURAL COMPONEFITS

A66-26S92 MELDING TESTS ON HARAGING STEELS
DHEC-MEHO-I82 Nb4-I2OT2

ARGON ARC, SPOTw ANO ROLLER HELOING OF NIOBIUM
ALLOYS_ AND PROPERTIES OF MELDED JOINTS MIRE
JPRS-2259T N66-12T02 IHTERCONNECTIVE _iRE MEL3ING IN ELECTRONIC MODULES

NASA-TN-O-2321 N66-23235
ALUMINUM MELDING METHOD AND FILLER METAL DEPENDS
ON bASE ALLOYS AND SERVICE REQUIREMENTS FOR MELDED
JOINT A65-19266

iRON-NICKEL ALLOY H_LDADILITY EVALUATED FOP
CRYOGENIC PIPING SERVICE, NOTIhG HELOMENT
PROPERTIES A65-21260

MECHANICAL PROPERTIES OF TECHNICALLY PURE CHROMIUM
MELDED BY ELECTRON BEAM IN ARGON ATMOSPHERES
AND IN CONTROLLEO ATMOSPHERIC CHAMBERS
JPRS-29812 N65-22705

NELDED STRUCTURE
DISTORTION CONTROL F_-; LARGE ARC MELDED STRUCTURES

;
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PREhFAT C_IJ_F% SFVFQ_ ID_F_ IN luPACT STRF_GTH
AND NOTCHED TENSILE STRENGTH Ab3-193Z9 I7-18

Y
_,JNGERt S. V°

ELECTROSIAG HFLDINE OF LO_ ALLOY ST_ c
NA_-Z76!9

Z
ZAGREBENIUK_ S° O-

E_ECTRODE DISPLACEMENT END APPLICATION OF 600 TO
700 AMP CURRENT TO TNO-ARC FlUX SFIELDEO MELDING
OF SEMIFINISHED THICg TITANII:M ALLOY PRODUCTS

A65-13261

ZAYTSEV, YU° N.
EI.ECTROSLAG MELDING OF SHIP PARTS HITHOUT
SUASEOUENT HEAT TREATMENT
JPRS-21485 N64-10325

ZGLENICKIv Co
ULTRASONIC WELDING GF DISSIMILAR MAIFRIALS OR
THICKNESSES NIThOUT HEAT A65-I6792

ZHIZNYAKOVt S'° N.
FUSION NELOING OF SINTERED ALUMINUM PONDER

N65-11743

ZYUKINv V. V°
_ELDING OF SINTERED ALUMINUM PONO-R SHEETS

N65-11740
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